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abstract
Specialized hardware accelerators are becoming increasingly prevalent due to their per-

formance and energy advantages over general-purpose CPUs. In addition to existing

accelerators such as GPUs, recent academic proposals include applications from databases

to graph processing to neural networks to approximate computing.

With the explosion of accelerator types, third-party design is becoming more common

and industry is providing interfaces for attaching FPGA accelerators to host systems. In the

future, 3D die stacking may open further possibilities for third-party accelerator markets.

However, there has been little discussion of the security and reliability concerns associ-

ated with accelerators, especially powerful accelerators that perform potentially dangerous

operations such as accessing host memory. Unfortunately, it is extremely difficult to ensure

that a non-trivial accelerator has no flaws, even with traditional first-party design. Further,

there are known incentives for nation-states to tamper with hardware designs.

In this dissertation, we explore the potential security and reliability impacts of ac-

celerators. We first construct a taxonomy of accelerator security threats to highlight the

potentially non-intuitive consequences that a misbehaving accelerator can have on the

operating system and applications that never access the accelerator.

We then address two specific security and reliability challenges for accelerators that

share a memory space with the host system and which benefit from maintaining caches. To

prevent a misbehaving accelerator from making erroneous or malicious reads and writes

to host memory, we propose Border Control, which enforces traditional per-page process

permissions on accelerator memory requests. Border Control checks that memory accesses

from the accelerator are to appropriate addresses.

To allow safe accelerator coherence, we propose Crossing Guard: a coherence interface

between the accelerator and the host. It provides the accelerator designer with a single,

standardized coherence interface regardless of the specific protocol used by the host system,

simplifying accelerator cache coherence development. For the host designer, it provides



xiv

guarantees as to what types of messages the accelerator can send and when, providing

safety regardless of accelerator bugs or misbehavior. The combination of Border Control

and Crossing Guard allows accelerators to use optimized and customized caches while

maintaining full safety and reliability benefits on the host.
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1 introduction
With the breakdown of Dennard scaling, specialized hardware accelerators are being hailed

as one way to improve performance and reduce power. Computations can be offloaded from

the general-purpose CPU to specialized accelerators, which provide higher performance,

lower power, or both. Consequently there is a proliferation of proposals for accelerators.

Examples include cryptographic accelerators, graphics processing units (GPUs), general

purpose GPUs (GPGPUs), accelerators for image processing, neural and approximate

computing, database accelerators, and user reconfigurable hardware [15, 36, 53, 61, 65, 70,

72, 76].

Accelerators are heterogeneous with wildly varying characteristics in terms of size,

complexity, programmability, degree of integration with the host, and more. For the pur-

pose of this dissertation, we start with a broad definition of accelerator: specialized hardware

that can perform a subset of computation tasks. In general, the advantage of these accelerators

is that they can perform computations with higher performance and/or lower energy

than a general-purpose CPU. Alternately, they may be enabling new functionality (e.g.,

approximate or neuromorphic computation), or may implement proprietary algorithms or

techniques.

Some accelerators may be simple and non-programmable, such as cryptographic ac-

celerators that simply take input data and run a fixed encryption function. Others will

be highly complex and highly programmable, such as GPGPUs. We envision that some

of these powerful accelerators will act as first-class citizens of the host system – sharing

host resources and interacting with the host system in a complex manner. For reasons of

programmability and performance, some will be integrated into the host memory system

and access shared memory. Some of our work also applies to accelerator-like hardware

such as I/O devices, which may not be compute devices but which do interact with the

host system in a constrained fashion.
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We see two important converging trends. First, as accelerators become more prevalent,

there is an increased incentive for companies to allow accelerator design by third-party

companies. Second, as accelerators become more powerful and tightly integrated, the

potential for accelerator bugs to have severe consequences for system security and reliability

increases; as accelerators become more complex, the potential for undetected errors in the

hardware design similarly increases. At the confluence of these trends, we envision that

the security and reliability implications of integrating complex, third-party accelerators

into the host system will be significant.

1.1 Third-Party Accelerators

Accelerators may be custom-designed by third parties, and purchased as soft or firm

intellectual property (IP). For example, third-party designers such as Imagination Tech-

nologies provide accelerator IP (e.g., for GPUs) to companies such as Apple for inclusion

in their devices. 3D die stacking allows dies fabricated in different manufacturing pro-

cesses to be packaged together, increasing the opportunity for tightly integrated third-party

accelerators [21].

In recognition of the potential for third-party accelerators, several companies have

recently started to provide interfaces between accelerators and the host system. IBM’s

Coherent Accelerator Processor Interface (CAPI) [86] targets FPGA accelerators. Among

other things, it allows accelerators to access a shared virtual address space with the host,

and to make coherent memory requests to the host system. At the 2016 OpenPOWER

Summit, over a dozen accelerators using CAPI were made public, including accelerators

for machine learning, graph search, dataflow processing, genomics, and fuzzy pattern

matching [9]. Similarly, ARM provides the Accelerator Coherency Port (ACP), also targeting

third-party FPGA accelerators [14].

In May 2016, seven companies (including IBM, ARM, and AMD) formed the Cache
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Coherent Interconnect for Accelerators (CCIX) Consortium [2, 40]. Their goal is to provide

a standardized interface for accelerators to connect to the host system, indicating an interest

in third-party accelerators. There is currently very little known about CCIX, but the

consortium claims that it will allow fast, high-bandwidth, coherent memory accesses by

accelerators.

1.2 Accelerator Reliability and Security

Consumer electronic manufacturers may not have full introspection capabilities into third-

party accelerators. For instance, with soft IP the netlist may be encrypted by the hardware IP

designers to protect their research investment, which complicates verification and increases

the likelihood of bugs and other errors. With 3D die stacking, the host designer will have

even less insight, and may need to treat the accelerator entirely as a black box. In general,

the host system designer will not be able to perform verification to the same extent as for

first-party accelerators.

Furthermore, the difficulty in verifying that third-party accelerators provide the func-

tionality they advertise, and nothing else, leads to an opportunity for malicious hardware.

Malicious accelerators containing trojan circuits may perform normally under most con-

ditions, making them difficult to detect during testing. Then, upon receipt of a certain

trigger, these circuits change behavior. Techniques like Unused Circuit Identification can

help when netlists are available, but are not fool-proof [87]. There have been numerous

cases of software, firmware, and encryption standards with malicious modifications or

backdoors for espionage in recent years [27, 99]. In the US, the Sigint Enabling Project

has “found ways inside some of the encryption chips that scramble information for busi-

nesses and governments, either by working with chipmakers to insert back doors or by

exploiting security flaws” [6, 17, 71]. It may be even easier for nation-states or other actors

to add malicious hardware to accelerators designed by small teams or startups and that
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are subsequently integrated into systems on chips distributed by consumer companies.

Malicious or buggy accelerators are obviously dangerous for applications that execute

code on the accelerator; however, they may also be a security or reliability risk for the host

system, including applications that never use the accelerator. For instance, some accelerators

have the ability to directly access shared host memory by physical address. A malicious

accelerator which can do this will be able to read and write any location in host memory,

including reading secret information or writing operating system data structures or network

buffers – even if the accelerator is ostensibly something harmless, like a video decoder. We

see accelerators that perform non-sensitive and non-critical functionality as particularly

plausible threat vectors to the host system, because they may not be as carefully verified as

a more explicitly security-focused accelerator (e.g., a cryptographic accelerator).

Security and reliability problems caused by a non-critical component in a system can

be addressed by limiting the capabilities of the component in question. The Principle of

Least Privilege [78] states:

Every program and every user of the system should operate using the least

set of privileges necessary to complete the job. Primarily, this principle limits

the damage that can result from an accident or error.

In accordance with this principle, accelerators should be strictly controlled in how they

interact with the host system. This principle is commonly applied to software: even a

fully trusted user does not run all programs with the same permissions as the OS. That

way, if her software is buggy or malicious, the damage to the rest of the system is limited.

Similarly, an accelerator should only be able to perform the operations it needs to complete

its intended function. As we focus on accelerators that do not execute OS code, there are a

number of capabilities necessary in a general-purpose CPU that can be disallowed to the

accelerator without loss of functionality.
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Although this dissertation focuses chiefly on the challenges of third-party accelerators,

many of the results also apply to first-party design. Modularity and isolation are good

design principles that provide benefits for potentially buggy first-party accelerators; there

are extensive errata released for processors from well-respected companies, and there is no

reason to believe that accelerators will be bug-free.

1.3 Contributions

In this dissertation, we first give a brief overview of implications of third-party accelerators

on security and reliability for both the host and other processes sharing the accelerator in

Chapter 2. Our second and third contributions address two specific problems with (espe-

cially third-party) accelerators that can share memory with the host. We give an overview

of these accelerators in Chapter 3. In Chapter 4 we look at the case of an accelerator making

accesses to incorrect addresses in memory, and how this affects security and reliability at

the host. In Chapter 5 we consider an accelerator that wishes to participate in the host

coherence protocol, and the difficulties in ensuring simple and standardized design for the

accelerator as well as safety for the host. We propose solutions for each of these problems

and evaluate them quantitatively.

1.3.1 Security and Reliability Implications of Third-Party Accelerators

Rather than react to security or reliability issues in accelerators as they are discovered,

we believe it is better to proactively build defenses for classes of attacks. To this end, in

Chapter 2 we construct a taxonomy of accelerator vulnerabilities. We consider the cross

product of threat types (confidentiality, integrity, and availability) with risk categories

(configuration, computation, termination, accelerator memory accesses, system memory

accesses, microarchitecture/coherence, exceptions/interrupts, and power). In addition, we

raise an important distinction between threats and errors depending on whether a process
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can be vulnerable only if it uses the offending accelerator (accelerator-scope threat) or when

simply running in the same system (system-scope threat).

The part of this work dealing with security was accepted to Computer Architecture

Letters in June 2015 [67]; in this dissertation, we add a brief discussion of reliability as

opposed to security.

1.3.2 Border Control: Sandboxing Accelerators

Complex accelerators can obtain performance and programmability benefits from the

ability to access a virtual and physical address space shared with the host system. However,

unchecked, accelerators could make incorrect memory accesses, leading to information

leaks, data corruption, or crashes. This is an example of a system-scope threat: a misbehaving

accelerator with unlimited ability to access host memory is a security and reliability threat

to all processes running on the host. Unfortunately, current security and reliability solu-

tions are insufficient for providing memory protection from tightly-integrated untrusted

accelerators.

In Chapter 4 we propose, implement, and evaluate Border Control, a sandboxing mecha-

nism which guarantees that the memory access permissions in the corresponding process

page table are respected by accelerators, regardless of design errors or malicious intent.

Our hardware implementation of Border Control provides safety against all improper

accesses to host system memory with a space overhead of only 0.006% of system physical

memory per active accelerator. When used with a current, highly-demanding accelerator

(a GPGPU), our implementation has on average a 0.15% runtime overhead relative to the

unsafe baseline.

Most of this work was published in MICRO 2015 [66]; in this dissertation, we add dis-

cussion of optimizations for permission checking on snoops for fully coherent accelerators.
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1.3.3 Crossing Guard: Mediating Accelerator-Host Coherence

Interactions

Some high-performance accelerators can additionally benefit from full hardware cache

coherence. Indeed, interfaces like IBM CAPI, ARM ACP, and recently CCIX indicate

that there is a desire for coherence, including in third-party accelerators. However, prior

approaches have either forced the accelerator to make all requests by virtual address or have

not forwarded coherence probes, disallowing it from maintaining fully coherent caches

optimized for the specific needs of the accelerator’s workloads.

Allowing accelerators to directly manage their own caches by sending coherence re-

quests by physical address poses two main problems. First, for the host system, incorrect

accelerator coherence implementations can result in crashes and other serious consequences

that affect all processes running on the host. While Border Control addresses the problems

caused by accelerator access to incorrect addresses, it does not protect against incorrect types

of accelerator messages. For example, a misbehaving accelerator might not respond to an

invalidation request, leading to the host system becoming unresponsive.

Second, accelerator developers may wish to integrate the accelerator and its caches into

host systems designed by different companies. However, cache coherence protocols vary

widely in design, and the details are generally proprietary. Even if the protocol is known,

it is still a substantial burden to redesign the accelerator caches to work with each host

system. In addition, host protocols are frequently highly complex, which increases the

likelihood of bugs.

In Chapter 5, we propose Crossing Guard, a coherence interface between the host co-

herence system and accelerators. The Crossing Guard interface provides the accelerator

designer with a standardized set of coherence messages that are simple enough to aid in

bug-free coherence design while also providing performance comparable to the host proto-

col. The Crossing Guard hardware is implemented in the trusted host design, and translates

the accelerator messages into the host coherence protocol while providing safety guarantees
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for the host system, even in the presence of arbitrarily bad accelerator behavior. We show

that our proof-of-concept design allows varying coherence and cache organizations on

both the accelerator and host.

Parts of this work have been submitted for publication; in this dissertation, we include

more detailed specifications of Crossing Guard behavior and design.



9

2 accelerator security taxonomy
While the performance and energy benefits of accelerators are fairly well understood, the

impact of accelerators on system security and reliability has received less attention. In

this chapter, we discuss some of the security implications of accelerators, with a focus on

third-party accelerators.

In the past few years, several security vulnerabilities have been published for graphics

processing units (GPUs), a common class of accelerators. For example, Lee et al. [59] show

that GPUs from both NVIDIA and AMD do not clear accelerator memory upon allocation,

which allows state from sensitive processes to persist and be read by other, unrelated

processes. This allows information leakage between concurrently executing processes or

from recently terminated processes. Lee et al. are able to use this vulnerability to correctly

guess the webpage accessed by browser threads running on the GPU up to 94.5% of the

time. A similar case is discussed by Di Pietro et al. [33]. Some GPU-based malware is

designed to take advantage of this uncleared internal memory [100].

These vulnerabilities occurred with non-malicious, in-house development. With out-

sourced accelerator designs, these problems will likely worsen. It is difficult to ensure that

first-party, trusted designs are correct; completely ensuring safety for IP from third-party

sources may be harder for a number of reasons, such as time-to-market pressure which

makes code reviews infeasible even with source code for the third-party IP. When the IP is

distributed as encrypted netlists, techniques such as Unused Circuit Identification [87] are

designed to detect malicious circuitry but have known limitations.

Security vulnerabilities in accelerators can lead to problems such as data leakage, mem-

ory corruption, system crashes, and denial of service attacks. It is particularly worrisome

that some security vulnerabilities in accelerators affect processes that are never run on

the malicious or incorrect accelerator. For example, an accelerator that is allowed to make

unrestricted accesses to unified system memory could abuse this by scanning for sensitive
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data in memory or modifying OS structures. Alternately, it could cause reliability prob-

lems by performing wild writes (overwriting memory data at random), perhaps due to

stale data stored in the translation lookaside buffer. A bad accelerator could also degrade

performance of other system components by unnecessarily saturating shared resources

such as memory bandwidth.

How does one defend against accelerator vulnerabilities? A first, reactive approach

waits for an exploit to become known, develops a fix in current or future hardware, and

repeats for each new exploit. A second, more proactive approach reflects on potential

vulnerabilities to seek to mitigate them at design time, and then falls back on the reactive

approach. In our judgment, the proactive approach can be enhanced with a systematic

taxonomy that can increase coverage of attack classes considered and may inspire defenses

that address multiple attack classes.

To this end, we systematically analyze threats posed by the inclusion of accelerators in

SoC designs. We aim to make it easier for system designers to make informed, security-

conscious choices when integrating accelerators into their designs.

We discuss a number of possible risk categories which may be present in accelerators, as

well as their consequences. These consequences can include potential leakage of sensitive

information, incorrect computation results, or reduced availability of the accelerator or

other system components. We also make the point that accelerator vulnerabilities can be

divided into two classes: those that only affect applications running on the vulnerable

accelerator, and those that can compromise the entire system. The latter is particularly

dangerous, because simply refraining from running sensitive applications on potentially

vulnerable hardware is not sufficient to guarantee security.

The main contribution of this work, a taxonomy of threat space for accelerators, is

general enough to cover classes of vulnerabilities rather than forcing designers to consider

each possible threat individually, yet also allows threats to be classified based on what

components of the system are affected and what security properties they violate. Although



11

we focus on accelerators, many of the threats we discuss are relevant for other types of

third-party IP as well.

2.1 Accelerator vs. CPU Security

There are some practical security differences between accelerators and CPUs. First, CPUs

are generally designed by a small number of trusted companies, often first-party; thus,

validation and testing can be done in-house, and the system designer has more assurances

that validation has been thorough. In contrast, accelerators may be designed by a third

party, and validating them while treating them as a black box is more difficult. A malicious

accelerator may contain trojans triggered only by rare input combinations that are unlikely

to be caught by non-exhaustive testing.

Second, the operating system runs on CPUs, but generally not on accelerators, which has

implications for non-malicious accelerators. The presence of the OS allows some security

protections to be implemented at the system level rather than in hardware. As an example,

OSes zero memory pages when they are allocated to a process to prevent information

leaking from the process formerly using the page. Without the OS to provide this protection

for internal memory in accelerators, we must consider providing it elsewhere, such as in

the hardware or at the process level.

There are a large range of accelerators, so there are exceptions to the above. For example,

the Xeon Phi [29] is designed by a trusted party and runs a version of Linux. Thus, some

entries in this taxonomy may not apply to every accelerator.

2.2 Threat Space

We first draw a distinction between accelerators that are malicious by design and those that

are unintentionally buggy, and between threats that affect only the vulnerable accelerator

and those that can affect other components of the system.
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2.2.1 Buggy vs. Malicious Accelerators

We classify accelerators with vulnerabilities into two types: buggy and malicious. Any

complex system is likely to have bugs. Bugs occur even in well validated hardware [8,

18, 30, 75, 94]; Hicks et al. catalogue a number of security-critical bugs in commercial

CPUs [47]. Buggy accelerators are designed with the intention of being correct, safe

accelerators. However, because they are buggy, they have vulnerabilities that can be

exploited by unaffiliated parties such as malicious software.

Malicious accelerators are insecure by design: they contain intentionally introduced

flaws or are designed to break the security of the host system they are integrated into.

As such, malicious accelerators are harder to defend against because the designers can

introduce new hardware to aid their exploits and can put effort into hiding incorrect

behavior from validation techniques. For example, a malicious accelerator might require a

specific uncommon input (a trigger) before starting to behave maliciously. One case where

accelerators may contain malicious hardware is when the designers are colluding with a

government or other body for purpose of surveillance, espionage, or sabotage. There has

been concern that hardware trojans might exist in military hardware [82]. These trojans may

exist dormant in the hardware and be activated only in very rare circumstances, allowing

them to remain undetected for years.

From the viewpoint of an end user, the distinction between buggy and malicious

accelerators is pedantic. After all, end users do not care about why their device is insecure,

only that it is insecure. However, as computer designers, addressing these two different

threats requires somewhat different approaches. When addressing a security threat from

an honest but buggy device, IP integrators can assume a co-operative third-party IP vendor

who will not subvert safety nets meant to prevent bugs. However, for malicious devices,

any such safety net should be able to withstand subversion from a malicious IP component.
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2.2.2 Security vs. Reliability

Security and reliability are closely interwoven concepts. For threats to security, we assume

that an adversary exists: this adversary either designs malicious hardware or exploits

buggy hardware. For reliability threats, there is no need for an adversary; these are cases

such as an accelerator that sometimes becomes responsive, or one with a logic flaw in an

arithmetic unit. The main difference is intent: a bug that crashes the system on its own is a

reliability concern, but the same bug intentionally triggered by an attacker is a security

threat as well.

Security threats are much harder to deal with than reliability threats. For reliability,

it may be sufficient to make the conditions for the threat to manifest very unlikely; for

example, an accelerator that is non-critical (e.g., a video decoder) may be able to drop some

frames without much impact. However, an attacker that could force the error condition to

manifest repeatedly so that all frames were dropped would still be a risk. The adversary

can force worst-case behavior, exploiting very improbable bugs that might be possible to

tolerate from a reliability perspective.

This taxonomy focuses on security threats; since security threats are a worst-case type

of reliability problem, the entries in this taxonomy may still be of use in cases where there

is no clear benefit to an adversary to attack the system or accelerator.

2.2.3 Accelerator vs. System Scope

There is an important distinction between security threats that are internal to the affected

accelerator and thus only affect applications running on that accelerator, and those that

affect other components of the system. An example of a threat at accelerator scope is leakage

of information between two processes running concurrently on the same accelerator, as can

be caused by lack of protection to the accelerator’s internal memory. In contrast, threats at

system scope affect components of the system beyond the compromised accelerator: they

also affect correctly implemented parts of the system. An example of a system scope threat
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is an improper access to a sensitive address in system memory, such as one belonging to

the OS.

These two scopes of threats need to be handled differently. It is easier to limit the

damage caused by threats at accelerator scope, because they can be avoided by not running

sensitive applications on untrusted hardware. However, in cases where the designer must

treat accelerators as black boxes, it is very difficult to ensure security for applications

running on the untrusted accelerator, and sensitive applications may be unable to benefit

from acceleration on not fully trusted hardware.

In contrast to threats at accelerator scope, system scope threats are dangerous even

to processes that are never run on the untrusted hardware. However, we expect that

they can be defended against by careful system design, since they result from a lack of

system protection from the accelerators. By placing safeguards such as checking that all

interactions between the accelerator and system state are valid, it is possible to limit the

damage a malicious accelerator can do to the system.

2.3 Taxonomy of Threats

We classify security threats for accelerators based on the type of threat they pose as well

as what part of the accelerator they affect, as will be summarized in Table 2.1 (accelerator

scope) and Table 2.2 (system scope).

2.3.1 Security Threat Types

Security threats can be classified by whether they violate the three classic security goals of

confidentiality, integrity, and availability. Confidentiality violations allow an attacker to

discover privileged information; an example is an attacker reading private keys. Integrity

violations cause incorrect results, for example a computation returning the wrong value.

Availability violations prevent a resource from being used; an example is making spurious
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requests to a resource at such a high rate that legitimate requests cannot be serviced. We

consider both threats that make the vulnerable accelerator unavailable and those that

reduce availability of other accelerators or the system in general.

2.3.2 Risk Categories

We break down threats into eight risk categories, briefly described below. Just as modern

pipelined processors fetch, decode, execute, access memory, and write back instructions,

accelerators have similar pipelined behavior. The risk categories basically follow this

sequence, with the exception of power, which is a cross-cutting concern.

• Configuration refers to set up of the accelerator, such as setting registers or giving

parameters.

• Computation refers to the computations at the accelerator that will produce results.

• Termination refers to accelerator state after execution ends.

• Accelerator Memory Accesses refers to requests to memory or cache internal to the

accelerator.

• System Memory Accesses refers to requests to system main memory.

• Microarchitectural Commands / Coherence Requests refers to communications about

microarchitectural system state between the system and the accelerator, such as

memory coherence requests or TLB shootdowns.

• Exceptions / Interrupts refers to exceptions that are produced by the accelerator, or

interrupts delivered to or generated by the accelerator.

• Power refers to threats specifically relating to power consumed by the accelerator.
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Confidentiality Integrity Availability
Configuration side-channel, kleptog-

raphy
kleptography, wrong
output

lock up accelerator

Computation side-channel, kleptog-
raphy

kleptography, wrong
output

lock up

Termination (x) fail to clear regis-
ters / memory / cache

stale data in registers
/ memory / cache

fail to release re-
sources

Accelerator Memory
Accesses

(x) bad read access bad write access evict others from
memory/caches

System Memory Ac-
cesses

side-channel

Microarchitectural
Commands / Coher-
ence Requests

inconsistent (stale)
data

Exceptions / Inter-
rupts

potential timing side-
channel

extra exceptions/in-
terrupts

Power (x) power analysis at-
tacks

excess heat causing
unreliability

excessive heat leading
to damage

Table 2.1: Threats at Accelerator Scope. These threats only affect processes running on the
untrusted hardware. (x) indicates that a known exploit exists.

2.3.3 Detailed Threat Descriptions

We will briefly give examples of vulnerabilities for each of the entries in the threat matrix

shown in Tables 2.1 and 2.2. We separate out threats at accelerator and system scope,

because the risks of each and the approaches to counter them are different. We do not

intend to exhaustively list all threats here; different types of accelerators will be vulnerable

to different types of threats. We leave some entries blank, but this does not mean that it

is impossible for a vulnerability to exist there. However, these tables can be taken as a

starting point for considering possible security implications of including an accelerator in

the system. For each threat, we indicate whether any exploits are known.

1) Configuration: Confidentiality Misconfiguration can lead to insufficiently random

numbers, wrong modes, or fewer iterations than intended. Kleptography [19, 101], allows

texts to be encrypted in such a way that a secret big-brother key can decrypt them. At

system scope, a misconfigured CR3 (page table base) register could lead to incorrect page
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Confidentiality Integrity Availability
Configuration incorrect registers (e.g.

CR3)
incorrect registers (e.g.
CR3)

Termination stale address transla-
tions

stale address transla-
tions

fail to release re-
sources

System Memory Ac-
cesses

bad read access bad write access saturate bandwidth or
shared caches; cause
swapping

Microarchitectural
Commands / Coher-
ence Requests

snoop on coherence
traffic (side-channel);
ignored invalidations

ignore invalidations excessive coherence
requests / ignored
coherence requests

Exceptions / Inter-
rupts

extra exceptions/in-
terrupts

Power high temperature af-
fecting nearby compo-
nents

high temperatures de-
stroying nearby com-
ponents

Table 2.2: Threats at System Scope. These threats can also affect processes which are never
run on untrusted hardware.

permissions.

Integrity Misconfiguration can result in incorrect results, due to bad initial state.

Availability Some devices may be misconfigured to be undiscoverable by the host.

2) Computation: Confidentiality Side-channel attacks are well known in CPU processors

and caches [22, 28, 54]. They are also possible with accelerators, and certain bugs or design

choices can make them easier.

Integrity Accelerators may produce the wrong results of computations. We expect that

this will be uncommon, as non-malicious computation errors should usually be caught

by validation. However, with a large state space and a complicated accelerator, there is a

higher chance of undetected buggy or malicious behavior. Furthermore, as shown by the

famous Pentium FDIV bug [75], bugs causing incorrect execution can occur even in the

presence of validation.

Availability A bug that causes the accelerator to get stuck in a loop or to hang (similar

to Halt and Catch Fire (HCF) bugs [18, 30, 94]) will make the accelerator unavailable.

3) Termination: Confidentiality After program termination, information leakage can
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occur if internal memories, registers, or other state is not cleared. A known example of this

for GPU texture memory exists [33, 59]. In addition, stale address translations could lead

to vulnerabilities such as bad system memory accesses.

Integrity Stale address translations or other internal state can lead to incorrect results

for computations.

Availability Failure to release accelerator resources prevents other processes from

running.

4) Accelerator Memory Accesses: Confidentiality An accelerator that allows one process

running on the accelerator to access accelerator memory owned by another process running

on the accelerator can leak information. Di Pietro et al. [33] have demonstrated this exploit

on certain GPUs, where kernels of the two processes are interleaved.

Integrity Similarly, an accelerator allowing concurrently executing processes to write

to one another’s accelerator memory may have correctness errors.

Availability If multiple processes are running concurrently and one is allowed to

dominate accelerator resources, the other may suffer from degraded performance. For

example, if one process can evict all cache entries belonging to the other, the victim will

suffer performance penalties.

5) System Memory Accesses: Confidentiality An accelerator that can make unrestricted

physical memory accesses can read data at addresses unrelated to processes it is running,

including operating system memory. This allows reading sensitive data, which can be

exfiltrated by writing it to other locations in system memory.

Integrity Similarly, an accelerator can corrupt memory for other running processes,

as well as getting incorrect results in computation, by reading and writing to incorrect

addresses. Again, this includes the operating system. We address these threats in Chapter 4.

Availability An accelerator that permits a high bandwidth of requests to system mem-

ory can slow down requests from other system components; for example, an accelerator

that erroneously treats some memory accesses as uncacheable.



19

6) Microarchitectural Commands / Coherence Requests: Confidentiality An accelerator in a

system with a snoopy coherence protocol, where accelerators see coherence requests even

for blocks that they do not have access to, could use this information in a side-channel

attack, enabling information leakage. Ignoring invalidations or TLB shootdowns can also

allow stale translations/blocks to be accessed.

Integrity Stale translations or invalid block accesses, as well as other coherence bugs,

can lead to wrong computation results. Malicious coherence requests could cause data

corruption in unrelated processes.

Availability Ignored or very slow coherence responses can make the system unrespon-

sive. We address coherence threats in Chapter 5.

7) Power Confidentiality The power consumed by the accelerator can be used for side-

channel attacks, i.e. power analysis attacks [11, 55]. Examples of this type are prevalent,

and include attacks against accelerators for AES [68].

Integrity An accelerator may operate at too high power and temperature, for example

by switching many transistors at once. High temperature negatively affects reliability and

may lead to incorrect computation. This is true not only of the affected accelerator, but also

other nearby system components.

Availability An accelerator operating at higher than expected power/temperature

can cause overheating in other accelerators or system components, preventing them from

running or, in the worst case, causing physical damage.

2.4 Implications

The goal of this chapter is not to provide a solution, but rather to articulate a problem space

and inspire the work of others. To this end, this taxonomy aims to provide a framework

to allow accelerator and system designers to carefully consider the security implications

of their design choices. We do not—and believe cannot—prove our taxonomy exhaustive,
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as it does not appear possible to exclude threat classes that one has not thought of (e.g.,

software researchers might not have considered exploiting coherence to impede availability).

Nevertheless, there are several ways this taxonomy can be beneficial.

First, developing a taxonomy can provide a small start toward an accelerator security

standard. Currently, the National Institute of Standards and Technology (NIST) publishes

the Federal Information Processing Standard (FIPS) for cryptographic modules: FIPS 140-

2[38]. This standard allows certification of cryptographic modules at one of four levels,

depending on the protections provided. Although FIPS 140-2 is not exhaustive and does

not cover all potential attacks, the certification does provide useful information about the

security of cryptographic modules. This taxonomy makes a first step toward developing a

similar standard.

Second, the framework we describe allows designers to consider entire classes of po-

tential attacks rather than focusing on vulnerabilities one at a time, and then only once

an exploit is discovered. We provide a means of proactively designing defenses, which

we hope will lead to fewer vulnerabilities in shipped hardware. Designers will be able to

think systematically about threats and defend against them through providing abilities

and policies for techniques such as hardware resetting accelerators, monitoring system

activity for signs of malicious behavior [31, 69, 90], designing safe interfaces to shared

system resources such as memory and cache hierarchies (Chapters 4 and 5), etc. In addition,

the taxonomy and the distinction between internal and system threats allows application

and OS developers to systematically evaluate the risks of running sensitive or critical

applications on not fully trusted accelerators.

Third, this taxonomy aids in assessing safety and security in a world where, unfortu-

nately, hardware is not guaranteed to be perfect. Although proof-carrying hardware [35]

and other mitigating strategies [46] have been proposed, there is currently no way to ensure

that hardware modules are doing what they claim, and nothing else. Instead, recognizing

that hardware may be vulnerable to exploits or even malicious allows us to design defenses
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and bound the damage that the hardware may do, without requiring that the hardware be

flawless.

We next, in Chapter 3, give background on one class of accelerators that may be prone

to system-scope security vulnerabilities: accelerators that access memory shared with the

host. We then go into detail about two specific threats and how they can be prevented.

In Chapter 4, we consider the security implications of an accelerator that makes incorrect

accesses to shared host memory. We then expand the type of bad accelerator behavior to

include incorrect coherence messages in Chapter 5.
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3 shared memory accelerators
The remainder of this thesis investigates mitigating security threats for one particular

class of accelerators: those that share a virtual and physical address space with the host

system, and in particular, those that benefit from highly-optimized accelerator caches. In

this chapter, we discuss the advantages and disadvantages of this class of accelerators,

with emphasis on security and reliability threats and prior work aimed at preventing them.

Once we establish this background, we will investigate specific threats in the following

two chapters.

Accelerators increasingly resemble first-class processors in the way they access memory.

Many systems today have tightly integrated accelerators which share a unified virtual

address space with CPU cores, including Microsoft’s Xbox One and AMD Kaveri [12, 45,

79, 86]. Models such as Heterogeneous System Architecture (HSA) [77] adopt a shared

virtual address space and cache coherence between accelerators and the CPU. This has a

variety of benefits including the elimination of manual data copies, “pointer-is-a-pointer”

semantics, and behavior familiar to programmers.

Some complex future accelerators may wish to share data with the host at a fine granular-

ity, where the particular data to be accessed is not known a priori. For CPU workloads with

these characteristics, hardware cache coherence aids in both performance and programma-

bility by avoiding the need for the programmer to explicitly manage where data is located

in memory and the cache hierarchy. There is an increasing recognition that accelerators can

benefit from hardware coherence as well [10, 57, 73, 80]. Recently, FUSION [57] investigated

the performance and energy improvements possible by using coherent accelerator caches

rather than DMA transfers. There is initial support for third-party accelerators in the

form of the ARM Accelerator Coherency Port (ACP) [41] and the Coherent Accelerator

Processor Interface (CAPI) from IBM [86]. Additionally, seven companies (including IBM,

ARM, and AMD) recently formed the Cache Coherent Interconnect for Accelerators (CCIX)
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Consortium [2, 40], which has announced that it will provide an interface for accelerators

to coherently access shared memory.

Allowing accelerators access to system memory has security and fault isolation im-

plications that have yet to be fully explored, especially with third-party accelerators. In

particular, designs where the accelerator is able to make memory requests directly by

physical address introduce security concerns. A malicious or compromised accelerator

that is allowed to make arbitrary memory requests could read sensitive information such

as buffers storing encryption keys. It could then exfiltrate this data by writing it to any

location in memory.

In addition to malicious accelerators, a buggy accelerator could cause a system crash by

erroneously corrupting OS data structures. Design errors such as the AMD Phenom TLB

bug and other errata relating to TLBs show that even first-party designs may incorrectly

translate memory addresses [8, 47, 51, 81].

Some non-accelerator devices have similar properties. Although we do not discuss

them in detail, I/O devices may also attempt to access incorrect addresses; host systems

may be able to make use of some of the same protection mechanisms.

The above scenarios do not assume coherence and result from an accelerator access to

the wrong address. For accelerators that participate in the host coherence protocol, there

is the additional possibility of accelerators sending messages of the wrong type. That

is, an accelerator may send an unexpected, incorrect request or response – or neglect to

send an expected response. Coherence protocols are very complex and hard to verify,

and accelerator designs may contain bugs. The consequence for the host systems include

system level crashes or deadlocks.

In addition to the security and reliability concerns, there are also interoperability chal-

lenges between accelerators and host systems. Different manufacturers use different co-

herence protocols, and these are often proprietary. Requiring accelerator caches to be

redesigned to work with different host systems adds a substantial burden in terms of
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design and verification time, and may lead to more bugs.

In summary, we see the following goals when integrating shared memory accelerators,

particularly third-party accelerators, with the host system:

1. High-performance, fine-grained memory accesses from the accelerator to the shared

host memory

2. Protection of the host system from memory requests from the accelerator to incorrect

addresses in shared host memory

3. Coherence between the accelerator and host system

4. Protection of the host system from accelerator coherence requests of incorrect types or

missing coherence messages

5. Ability of the accelerator to create customized cache hierarchies

6. No major changes to the host system

7. A standardized interface for accelerators to make shared memory requests, independent

of host system architecture

We discuss current commercial approaches to some of these problems, as well as

academic related work.

3.1 Commercial Approaches

There have been a number of approaches that aim to address at least one of the above

concerns. We briefly discuss some notable approaches here, and summarize them as they

relate to our goals in Table 3.1.
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Trusted Safe Slow Unsafe Fast ARM ACP /
Approach Core DMA IOMMU IOMMU IBM CAPI CCIX
High-performance, fine-
grained memory accesses

3 7 7 3 7 3

Protection from accelera-
tor Incorrect Address

7 3 3 7 3 ?

Coherence between host
and accelerator

3 7 3 3 3 3

Protection from accelera-
tor Incorrect Coherence

7 N/A N/A 7 N/A ?

Accelerator can create cus-
tom cache hierarchy

3 7 7 3 7 ?

Minimize host changes 3 3 3 3 3 3

Single, Standardized
Memory Interface

7 3 7 7 7 3

Table 3.1: Summary of previous approaches.

3.1.1 Heterogeneous Trusted Cores

If accelerators are fully trusted and designed as first-class citizens of the host system,

then there is no need for protection or standardized interfaces. One prominent example

of this type of system is IBM WireSpeed, a proposed heterogeneous accelerator-based

architecture [39] with six accelerators that used a shared address space and participated in

cache coherence. This approach allows high-performance, coherent accelerators; however,

it does not allow for third-party accelerators and does not provide protection against

hardware errors.

3.1.2 DMA Approaches

Off-chip devices may use DMA, which precludes efficiently accessing memory at a fine

granularity and requires explicitly copying memory between the accelerator and host

address spaces.

There are several ways to prevent a device from performing a DMA access to an incorrect

address. Intel’s noDMA table and AMD’s Device Exclusive Vector (DEV) were designed to

protect against buggy or misconfigured devices by allowing the system to designate some

addresses as not accessible by devices. Another approach is to mark some memory ranges
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as safe for devices to access.

The downside of these approaches is that they are inflexible and do not provide fast,

fine-grained sharing or coherence. The noDMA table and DEV cannot protect accelerators

from one another, because there is only one or a small number of tables. The kernel may

need to copy memory in blocks between a process address space and a buffer accessible

to the device. The DEV and noDMA table have been subsumed by the I/O Memory

Management Unit (IOMMU).

Intel’s QuickAssist Technology Accelerator Abstraction Layer (AAL) [49, 50] is an in-

terface for attaching FPGA accelerators to Intel systems. QuickAssist provides an API for

communication, but relies on techniques such as DMA and pinning pages in memory. It

does not support fine-grained memory accesses.

3.1.3 I/O Memory Management Unit

The I/O Memory Management Unit (IOMMU) is hardware at the interface between the

host and devices such as accelerators, and performs many functions [4, 5, 7]. We focus on

functionality relevant to our goals.

The IOMMU receives memory requests from accelerators, and provides address trans-

lation (from device physical to host physical address, or device virtual to host physical

address), usually by walking the appropriate set of page tables. This translation can be

used in two ways, which have different tradeoffs between safety and performance.

The first IOMMU mode is safe but slow. In this case, the IOMMU receives a memory

request from the accelerator, translates the address, and then makes a request to host

memory on behalf of the accelerator. This provides safety by requiring that every memory

request be translated and checked by a trusted hardware interface (Figure 3.1a). However,

this forces the accelerator to use only virtual addresses, rather than coherence-friendly

physical addresses. In addition, the IOMMU may not forward coherence requests from

other caches, preventing the accelerator designer from including coherent caches. While
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Figure 3.1: An example system with untrusted third-party accelerators interacting with
the system in two ways: a safe but slow IOMMU (a) and a fast but unsafe direct access (b).

non-coherent scratchpads can provide performance and energy benefits for some classes of

workloads, they are not ideal for fine-grained access patterns that are not known a priori.

Some current high-performance GPU configurations use the IOMMU in a fast but

unsafe mode, because they require lower latency and/or higher bandwidth. Here, the

accelerator uses the IOMMU for translate virtual addresses to physical addresses, which

the accelerator then stores in its own TLB and caches. The accelerator is then able to bypass

the IOMMU and make requests directly to memory by (pre-translated) physical address,

and there are no checks of whether the address is legitimate (Figure 3.1b).

This mode may or may not support full coherence. However, if the accelerator is allowed

to send its own requests and responses to the host, there is no protection against incorrect

coherence messages. In addition, the format of these coherence requests will be dependent

on the host system. For this reason, the fast but unsafe IOMMU is not used for third-

party accelerators, and is limited to certain first-party, highly demanding accelerators (i.e.,

GPGPUs).



28

3.1.4 Accelerator Memory Interfaces (CAPI, ACP, CCIX)

To accommodate third-party accelerators, several companies have introduced interfaces for

coherent accelerator memory accesses. These interfaces chiefly target FPGA accelerators.

The ARM Accelerator Coherency Port (ACP) [41] allows accelerators to make memory

requests to the host system and receive the most up-to-date copy of the data. However, it

provides I/O coherence rather than full coherence; that is, probes are not forwarded back

to the accelerator. In I/O coherence, data modified by the accelerator is not visible to the

host until the accelerator caches evict or flush the line. Thus, the ACP does not allow the

accelerator to maintain its own fully coherent cache hierarchy.

Similarly, IBM’s Coherent Accelerator Processor Interface (CAPI) [48, 86] provides a

simple memory access interface for the accelerator developer and safety for the host with

the Coherent Accelerator Processor Proxy (CAPP) on the CPU and the Power Service Layer

(PSL) on the FPGA. The PSL supplies the accelerator with a cache, and the CAPP acts as

a directory of lines at the accelerator, forwarding probes and keeping the PSL coherent.

Virtual to physical address translation is also handled by the PSL. CAPI therefore provides

the accelerator with an interface to which it can make loads and stores by virtual address,

but does not allow it to build customized coherent caches on top of the PSL cache. In

addition, CAPI works with the IBM POWER8, but is not a general interface for hosts

designed by different companies.

The Cache Coherent Interconnect for Accelerators (CCIX) Consortium [2] aims to ad-

dress this by providing a single, standardized interface, regardless of the host processor

ISA and cache organization. This consortium consists of IBM and ARM as well as AMD,

Huawei, Mellanox, Qualcomm, and Xilinx. CCIX’s standardized interface is an important

step towards third-party accelerators. However, there are currently few details about its

proposed implementation, semantics, or performance characteristics.

Interfaces of this type may be acceptable for accelerators with regular memory access

patterns or low performance requirements. Accelerators that require coherent, accelerator-
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managed caches for high performance will need a different interface.

3.2 Other Related Work

In addition to the previously discussed approaches, there are also a number of techniques

that relate to safety for memory accesses, for accelerators, and/or for third-party hardware.

We discuss some of them below.

3.2.1 Protection from Incorrect Memory Addresses

These approaches focus on protecting host memory from accesses to incorrect addresses,

similar to our goals in Border Control.

IOMMU Improvements

Some approaches have sought to improve the performance of the (safe but slow) IOMMU.

rIOMMU [62] decreases IOMMU overheads for high-bandwidth I/O devices such as

network interface controllers (NICs) and PCIe solid state drives. It drastically reduces

IOMMU overheads while ensuring safety, but relies on the device using ring buffers, which

are accessed in a predictable fashion. rIOMMU is not intended for devices that make

unpredictable fine-grained memory accesses.

Information Flow Tracking

Hardware Information Flow Tracking (IFT) can provide comprehensive system safety

guarantees though tracking untrusted data at the gate level [91]. This can provide protection

by ensuring that data modified by the accelerator cannot be used in control flow in security-

sensitive code, such as the kernel. Similarly, the accelerator can be preventing from accessing

data marked as sensitive. However, this protection incurs large overheads relative to unsafe

systems, and requires redesign of the host system.
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A commercial approach that uses a similar techniques is ARM TrustZone [1]. This

approach divides hardware and software into the Secure world and the Normal world.

Although this approach could be used to prevent untrusted accelerators from accessing host

memory belonging to the OS, it is coarse-grained and cannot enforce protection between

Normal world processes. For example, with TrustZone a misbehaving accelerator could

access memory belonging to other users. TrustZone also involves large hardware and OS

modifications.

Hive

Hive [25] is an operating system designed for the Stanford FLASH [58] to provide fault

containment. It protects against wild writes to remote memory by using permission vectors,

to simplify recovery in the presence of hardware and software faults. It protects against

wild writes to memory owned by other nodes by giving each writable page a permission

vector, specifying which of the many nodes in the system is allowed to do a remote write to

it. This firewall, in combination with other techniques to discard data on node failure, limits

possible memory corruption when a fault occurs and simplifies recovery. Hive assumes

that the hardware is correctly implemented but may have (non-Byzantine) software or

hardware faults.

Alternate Permission Specifications

Some previous work decouples translation and protection for all memory accesses, such

as HP’s PA-RISC and the single address space operating system [56, 96] and Mondrian

memory protection [97]. The single address space OS attempts to simplify sharing and

increase cache access speed. Mondrian provides fine-grained (word or even byte-level)

permissions, enabling fine-grained sharing and zero-copy networking. These approaches

are replacements for the current page-based memory protection system, and rely on correct

hardware.
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Memory Metadata

Some approaches use metadata to enforce safety guarantees. The IBM System/360 and

successors associate protection keys with each physical page [13] and check them before

writes for software (but not hardware) security. The SPARC M7 provides Realtime Applica-

tion Data Integrity (ADI) to help prevent buffer overflows and stale memory references [72]

by annotating memory and pointers with version numbers which must match. However,

this approach is not ideal for protecting the host memory from an accelerator, because a

malicious accelerator may be able to guess version numbers.

Intel Trusted Execution Technology

Intel Trusted Execution Technology is a hardware extension that protects against attacks by

malicious software and firmware [43]. It protects the launch stack and boot process from

threats, but not against malicious or buggy hardware components in the system.

3.2.2 Protection from Incorrect Coherence Messages

These works focus on improving reliability for coherence protocols or on ease of use between

systems, similar to the goals of Crossing Guard.

Fault-Tolerant Coherence

Another possibility is to redesign host coherence protocols so that they can tolerate bad

coherence messages from accelerators. This approach has the benefit of providing protec-

tion both against bugs in the host caches and the accelerators. However, it has the major

drawback of requiring a complete redesign of host coherence protocols, which is expensive.

In addition, prior work degrades performance and/or is limited to certain error conditions

(e.g., missing messages but not incorrect messages) [37, 84]. This is because these robust

coherence protocols generally address a different fault model: they guarantee correctness of
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data as well as correctness of coherence messages. This might be appropriate for accelerators

in critical systems where the accelerator is implemented by the host designer.

Coherence Protocol Translation

There have been several proposals for hardware that converts between coherence protocols;

Stanford FLASH [58] mentions the possibility, but does not explore its implementation.

The IEEE Futurebus standard [88] was intended to allow some cache design flexibility

and interoperability for caches using any of a class of MOESI protocols, and to provide

standardization. It assumes that all cache controllers are correctly implemented. Hagersten

et al. [44] propose a coherence transformer. To our knowledge, no previous work dis-

cusses translating between coherence protocols with protection against incorrect coherence

behavior.

3.3 Summary

Shared memory accelerators are an important emerging class of accelerators. They can

provide performance and programmability benefits, especially for accelerators that access

data in an unpredictable, data-dependent manner. To this end, industry has started to

provide interfaces for FPGAs to access host memory. However, to our knowledge, security

and reliability have not yet been first-order concerns when adding more tightly integrated

accelerators, mainly because currently accelerators that access shared host memory have

been designed by the same company as the host. In the future, we may see more third-

party accelerators. To this end, we next discuss Border Control, which defends against

the confidentiality and integrity threats caused by accelerators making incorrect read or

write requests to host memory. We will then introduce Crossing Guard, which allows

accelerators to participate in the host coherence protocol without risking availability on

the host accelerator.
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4 border control
‘[B]order control’ means the activity carried out at a border …in response exclusively

to an intention to cross or the act of crossing that border, regardless of any other consid-

eration, consisting of border checks and border surveillance.

— Article 2, Section 9 of the Schengen Borders Code [3]

As discussed in Chapter 2, there is a tension between complex, high-performance

accelerators that benefit from tight integration with the host system, and host systems that

desire protection from potentially imperfect accelerators. In particular, having a shared

memory space provides performance, energy, and programmability benefits, but also

exposes the host to the risk of an incorrect accelerator improperly reading or writing

host memory. The consequences of incorrect accelerator accesses to memory range from

host system instability and corrupted data if the accelerator is simply buggy, to complete

compromise of the host system if the accelerator is malicious. There is therefore a need for

a means to protect the host system from shared memory accelerators.

We propose Border Control, which allows accelerators to use performance optimizations

such as TLBs and physical caches, while guaranteeing that memory access permissions

are respected by accelerators, regardless of design errors or malicious intent. To enforce

this security property, we check the physical address of each memory request as it crosses

the trusted-untrusted border from the accelerator to the memory system (Figure 4.1c). If the

accelerator attempts an improper memory access, Border Control blocks the access and

notifies the OS. We build upon the existing process abstraction, using the permissions set

by the OS as stored in the page table, rather than inventing a new means of determining

access permissions.

We present a low-overhead implementation of Border Control, which provides security

via a per-accelerator flat table stored in physical memory called the Protection Table, and a

small cache of this table called the Border Control Cache. The Protection Table holds correct,
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up-to-date permissions for any physical address legitimately requested by the accelerator.

We minimize storage overhead with the insight that translation and permission checking

can be decoupled; this reduces per-page overhead from 64 to 2 bits per page (0.006%).

Border Control checks read and write permissions on every memory request from the

accelerator to the trusted memory hierarchy. For a current high-performance accelerator,

the general-purpose GPU, this design has negligible performance overhead (on average

0.15% with an 8KB Border Control cache). This shows we can provide security with a

simple design and low overheads for performance and storage.

In this work, we attempt to proactively addresses a class of accelerator security threats

(rather than reacting after systems are designed and deployed), making the following

contributions:

• We describe an emerging security threat to systems which use third-party accelerators.

• We propose Border Control: a comprehensive means of sandboxing and protecting

system memory from misbehaving accelerators.

• We present a hardware design of Border Control and quantitatively evaluate its

performance and space overheads, showing that they are minimal for even a high-

performance accelerator.

4.1 Goals and Current Commercial Approaches

We first define the threat model Border Control addresses and the scope of the threat

model, and then discuss current commercial approaches.

4.1.1 Threat Model

The goal of Border Control is to provide sandboxing, a technique first proposed to provide

isolation and protection from third-party software modules [92]. Rather than protect-
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ing against incorrect software modules, Border Control applies to incorrect hardware

accelerators.

The threat model we address is an untrusted accelerator violating the confidentiality

and integrity of the trusted host system physical memory via a read/write request to

a physical memory location in violation of the permissions set by the trusted OS. More

formally,

The threat vector is:

An untrusted accelerator, which may be buggy or malicious, that contains arbitrary logic and

has direct access to physical memory.

The addressed threats are:

Violation of confidentiality of host memory, if the untrusted accelerator reads a host physical

address to which it is not currently granted read permission by the trusted OS.

Violation of integrity of host memory, if the untrusted accelerator writes a host physical

address to which it is not currently granted write permission by the trusted OS.

There are several cases where accelerators might violate confidentiality or integrity

of the host memory by making incorrect memory accesses. Non-malicious accelerators

may send memory requests to incorrect addresses due to design flaws. For example, in

an accelerator with a TLB, an incorrect implementation of TLB shootdown could result in

memory requests made with stale translations (similar bugs are known in CPUs [47]. A

malicious programmer could exploit these flaws (as in the MIPS R4000 [64]) to read and

write addresses to which they do not have access permissions. An accelerator that contains

malicious hardware—for example, one that contains a hardware trojan—poses an even

greater threat, because it can send arbitrary memory requests.

Incorrect memory accesses can cause a number of security and reliability problems for

the system. In non-malicious cases, wild writes can corrupt data including OS structures,

resulting in information loss, unreliability, and crashes. Allowing arbitrary reads to host

memory can compromise sensitive information stored in memory, such as data stored in
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keyboard or network buffers, private keys, etc. The attacker can then exfiltrate this data

through a variety of means, including writing it to locations belonging to other processes

or enqueueing network packets to send to the Internet. In essence, the ability to make

arbitrary memory requests provides full control of the system.

Note that these risks apply to any accelerator that can make physical memory accesses,

even accelerators designed for non-critical tasks. For example, a video decoding accelerator may

seem harmless from a security perspective if the videos it decodes are neither sensitive

nor critical. However, the ability to access system memory means that these seemingly

unimportant accelerators can have major implications for system security.

We refer again to the Principle of Least Privilege [78], which states:

Every program and every user of the system should operate using the least

set of privileges necessary to complete the job. Primarily, this principle limits

the damage that can result from an accident or error.

Although Saltzer was writing about software, this principle can apply to hardware

components as well. Accelerators do not need to able to access all locations in memory at

all times; therefore, they should not be able to do so.

Border Control enforces this by leveraging the (relatively) fine-grained memory access

permissions of virtual memory. Virtual memory has provided isolation and safety between

processes for over 40 years, and Border Control extends this support to the burgeoning

accelerator ecosystem by providing the OS with a mechanism to enforce permissions

for untrusted accelerators. Current systems use the process construct as their container

for isolation and protection, and we believe it is important to extend this isolation to

computational engines other than the CPU. Whether a process (or an accelerator kernel

invoked by the process) is running on the CPU or an accelerator, it should be subject to the

same process memory permissions. Border Control’s memory sandboxing allows system
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designers to tightly incorporate untrusted third-party or user-programmed accelerators

into their devices while keeping the safety and isolation provided by virtual memory.

4.1.2 Outside of Threat Model

There are a number of threats that are outside the scope of this threat model including the

following:

• incorrect behavior internal to the accelerator.

• the accelerator violating the confidentiality or integrity of data to which it has been

granted access by the OS.

• the OS providing incorrect permissions.

In particular, Border Control treats the accelerator as a black box, and therefore cannot

control what it does internally. In the terminology introduced in 2.2.3, Border Control seeks

only to address the system scope threat of incorrect host memory access, without any attempt

to prevent accelerator scope threats. Instead, Border Control logically extends the process

model to include an (untrusted) accelerator. That is, a process that uses an accelerator

assumes the same level of trust as a process that invokes a third-party software module.

When a program calls a library, the OS does not ensure that the library is performing the

functionality it advertises; it is possible that the library is buggy or malicious. However,

it does prevent the library from accessing other processes’ memory or other users’ files.

Similarly, Border Control does not monitor the operations the accelerator is performing for

correctness or place limits on its access to the process’s memory. It instead allows the OS

to enforce memory access permissions, preventing the accelerator from accessing memory

unassociated with the process it is executing. In analogy to the function of border control

between countries in the real world, a country can inspect and block traffic entering at its

border, but cannot interfere with or observe activity in neighboring countries.
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Provides Protection Direct Access
Between to physical

For OS Processes memory
ATS-only IOMMU 7 7 3

Full IOMMU 3 3 7

IBM CAPI 3 3 7

ARM TrustZone 3 7 3

Border Control 3 3 3

Table 4.1: Comparison of Border Control with other approaches.

4.1.3 Existing Commercial Approaches

There have been a number of previous approaches to preventing hardware from making bad

memory requests, as discussed in Chapter 3. We briefly revisit some existing commercial

approaches here (summarized in Table 4.1), as we will compare their performance with

Border Control.

Unlike CPUs, accelerators cannot perform page table walks, and rely on the Address

Translation Service (ATS), often provided by the IOMMU [4, 5, 7]. The ATS takes a virtual

address, walks the page table on behalf of the accelerator, and returns the physical address.

High-performance accelerators may cache the physical addresses returned by the ATS

in accelerator TLBs. This lets them maintain physical caches to reduce access latency and

more easily handle synonyms, homonyms, and coherence requests. In this design, the

accelerator makes memory requests by physical address, either directly to the memory or

by sending them through the IOMMU as “pre-translated” requests, which are not checked

for correctness [4].

Other accelerators use only virtual addresses, and send requests via the IOMMU, which

translates them and passes them on to memory. In this case, the IOMMU provides full

protection in an analogous manner to how the CPU TLB provides protection between

software programs. Translating every request at the IOMMU provides safety but degrades

performance. It also prevents the accelerator from maintaining physical caches.

A similar approach to the IOMMU is IBM CAPI [85, 86], which allows FPGA accelerators
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Figure 4.1: An example system with untrusted third-party accelerators interacting with
the system in three ways: a safe but slow IOMMU (a) and a fast but unsafe direct access
(b), and our approach: Border Control (c).

to access system memory coherently. The CAPI interface implements TLBs and coherent,

physical caches in the trusted hardware. This provides complete memory safety from

incorrect accelerators. However, accelerator designers are unable to optimize the caches

and TLB for the needs of their accelerator, and the loose coupling may result in longer TLB

and cache access times.

4.2 Border Control

Border Control sandboxes accelerators by checking the access permissions for every mem-

ory request crossing the untrusted-to-trusted border (Figure 4.1). If the accelerator makes

a read request (e.g., on a cache miss), Border Control checks that the process running on

the accelerator has read permission for that physical page. If the accelerator makes a write
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Figure 4.2: Implementation of Border Control. Left shows Border Control in the system.
Right shows the Border Control design with a Protection Table in memory and a Border
Control Cache between the accelerator caches and the shared memory system.

request (e.g., on an accelerator cache writeback), the accelerator process must have write

permission for that page. If the accelerator attempts to access a page for which it does not

have sufficient permission, the access is not allowed to proceed and the OS is notified. In

a correct accelerator design, these incorrect accesses should never occur. Detecting one

therefore indicates that there is a problem with the accelerator hardware.

We first give an overview of the structures used for Border Control, then describe the

actions that occur on various accelerator events. We then discuss how Border Control deals

with multiprocess accelerators, as well as some accelerator design considerations.

4.2.1 Border Control Structures

Border Control sits between the physical caches implemented on the accelerator and the

rest of the memory hierarchy—at the border between the untrusted accelerator and the

trusted system (left side of Figure 4.2). Border Control checks coherence requests sent

from the accelerator to the memory system. We assume that there is a single instance of

Border Control per accelerator and we defer discussion of sharing Border Control hardware

among accelerators until Section 4.2.3. It is important for our approach to be light-weight

and able to support high request rates.
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Our design consists of two pieces: the Protection Table and the Border Control Cache (BCC)

(right side of Figure 4.2). The Protection Table contains all relevant permission information

and is sufficient for a correct design. The BCC is simply a cache of the Protection Table

to reduce Border Control latency, memory traffic, and energy by caching recently used

permission information.

Protection Table Design

The Protection Table contains all information about physical page permissions needed to

provide security. We rely upon the insight that it is not necessary to know the mapping

from physical to virtual page number to determine page permissions; instead, we simply

need to know whether there exists a mapping from a physical page to a virtual page with

sufficient permissions in the process’s address space. This drastically reduces the storage

overhead per page—from 64 bits in the process page table entry to 2 bits in the Protection

Table.

We implement the Protection Table as a flat table in physical memory, with a read

permission bit and write permission bit for each physical page number (PPN) (Figure 4.2).

The Protection Table is physically indexed (in contrast to the process page table, which is

virtually indexed), because lookups are done by physical address. There is one Protection

Table per active accelerator; details for accelerators executing multiple processes concur-

rently are in Section 4.2.3. The Protection Table does not store execute permissions, because

once a block is within the accelerator, Border Control cannot monitor or enforce whether

the block is read as data or executed as instructions (see Section 4.1.2).

Because the minimum page size is 4KB, this implies a memory storage overhead of

approximately 0.006% of the physical address space per active accelerator. Thus, a system

with 32GB of physical memory would require only 2MB for each accelerator’s Protection

Table. The flat layout guarantees that all permission lookups can be completed with a

single memory access, which can proceed in parallel with read requests. Section 4.2.4
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discusses handling large/huge pages.

The Protection Table is initialized to zero, indicating no access permissions. The Protec-

tion Table is updated on each accelerator request to the ATS (Address Translation Service).

This occurs whether or not the accelerator caches the translation in a local TLB. The Protec-

tion Table is thus guaranteed to contain up-to-date permissions for any legitimate memory

request from the accelerator—that is, any request where the physical address was originally

supplied by the ATS.

When the accelerator makes a request for a physical address not first obtained from

the ATS, we consider the behavior undefined and seek only to provide security. Since

the accelerator is misbehaving, we do not attempt to provide the “true” page permissions

as stored in the process page table. Thus, in some cases Border Control may report an

insufficient permissions error although the process page table contains a mapping with

sufficient permissions. However, safety is always preserved, and incorrect permissions are

seen only when the accelerator misbehaves.

We expect the Protection Table will often be sparsely populated and an alternate struc-

ture could be more spatially efficient (e.g., a tree), or it could be stored in system virtual

memory and allocated upon demand. If the physical memory is non-contiguous, an al-

ternate layout may be required to allow the table to fit into memory. Any structure that

stores two bits per physical page is possible; the expected memory access characteristics of

the accelerator may inform the choices and decisions in terms of space versus latency of

permissions checks versus predictability of permission check latency. However, the flat

layout has small enough overhead for our workloads on contiguous physical memory that

we do not evaluate alternate layouts.

Border Control Cache Design

While the Protection Table provides a correct implementation of Border Control, it requires

a memory read for every request from the accelerator to memory, wasting memory band-
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Figure 4.3: Actions taken by Border Control on different events. Follows Section 4.2.2.

width and energy. In addition, Border Control is on the critical path for accelerator cache

misses. We therefore add a Border Control Cache (BCC) to store recently accessed page

permissions.

The BCC caches the Protection Table and is tagged by PPN. To take advantage of spatial

locality across physical pages [42], we store information for multiple physical pages in the

same entry, similar to a subblock TLB [89]. This reduces the tag overhead per entry. We

fetch an entire block at a time from memory; in our memory system the block size is 128

bytes, which corresponds to read/write permission for 512 pages per block (2MB). This

gives our BCC a large reach—a 64-entry BCC contains permissions for 32K 4KB pages, for

a total reach of 128MB. This cache is explicitly managed by the Border Control hardware

and does not require hardware cache coherence, simplifying its design.

4.2.2 Border Control Operation

In this section, we describe the various actions that occur on several important events. The

information is summarized in Figure 4.3. We discuss actions taken by Border Control when

(a) a process starts executing on the accelerator, (b) the ATS completes a translation, (c) a

memory request reaches the Border Control, (d) the page table changes, and (e) the process

releases the accelerator upon termination.



44

Process Initialization (Figure 4.3a)

When a process starts executing on the accelerator, the OS sets up the ATS for the process

by pointing it to the appropriate page table. If the accelerator was previously idle, the OS

sets up the Protection Table by providing Border Control with a base register pointing

to a zeroed region of physical memory. The OS also sets a bounds register to indicate

the size of physical memory. If the accelerator was already running another process, the

table will have already been allocated. Rather than setting the permissions for all pages at

process initialization, Border Control initially assumes no permissions, then lazily updates

the table. This avoids the overhead of having to populate the entire large table at startup.

However, the Protection Table always satisfies the invariant that no page ever has read or

write permission in the Protection Table if it does not have it according to the process page

table.

Protection Table Insertion (Figure 4.3b)

When the accelerator has a TLB miss, it requests an address translation from the ATS,

which performs the translation and sends the result to both the accelerator TLB and Border

Control. The ATS checks that the address space ID provided by the accelerator corresponds

to a process running on the accelerator.

If there is an entry for this page in the BCC and it has the correct permissions, no action

is taken. If there is an entry with fewer permissions (most commonly, because the entry

contains information about many pages and this particular page has never been seen before),

the entry is updated in the BCC, and the change is written back to the Protection Table.

Otherwise, on a BCC miss, a new entry is allocated, and the BCC fetches the corresponding

bits from the Protection Table and updates the permissions for the inserted page.

Updating the permissions stored at Border Control upon address translation reduces

the complexity and overhead of our implementation. In a correctly functioning accelerator,

the accelerator always receives a VPN-to-PPN translation from the ATS before making a
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memory request to that PPN. Thus, assuming zero permissions until a Protection Table

insertion results in correct behavior without the overhead of determining and storing

permissions for all entries in the process page table upon process initialization.

Accelerator Memory Request (Figure 4.3c)

Every accelerator memory request is checked by Border Control before it reaches the host

memory system. Border Control first looks up the PPN in the BCC. On a BCC hit for the

PPN, the permission bits are retrieved from the BCC entry. On a BCC miss, Border Control

allocates an entry for the page, and fills it with the corresponding bits from the Protection

Table. The Protection Table is only checked after ensuring that the physical address is

within the bounds register.

If the request requires permissions not indicated in the BCC or Protection Table, Border

Control notifies the OS. The OS can act accordingly by terminating the process or disabling

the accelerator. In addition, any requested read data from the page is not returned to the

accelerator, and any write request does not proceed.

Memory Mapping Update (Figure 4.3d)

During process execution, the page table may be updated for several reasons. If a new

translation from virtual to physical page number is added, the Border Control takes no

action (similar to the TLB). This case occurs frequently, because the OS lazily allocates

physical pages to virtual pages.

When an existing virtual-to-physical mapping changes, a TLB shootdown occurs, and

Border Control also needs to take action. In a TLB shootdown, the TLB either has the

offending entry invalidated, or the entire TLB is flushed. In either case, no further action is

needed on a CPU or trusted accelerator. The TLB will obtain a new entry from the page

walk, and any dirty blocks in the caches are stored by physical address and can be correctly

written back to memory upon eviction.
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With Border Control, any dirty cache blocks from the affected page must be written back

to memory before the Protection Table and BCC are updated on permission downgrades.

Otherwise, if the accelerator is caching dirty copies of data from that page—even if it was

legal for the accelerator to write to those addresses at the time—Border Control reports an

error and block the subsequent writeback.

If a mapping changes and the page had read-only permission, the Protection Table and

BCC entry can simply be updated, because no cached lines from the page can be dirty. If

the page has a writable permission bit set in the Protection Table, then it has previously

been accessed by the accelerator and the accelerator’s caches may contain dirty blocks from

the page. The accelerator can flush all blocks in its caches, or, as an optimization, selectively

flush only blocks from the affected page.

Once the cache flush is complete, the corresponding entry in the BCC and the Protec-

tion Table should be updated. Alternately, if the entire accelerator cache is flushed, the

Protection Table can be zeroed and the BCC and accelerator TLB can be invalidated; these

are equivalent in terms of correctness.

Mapping updates resulting in TLB shootdowns commonly occur for a few reasons:

context switches, process termination, swapping, memory compaction, and copy-on-write.

Context switches, process termination, memory compaction, and swapping are expected

to be infrequent and slow operations. For copy-on-write pages, the mapping change will

not incur an accelerator cache flush, because the page was previously read-only and thus

could not have been dirty. Copy-on-write thus incurs no extra overhead over the trusted

accelerator case. In our workloads, we never encountered a permission downgrade. We

evaluate permission downgrade overheads in 4.4.2.

Even if the accelerator ignores the request to flush its caches, there is no security

vulnerability. If the cache contains dirty blocks that are not flushed, they will be caught

later when the accelerator cache attempts to write them back to memory. This will raise a

permission error, and the writeback will be blocked.
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Process Completion (Figure 4.3e)

When a process finishes executing on an accelerator, the accelerator caches should be

flushed, all entries in the BCC and accelerator TLB invalidated, and the Protection Table

zeroed. This ensures that all dirty data is written back to memory, and access permissions

for that process are revoked from the accelerator. If the accelerator is not running any other

processes, the OS can reclaim the memory from the Protection Table.

4.2.3 Multiprocess Accelerators

Border Control allows accelerators to safely use physically tagged caches, making it straight-

forward to run multiple processes simultaneously. The overhead of Border Control is

per-accelerator and thus is not higher for multiprocess accelerators. Similarly, if multiple

accelerators are cooperating and sharing data (e.g., in FUSION [57]), it may be appropriate

to have them share an instance of Border Control. They are then logically equivalent to a

single, multi-processed accelerator, and may interfere with one another.

When an accelerator is running multiple processes simultaneously, Border Control

checks whether at least one process is able to access a page when determining permissions;

the permissions we use are the union of those for all processes currently running on the

accelerator.

Although this design choice may seem to weaken the safety properties of Border Control,

we argue that this is not the case. The purpose of Border Control is to protect the rest of the

system from incorrect accelerator memory accesses. Just as Border Control does not inspect

the computations internal to the black box of the accelerator, it cannot prevent a buggy

accelerator from allowing incorrect accesses to data stored in accelerator caches by other

co-scheduled processes. For example, if a process exposes sensitive data to the accelerator,

the accelerator can immediately leak the data to another process address space to which it

has write access, or store it internally and leak it later. The accelerator is sandboxed from

the rest of the system, but interference between processes within the sandbox is possible in
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an incorrectly implemented accelerator.

The OS can deal with security threats internal to the accelerator by simply not running

sensitive or critical processes on untrusted accelerators. Dealing with misbehavior internal

to the black box of the accelerator is outside the scope of our threat model.

4.2.4 Border Control Design Considerations

We briefly discuss several considerations with our Border Control implementation, includ-

ing other permission sources than the page table, constraints on cache organization, and

dealing with different page sizes.

Alternate Permission Sources

The access permissions stored in the process page tables are generally a good source of

permission information for Border Control. However, in some cases, alternate sources may

provide more fine-grained control. In particular, the OS might run an accelerator kernel

directly. Because the OS has access to every page in the system, this would eliminate the

memory protection from the accelerator. A simple way to handle this case is for the OS to

provide an alternate (shadow) page table for the accelerator. This can already be done in

implementations of the ATS as part of the IOMMU and requires no changes to the Border

Control hardware.

Border Control can also be extended to work with alternate permission systems, pro-

vided that permissions correspond to physical addresses. For example, in Mondrian

Memory Protection [97], the accelerator keeps a Protection Lookaside Buffer (PLB) rather

than a TLB. On a PLB miss, Border Control can update the Protection Table, just as it would

on a TLB miss.

Capabilities are another access control method [60]. The accelerator cannot be allowed to

directly access capability metadata, or it could forge capabilities. However, if the capabilities

correspond to physical addresses and can be cached in a structure at the accelerator, the
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Protection Table and BCC can store and verify these permissions. For permissions at finer

granularities than 4KB pages, an alternate format for Border Control’s Protection Table

and BCC may be more appropriate, to reduce storage overhead.

Virtualization

As described so far, Border Control assumes an unvirtualized trusted OS. Border Control

can also operate with a trusted Virtual Machine Monitor (VMM) below guest OSes. In this

case, the VMM allocates the Protection Table in (host physical) memory that is inaccessible

to guest OSes. The present implementation then works unchanged because table indexing

uses “bare-metal” physical addresses: unvirtualized or host.

However, safely sharing accelerators in a virtual machine environment is currently not

a solved problem. If the accelerators are multiprogrammed and concurrently executing

workloads from different virtual machines, a flawed accelerator could allowing interference

or communication between the virtual machines – whether through host memory or

through accelerator-scope threats. Even time-shared accelerators may not be safe, if storage

internal to the accelerator is not properly cleared. These issues were discussed in more

depth in Chapter 2.

Border Control’s protection for physical pages associated with all processes not running

on the accelerator still provides safety for the VMM and for other processes on guest

machines. For use cases where strict isolation between virtual machines is not required,

it may thus be appropriate; for cases where strict isolation is required, more research is

needed on techniques beyond host memory safety.

Other Devices

Although we focus on accelerators – computation devices with advantages in performance

or energy-efficiency over CPUs – we believe Border Control may also be able to provide

benefits to other devices as well. For example, if an I/O device requires access to memory in
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a data-dependent fashion, Border Control may be more effective than existing approaches

such as the IOMMU. However, we focus on accelerators, where the need for a highly

efficient, fine-grained solution is more clear.

Cache Organization Requirements

Our implementation of Border Control places minor constraints on accelerator cache orga-

nizations. One invariant Border Control requires of cache coherence is that an untrusted

cache should never provide data for a block for which it does not have write permission.

This is simple to enforce in an inclusive or non-inclusive M(O)(E)SI cache: the owner-

ship of non-writable blocks should always remain with the directory or the trusted cache

hierarchy—for example, by not allowing a read-only request to be answered with an owned

E state.

For exclusive caches, this invariant requires exclusive cache behavior to be slightly

modified. Specifically, when a block is sent from a shared cache to the private accelerator

cache, it is normally invalidated at the shared cache, so that there is at most one level of the

cache hierarchy holding the block. If the block was dirty when sent to the accelerator, the

copy in memory will be stale and the accelerator will need to write back data for a block

for which it does not have write permission, violating the above invariant. Solutions to

this problem require modifications in either the host cache coherence protocol or in the

interface between the host and the accelerator.

We discuss the coherence implications of accelerators, including the consequences of

accelerators owning non-writable blocks, in much greater detail in Chapter 5.

Page Size

We assumed above that page size is 4KB, which is the minimum page size on most systems.

However, some workloads see significant performance benefits when using larger page

sizes. Our implementation of Border Control works with larger page sizes. When inserting
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a new translation for a large page, we can update the Protection Table and BCC entries for

every 4KB page covered by the large page. Thus, for a 2MB page, Border Control updates

the entries for 512 entries. This is the size of a single BCC entry or one memory block in

our system with 128 byte blocks, so using 2MB pages does not cause any difficulties. More

complex and efficient mechanisms may be required if future accelerators commonly use

large pages.

Snoop Locality

The BCC is designed to capture temporal and spatial locality of accelerator requests. How-

ever, in systems with coherent caches managed by coherence protocols that do not track

exact sharer information, there may be many snoops forwarded to the accelerator for blocks

that are not accessible by the accelerator. These blocks may not have the same degree of

locality as the accelerator address stream and may pollute the BCC. This may in turn make

future demand requests from the accelerator slower.

To avoid polluting the BCC, we add a non-counting Bloom filter, to which we add each

page the accelerator accesses. On a permission lookup, if the Bloom filter returns a miss,

the page must have no permissions at the accelerator and thus by definition cannot reside

in the accelerator caches; in Chapter 5 we discuss optimizing cache behavior based on

this information. If the Bloom filter returns a hit, then the page may be accessible to the

accelerator, so the Border Control should check the BCC / Protection Table, as normal, to

determine if the page permissions are None, Read-only, or Read-Write.

Because pages can only be inserted in the Bloom filter and never removed, the Bloom

filter will gradually report more and more false positives, possibly causing gradual perfor-

mance degradation. We maintain correctness by always checking the BCC / Protection

Table for the canonical page permissions, but the false positives thrash the BCC and the

added lookups add latency and power overhead. However, on updates to page tables for

the process running on the accelerator, the accelerator TLBS, caches, and all permission
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information is flushed. In that case, the Bloom filter will be cleared, leading the false

positive rate to drop. We evaluate the effectiveness of this snoop filter in Section 4.4.2.

4.3 Border Control FAQ

We seek to anticipate and answer questions readers may have regarding Border Control

and its alternatives.

Why not perfectly verify accelerator hardware?

Perfect verification of accelerator hardware would eliminate the problems associated

with malicious or buggy hardware design. However, accelerators that wish to access shared

memory are likely to be too complex to easily validate, especially in the presence of die

stacking and/or malicious hardware which is intended to be difficult to detect [87, 93]. Even

first-party hardware has bugs, as shown by the errata released by companies such as Intel

and AMD [8, 47, 51, 64, 75, 81]. Border Control makes perfect verification unnecessary by

sandboxing memory errors, so that they can only affect processes running on the imperfect

accelerator.

Why not eschew third-party accelerators?

Using only trusted (first-party) hardware could prevent the accelerator from generating

incorrect memory requests, as all generation and propagation of physical addresses would

occur in trusted hardware. However, we hypothesize that with the increasing prevalence of

accelerators, there will be economic benefits to being able to purchase IP from third parties.

In addition, Border Control protects against bad memory accesses by buggy first-party

accelerators as well as third-party accelerators.

We quantitatively evaluate this option in Section 4.4.2. Using first-party design for the

caches and TLBs is the approach used by the Coherent Accelerator Processor Interface

(CAPI) from IBM [86, 95]. However, the accelerator must be able to access the TLB and

L1 caches with very low latency in order to avoid performance degradation; the tight
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integration necessary may be difficult when the accelerator is designed or even fabricated

by a different company than the TLB and cache hierarchy. The untrusted accelerator may use

a non-coherent scratchpad memory for internal storage, but scratchpad memory does not

provide the programmability benefits of caching. In addition, this approach may limit the

types of performance and energy optimizations possible in the accelerator cache hierarchy.

We show a quantitative comparison in Section 4.4. Border Control allows optimized caches

and TLBs to be made by the accelerator manufacturer without compromising safety.

Why not forbid use of physical addresses?

Instead of disallowing all caches, Border Control can also be implemented by preventing

the accelerator from using physical addresses, but letting it use caches with virtual ad-

dresses. Then the virtual-to-physical translation occurs at the border, giving the accelerator

no way to access physical pages belonging to other processes.

There are a number of known drawbacks to virtual caches [23, 24], including problems

with synonyms and homonyms. In particular, implementing coherence is significantly

more difficult, especially because current CPU caches use physical addresses only. Recently

proposed designs with virtual accelerator caches require modifications to the CPU coher-

ence protocol (VIPS-M [52]), or do not allow homonyms or synonyms in the accelerator

caches (FUSION [57]). Border Control allows standard cache coherence using physical

addresses, including handling homonyms and synonyms.

Why not limit to “safe” memory ranges? The system could use static regions and mark

ranges of physical addresses which the accelerator is allowed to access, requiring appli-

cations to (either explicitly or implicitly) copy data into the accelerator address space.

However, copying data between address spaces incurs a performance penalty, and it may

be difficult to determine a priori which memory the accelerator will use. Also, limiting data

to a contiguous range may also require rearranging the layout of data and updating pointers

accordingly. Border Control allows full shared virtual memory between the accelerator

and CPU.
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Why not allow caches and TLBs and do address translation again at the border to verify?

Border Control could be implemented by doing a backwards translation from physical

to virtual addresses and checking permissions with the process page table. Both Linux

and Windows contain OS structures to perform reverse translation for swapping. How-

ever, these structures are OS-specific, and thus not good candidates for being accessed by

hardware. Instead, this would require frequent traps into the OS, which may have perfor-

mance impacts both on the accelerator process and host processes. Our implementation of

Border Control relies on the insight that performing a reverse translation is not required to

determine access permissions.

4.4 Evaluation

Border Control aims to provide safety without significant performance or storage overheads.

We quantitatively evaluate Border Control and several other safety approaches on the

GPGPU, a high-performance accelerator which is capable of high memory traffic rates

and irregular memory reference patterns. A GPGPU is a stress-test for memory safety

mechanisms.

4.4.1 Methodology

We summarize the configurations for each approach in Table 4.2 and describe them in

detail below. We evaluate five approaches to memory safety. We use the unsafe ATS-only

IOMMU as a baseline, where the IOMMU serves only to perform initial address translation

but the GPU uses physical addresses in its TLB and caches. This enables the GPU to use all

performance optimizations, and is the norm in coherent integrated GPUs today, but does

not satisfy our security goal.

The full IOMMU configuration is a simple approach to safety, appropriate for low-

performance accelerators. For the IOMMU to enforce safety, the accelerator must issue
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Safe? L1 $ L1 TLB L2 $ BCC
ATS-only

7 3 3 3 N/AIOMMU
Full

3 — — — N/AIOMMU

CAPI-like 3 — — 3 N/A

Border
3 3 3 3 —Control-noBCC

Border
3 3 3 3 3Control-BCC

Table 4.2: Comparison of configurations under study.

every memory request as a virtual address to the IOMMU, which performs translation and

permissions checking. We therefore remove the accelerator caches and accelerator TLB,

but leave the L2 TLB because the IOMMU caches translations. Although this configuration

is unrealistic for high-performance, high-bandwidth accelerators like GPUs, we include it

to illustrate the challenges of providing safety using existing mechanisms.

The CAPI-like configuration is modeled on the philosophy of IBM CAPI, where the

accelerator caches and TLB are implemented in the trusted system. Thus, they are more

distant and less tightly integrated with the accelerator. We model the longer latency to the

trusted accelerator cache by including only a shared L2 cache.

We evaluate two Border Control configurations. First, Border Control-noBCC includes the

Protection Table for safety but does not include the BCC, to show the impact of caching the

permission information. Border Control allows standard GPU performance optimizations:

accelerator L1 and L2 caches and accelerator TLBs. The Border Control-BCC configuration

adds in the BCC for higher performance.

To explore the varying pressures different accelerators put on Border Control, we

evaluate two GPU configurations, a highly threaded GPU and a moderately threaded GPU.

The highly threaded GPU is similar to a modern integrated GPU (e.g., AMD Kaveri [12])

with eight compute units, each with many execution contexts. This configuration is a proxy

for a high-performance, latency-tolerant accelerator. The moderately threaded GPU has a
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single compute unit and can execute a single workgroup (thread block) at a time, but it

executes multiple wavefronts (execution contexts). This configuration is a proxy for a more

latency-sensitive accelerator.

We use a variety of workloads to explore a diverse set of high-performance accelerator

behaviors. We evaluate Border Control with workloads from the Rodinia benchmark

suite [26], including machine-learning, bioinformatics, graph, and scientific workloads.

These workloads range from regular memory access patterns (e.g., lud) to irregular, data-

dependent accesses (e.g., bfs). They use a unified address space between the CPU and

GPU rather than explicit memory copies.

To simulate our system, we use the open-source gem5-gpu simulator [74], which com-

bines gem5 [20] and GPGPU-Sim [16]. We integrated our Border Control implementation

into the coherence protocol. Table 4.3 contains the details of the system we simulated. We

use a MOESI cache coherence protocol with a null directory for coherence between the

CPU and the GPU. Within the GPU, we use a simple write-through coherence protocol.

This system is similar to current systems with an integrated GPU (e.g., AMD Kaveri [12]),

and has increased memory bandwidth to simulate future systems.

4.4.2 Results

To better understand the tradeoff between performance and safety, we evaluate the runtime

overheads of Border Control and the other approaches to safety compared to the unsafe

baseline (ATS-only IOMMU). Figure 4.6 shows the runtime overhead of the approaches we

evaluate, for both GPU configurations.

ATS-only IOMMU The ATS-only IOMMU has no overhead, and all other configura-

tions are normalized to it. However, it does not provide any safety guarantees.

Full IOMMU The first bar (red) in Figure 4.6 shows the impact of the full IOMMU:

geometric mean of 374% runtime overhead for the highly threaded case and 85% for moder-

ately threaded. The overhead is higher in the highly threaded case because the 8 core GPU
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CPU
CPU Cores 1
CPU Caches 64KB L1, 2MB L2
CPU Frequency 3 GHz

GPU
Cores (highly threaded) 8
Cores (moderately threaded) 1
Caches (highly threaded) 16KB L1, shared 256KB L2
Caches (moderately threaded) 16KB L1, shared 64KB L2
L1 TLB 64 entries
Shared L2 TLB (trusted) 512 entries
GPU Frequency 700 MHz

Memory System
Peak Memory Bandwidth 180 GB/s

Border Control
BCC Size 8KB
BCC Access Latency 10 cycles
Protection Table Size 196KB
Protection Table Access Latency 100 cycles

Table 4.3: Simulation configuration details.

is capable of issuing a high bandwidth of requests, and without the L2 to filter some of this

bandwidth, the DRAM is overwhelmed and performance suffers. The moderately threaded

case does not saturate the DRAM bandwidth and sees less performance degradation, but

runtime overhead is still impractically high.

Takeaway: The full IOMMU suffers very high performance degradation for high-performance

accelerators.

CAPI-Like (second, blue bar of Figure 4.6). The average runtime overhead for the

CAPI-like configuration is only 3.81% in the highly threaded case. There are a few bench-

marks (e.g., pathfinder, hotspot) that show almost no performance degradation. This is

not surprising, as the GPU is designed to tolerate high memory latency. However, the

moderately threaded case has higher overhead, at 16.5% on average. This is because the

moderately threaded GPU does not have enough execution contexts to hide the increased

memory latency. The CAPI-like configuration has lower overhead than the full IOMMU, but

may still cause significant performance degradation, especially for more latency-sensitive
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Figure 4.6: Runtime overhead compared to ATS-only IOMMU (which has 0% overhead).

accelerators.

Border Control-noBCC (third, purple bar of Figure 4.6). Border Control without a BCC

has on average 2.04% runtime overhead for highly threaded and 7.26% for moderately

threaded. Similarly to the CAPI-like configuration, the extra latency and bandwidth from

accessing the protection table affects the the moderately threaded GPU more than the

highly threaded GPU. Even without a BCC, Border Control reduces execution overhead

compared to the IOMMU and CAPI-like configurations.
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Border Control-BCC (fourth, green bar of Figure 4.6). Border Control with a BCC has

an average runtime overhead for the highly threaded GPU of just 0.15%, and 0.84% for

the moderately threaded case. The BCC eliminates the additional memory access on each

accelerator memory access, improving performance.

Takeaway: Border Control with BCC results in very little performance overhead, while provid-

ing full safety.

In summary, Border Control with a BCC provides safety with almost no overhead over

the unsafe baseline. For the highly threaded case, Border Control attains an average of

4.74× speedup over the full IOMMU and 1.04× over the CAPI-like configuration. For the

moderately threaded case, Border Control is on average 1.83× faster than the full IOMMU

and 1.16× faster than the CAPI-like configuration.

In both cases, the biggest performance impact for CAPI-like and Border Control con-

figurations is seen for two workloads: bfs and nn. For bfs, the high overhead is because

it exhibits poor address coalescing and makes the most demands to system memory (see

Figure 4.7). nn sees a large performance degradation because it offloads a short kernel with

many compulsory misses.

Border Control Requests

Figure 4.7 shows the number of requests per cycle checked by Border Control for the highly

threaded GPU. On average, we saw approximately 0.11 requests per cycle, but there is

significant variability: from 0.025 for backprop to 0.29 for bfs. From this data, we conclude

that bandwidth at Border Control is not a bottleneck. This is not surprising since the private

accelerator caches provide good bandwidth filtering for the rest of the system.

Takeaway: Our simple BCC design can easily support the maximum observed request rate of 1

request every 3 cycles.
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Figure 4.7: Number of requests per cycle checked by Border Control for the highly threaded
GPU.

BCC Sensitivity Analysis

We show the results of a sensitivity analysis of BCC size in Figure 4.8, which gives the miss

ratio at the BCC as size increases. Each line represents a different BCC entry size, from 1

page/entry (2 bits) up to 512 pages/entry (1024 bits) with the addition of a 36-bit tag per

entry. The miss ratio is averaged over the benchmarks.

For the workloads we evaluate, storing multiple pages per entry shows a large benefit,

especially when storing 512 pages (a reach of 2MB) per entry. Since there is spatial locality,

larger entries reduce the per-page tag overhead. For a 1KB BCC with 512 pages/entry, the

average BCC miss rate is below 0.1% for our workloads. However, we conservatively use

an 8KB BCC, as it is still a small area overhead and may be more appropriate for larger,

future workloads.

Area and Memory Storage Overheads

Our Border Control mechanism has minimal space overhead. The Protection Table uses

0.006% of physical memory capacity per active accelerator. The BCC was effective for our

workloads with 64 entries of 128 bytes each, for a total of 8KB.
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Figure 4.8: BCC miss ratio when varying BCC size and number of pages per entry.

Sensitivity to Memory Mapping Updates

When memory mappings are updated and page permissions are downgraded, any accel-

erator must finish all outstanding requests (where most of the downgrade time is spent),

invalidate its TLB entries, and the ATS must flush its caches. These actions occur even

with trusted accelerators. Our implementation of Border Control maintains safety and

correctness by also flushing the accelerator caches, the Protection Table, and the BCC,

which incurs additional overhead (details discussed in Section 4.2.2). Figure 4.9 shows that

the overhead for permission downgrades is negligible (approximately 0.02%) in the most

common case of downgrades today, context switches (10–200 downgrades per second).

Additionally, the overhead for permission downgrades continues to be small even when

the rate of downgrades is much higher, as may be common in future systems. Figure 4.9

also shows that Border Control incurs roughly twice the overhead of the unsafe ATS-only

IOMMU. This increased overhead is mostly due to writing back dirty data in the accelerator

L2 cache (highly threaded) or compulsory cache misses (moderately threaded).

Takeaway: Border Control has low performance overheads even in the presence of memory
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Figure 4.9: Runtime overhead with varying frequencies of page permission downgrades.

mapping updates.

Snoop Filter

The snoop filter gives Border Control a fast, energy-efficient way to determine if a particular

page might be currently accessible to the accelerator. Since demand accesses from a correct

accelerator will always be found in the filter, it is most helpful for checking permissions

on coherence probes. These coherence probes are particularly relevant in systems where

the CPU and accelerator are executing concurrently and sharing a subset of pages. Our

GPGPU workloads are bulk-synchronous and we only evaluate them during the GPGPU

phase, so they do not show significant performance benefits. Nevertheless, we include a

brief analysis of the effectiveness and size of the snoop filter for a system with four GPU

cores. We do not perform flushes in these tests.

Figure 4.10 shows the total number of accesses to the filter (both demand and probe)

across all benchmarks, for different filter sizes and number of hashes. These accesses
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can be broken down into three categories: true hits (page in the filter + Border Control

permissions), false hits (page in the filter + no Border Control permissions), and miss (page

not in the filter + no Border Control permissions). There is no “false miss” category because

any page not in the filter cannot have permission at the accelerator; thus on a filter miss,

we do not need to check the BCC or Protection Table. On average across all benchmarks,

approximately 10.5% of permission checks are to pages to which the accelerator does

not have permission. Even a relatively small filter (512 bytes) eliminates 85% of the BCC

accesses that would return no permissions; large filters eliminate up to 99.5%.

The effects of the snoop filter were very dependent on the workload. In backprop (Fig-

ure 4.11) and pathfinder (Figure 4.17), accesses to blocks without permissions (coherence

probes) outnumber accesses to blocks with permissions (demand accesses or coherence

probes). In these workloads, the filter is very effective at preventing BCC accesses, reducing

them by 99.7% and 99.9%, respectively, even for the smallest filters. This leads to a reduc-

tion in BCC accesses of 59.5% and 63.7%. Similarly, the filter reduces accesses to hotspot

(Figure 4.13) by 99.9% to blocks without permissions, or by 25.5% when considering all

accesses.

On the other hand, bfs (Figure 4.12), lud (Figure 4.14), and nn (Figure 4.15) show very

few accesses to blocks without permissions: 0.1%, 0.5% and 2.6% of accesses, respectively.

For bfs and lud, the filter becomes full at small sizes (below 16kB and 8kB, respectively),

and even at large sizes does not provide much benefit due to the small number of blocks

that miss in even a perfect filter. For nn, the filter is effective even at the smallest sizes, but

again there is little opportunity for benefit because most accesses must hit.

Finally, nw shows the most sensitivity to filter size. The filter effectiveness ranges from

3% for the smallest size to 96% at the largest size tested. However, even with a large filter,

there is again not a huge benefit as only 5% of blocks can miss.

These results indicate that a filter is useful to reduce BCC accesses (and possible pollu-

tion) for some workloads. The accelerator designer should use knowledge of the specific
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access patterns on accelerator workloads to determine the necessity and size of the filter.
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Figure 4.10: Effectiveness of Snoop Filter of different sizes and 4 or 8 hashes, summed
across all benchmarks.
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Figure 4.11: Effectiveness of Snoop Filter of different sizes and 4 or 8 hashes (backprop).
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Figure 4.12: Effectiveness of Snoop Filter of different sizes and 4 or 8 hashes (bfs).
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Figure 4.13: Effectiveness of Snoop Filter of different sizes and 4 or 8 hashes (hotspot).
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Figure 4.14: Effectiveness of Snoop Filter of different sizes and 4 or 8 hashes (lud).
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Figure 4.15: Effectiveness of Snoop Filter of different sizes and 4 or 8 hashes (nn).
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Figure 4.16: Effectiveness of Snoop Filter of different sizes and 4 or 8 hashes (nw).
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Figure 4.17: Effectiveness of Snoop Filter of different sizes and 4 or 8 hashes (pathfinder).
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4.5 Summary

Incorrect memory accesses from accelerators can cause information leaks, data corruption,

or crashes not only for processes running on the accelerator, but for the rest of the system

as well. We propose Border Control which prevents improper accelerator memory accesses.

We evaluated Border Control and found that it has very low overheads: with a Protection

Table taking up 0.006% of physical memory capacity and a 8KB Border Control Cache, we

saw performance degradation of on average 0.15% for a highly threaded accelerator and

0.84% for a moderately threaded accelerator.
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5 crossing guard
For many years, CPUs have optimized fine-grained, data-dependent accesses through the

use of hardware cache coherence. Hardware coherence aids in both performance and

programmability by avoiding the need for the programmer to explicitly manage where

data is located in memory and the cache hierarchy. There is an increasing recognition that

accelerators can benefit from hardware coherence as well [10, 57, 73].

There are several major differences between coherence protocols designed for CPUs

and those designed for accelerators. First, some accelerators may benefit from specific

accelerator cache organizations. Unlike CPUs, which are general-purpose and may exhibit

many access patterns, accelerators may access data in very specific ways. For example, a

video decoder may be block-based, while a graph processing accelerator may make many

data-dependent accesses.

The coherence and cache organization design space is large and provides many oppor-

tunities for optimizations: caches may be inclusive, exclusive, or non-inclusive; write-back

or write-through; write allocate or write no-allocate; prefetching or not. A simple coher-

ence protocol may include only Invalid (I) and Valid (V) states; most coherence protocols

also include states such as M (Modified), S (Shared), E (Exclusive), O (Owned) and/or

F (Forward) [83]. Accelerator designers may choose to allocate cache resources based on

their knowledge of likely data access patterns. For example, an accelerator that performs

mostly streaming accesses may benefit from prefetching more than an accelerator that per-

forms mostly highly data-dependent, unpredictable accesses. A GPGPU might have caches

designed specifically for write-coalescing. Similarly, the FUSION accelerator coherence

protocol [57] is designed to migrate data between a set of cooperating accelerators working

on the same application. Giving accelerator designers extensive flexibility will lead to

better accelerator performance.

Second, any particular accelerator may be integrated with a range of host systems. These
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host systems will be designed by different companies and will have different coherence

protocols. For example, Intel uses an inclusive cache hierarchy with a MESI(F) protocol,

ARM uses a MESI-like protocol and inclusive or exclusive caches, and AMD uses an

exclusive MOESI protocol. In addition, the specific messages that these host systems use

may be proprietary and unknown to the accelerator designer. Even if the protocol is known,

it is a substantial burden for the accelerator designer to design and implement different

caches for each host system. Giving accelerator designers a single standard coherence

interface will ease accelerator development.

Third, accelerator designers may not have the same expertise in developing complex

coherence protocols as host designers. Coherence protocols are notoriously difficult to

design and implement correctly [32]. For performance reasons, protocols may allow mes-

sages between components of the coherence system to race. Direct communication between

caches at the same level of the hierarchy, such as between L1s, also improves performance

at the cost of complexity. Much of the difficulty of implementing coherence protocols

comes from handling these cases. Giving accelerator designers a simple coherence inter-

face will make it easier for them to implement and verify correct coherent accelerator

caches.

Finally, accelerators may not share the same presumption of correctness and trustwor-

thiness as CPUs. If the accelerator cache incorrectly discards a request from the host rather

than responding to it, the host system may wait indefinitely. Over time, this bug could

consume host resources until the host system is rendered unusable – including for pro-

cesses that never use the accelerator. Similarly, unexpected messages from the accelerator

may cause cache controller errors. It is even possible that an accelerator could contain

malicious hardware that could be triggered to perform incorrect coherence actions as a

denial of service attack. Giving host designers a standardized coherence interface will

allow them to limit the incorrect actions an accelerator can perform, reducing the attack

surface and improving reliability and security.
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Industry recognizes the emerging importance of these issues and is developing initial

interfaces between third-party (FPGA) accelerators and host systems. As discussed in

Chapter 3, IBM’s Coherent Accelerator Processor Interface (CAPI) [48, 86] provides a

simple memory access interface for the accelerator developer and safety for the host with

the Coherent Accelerator Processor Proxy (CAPP) on the CPU and the Power Service Layer

(PSL) on the FPGA. The PSL supplies the accelerator with a cache, and the CAPP acts as

a directory of lines at the accelerator, forwarding probes and keeping the PSL coherent.

Virtual-to-physical address translation is also handled by the PSL. CAPI therefore provides

the accelerator with an interface to which it can make loads and stores by virtual address,

but does not allow it to build customized coherent caches on top of the PSL cache. In

addition, CAPI works with the IBM POWER8, but is not a general interface for hosts

designed by different companies.

ARM also provides a coherence interface in the form of the ARM Accelerator Coherency

Port (ACP) [41], which allows accelerators to make coherent requests by physical address.

However, it does not pass invalidations to the accelerator, preventing an accelerator designer

from implementing fully coherent accelerator-side caches. ACP also only works for ARM

systems.

To provide a more interoperable interface, a group of seven companies–including

IBM and ARM–recently formed the Cache Coherent Interconnect for Accelerators (CCIX)

Consortium [2]. CCIX promises interoperability across host systems with different ISAs,

as well as higher bandwidth and improved latency compared to current interfaces. While

specific details of the interface and how accelerators will interact with it have not been

released, the formation of the CCIX consortium indicates that industry values interoperable

coherent third-party accelerators. In the best case, Crossing Guard can influence future

versions of industrial approaches like CCIX.

This work explores the design space of safe and standardized accelerator-host coherence

interfaces, including both interfaces that allow customized accelerator caches and those that
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do not. We propose Crossing Guard: host hardware that forms an interface between the host

system and the accelerator and which mediates coherence interactions between the host

and the accelerator. Crossing Guard is similar to the software concept of an Application

Program Interface (API), which provides a public interface which is simple and stable.

Meanwhile, the back-end implementation can be treated as a black box and can change

without notifying users of the API. The narrow set of interactions that are allowed by the

API (or Crossing Guard) limits the potential error cases.

Crossing Guard provides benefits to both the host and accelerator designers. For the

host designer, Crossing Guard provides a set of safety guarantees even in the presence of a

buggy or malicious accelerator. Crossing Guard ensures that:

• Allows accelerators to use customized caches

• Provides a simple, standardized coherence interface

• Provides safety and reliability for the host system

We define a standardized set of coherence requests and responses for accelerators,

and implement two accelerator coherence protocols that use the interface. The first is a

single-level high-performance MESI cache, which requires only 4 stable states and single

transient state. The second is a two-level accelerator protocol, with an L2 shared between

multiple accelerator cores running the same application.

We implement Crossing Guard in a heterogeneous system where CPUs and GPGPUs

coherently access shared memory. To demonstrate that it allows freedom for the host

designer, we show that the CPUs can use an exclusive, AMD Hammer-like protocol or an

inclusive MESI protocol. We compare Crossing Guard with using an accelerator-side cache

(unsafe) or a host-side cache (longer hit latency), each using the host protocol. We stress-test

the accelerator protocol by sending a stream of random requests from each accelerator core,

and find that Crossing Guard’s interface provides correct coherence operation. We then

bombard the Crossing Guard with a stream of random coherence messages to random
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Accelerator Events XG Requests XG Responses
States Load Store Replacement Invalidate DataM DataE DataS WB Ack

M hit hit issue PutM / B send Dirty WB / I - - - -
E hit hit / M issue PutE / B send Clean WB / I - - - -
S hit issue GetM / B issue PutS / B send InvAck / I - - - -
I issue GetS / B issue GetM / B - send InvAck - - - -
B stall stall stall send InvAck / M / E / S / I

Table 5.1: Sample accelerator L1 cache implementing Crossing Guard’s (XG) interface.
Entries are of the form action / next_state, and - indicates an impossible transition.

addresses, and find that Crossing Guard provides safety even when the accelerator is

behaving badly: this fuzz testing never leads to a crash or deadlock. In addition, Crossing

Guard performs similarly to the unsafe, hard-to-design accelerator-side cache and better

than a safe but high-latency host-side cache.

5.1 Crossing Guard

Crossing Guard consists of hardware that implements a simple, standardized interface

for coherence and translates requests between the host and the accelerator. It also ensures

that an accelerator cannot affect other processes running on the CPU, no matter how

pathologically bad the accelerator’s behavior is; in particular, it protects against crashing or

deadlocks. We focus on systems where the accelerator maintains a TLB to allow it to use

physical addresses.

Crossing Guard provides translation between protocols: the accelerator caches can

make requests to Crossing Guard with a standardized set of coherence messages, and the

host can use the normal host protocol. To the host coherence protocol, Crossing Guard will

appear as simply another coherent cache. Any complex interactions with the other caches

in the system, such as counting acknowledgment messages or handling races, will be taken

care of by Crossing Guard.

There is one instance of Crossing Guard per accelerator in the system. It is implemented

by the host designer, who has full knowledge of the coherence protocol running on the host.

Once implemented, the Crossing Guard hardware works with any accelerator making use
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of the interface; it only needs to be updated when the host protocol changes.

We provide an overview of the interface here, and refer the reader to Appendix A for a

full specification.

5.1.1 Accelerator Coherence Interface

We define a set of requests and responses that form the coherence interface. The messages

chosen determine optimizations the accelerator coherence protocol can make. For example,

if the only way for the accelerator to request a block is with a generic Get message, the

accelerator will only be able to implement a VI protocol.

In our design, the accelerator can make a total of five requests to the host and receive

one of four responses from the Crossing Guard interface; the host can make one request to

the accelerator and receive one of three responses. Every request always results in exactly

one response.

The accelerator may request a block from the host with GetS (shared and read-only)

or GetM (exclusive and read-write). In return, it can receive DataS (shared+clean), DataE

(exclusive+clean), or DataM (exclusive+modified). The accelerator may receive DataE or

DataM on either a GetS or GetM request.

When the accelerator cache replaces a block, it must send an appropriate request: PutM,

PutE, or PutS. The PutM and PutE messages carry data to avoid the complexity of a multi-

phase commit. In response to any Put request, the cache will receive a WritebackAck. E and

M are both owned states; when the host sends an Invalidate request, the accelerator must

respond with Clean Writeback or Dirty Writeback, respectively. Otherwise, the accelerator

must respond with an InvAck (Invalidation Acknowledgment).

As long as the accelerator cache follows these rules, the interface guarantees that normal

coherence invariants will hold (e.g., single-writer / multiple-reader). These messages are

sufficient to implement a fully coherent cache with similar performance characteristics to

more complex traditional protocols such as AMD Hammer or Intel MESI(F), and which can
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communicate with a variety of host cache designs. Not all of these messages are necessary

for integration with all host protocols; e.g., when connecting to a host protocol that allows

silent eviction of blocks in S state, the Crossing Guard does not pass the PutS message to

the host. However, the goal of the interface is to work with a wide variety of traditional

coherence protocols.

To demonstrate the use of this interface, Table 5.1 shows an example transition matrix

in the style of Sorin et al. [83] for an accelerator L1 cache. In this case, a single private L1

cache is connected to each Crossing Guard. This example cache implements the MESI

stable states, and has only a single transient state, B (Busy). In comparison, the private

L1 in our baseline implementation of an inclusive MESI host protocol has six transient

states, some of which include extra information such as a dirty bit or counters for pending

acks, and can receive four host requests and seven host responses. These extra states and

messages are required to handle races and count pending acks. We require that the network

between Crossing Guard and the accelerator be ordered, which avoids all races between

the accelerator except between an accelerator Put and a host Invalidate request. All other

races and complexity are hidden by Crossing Guard.

To demonstrate that the Crossing Guard interface allows a range of accelerator protocol

designs, we also implement a hierarchical two-level accelerator cache design: private per-

core L1s connected to a shared L2, which communicates with Crossing Guard. Blocks

can be shared between accelerator L1s even if the block is in M state at the accelerator L2;

the L2 coordinates sharing. The accelerator cache hierarchy and protocol are completely

independent of the host design, and connect to the host using the same Crossing Guard

hardware as the single-level protocol.

If an accelerator benefits more from simplicity than from being able to implement a full

MESI protocol, the accelerator cache can reduce complexity by treating several messages

identically. For example, an accelerator cache can implement a VI design by sending only

GetM requests. An MSI design is possible by treating DataE as DataM (and sending only
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Guarantees to Host Protocol for Coherence Messages on Behalf of Accelerator

0. Accelerator requests must respect page permissions.

a) The accelerator cannot make any request for a block for which it has no page
access permissions.

b) The accelerator cannot make an exclusive (write) request or respond with exclu-
sive data for a block for which it does not have page write permission.

1. Accelerator requests must be correct with respect to the host protocol.

a) The accelerator cannot make a request inconsistent with the stable state of the
block at the accelerator.

b) The accelerator cannot make a request inconsistent with the transient state of the
block at the accelerator.

2. Accelerator responses must be correct with respect to the host protocol.

a) The accelerator cannot make a response inconsistent with the stable state of the
block at the accelerator.

b) The accelerator cannot make a response inconsistent with the transient state of
the block at the accelerator.

c) The accelerator must respond to any request from the host within a reasonable
time.

Figure 5.1: List of guarantees provided to the host system by Crossing Guard.

Dirty Writebacks).

Finally, although we focus on fully coherent caches, it is also possible to implement an

accelerator protocol with weaker coherence guarantees than the host system. For example,

an accelerator may have multiple private L1s and a shared L2, and a programming model

that requires an explicit flush before data from one core is guaranteed visible at other

accelerator L1s. Crossing Guard places no restrictions on coherence behavior within the

accelerator protocol.
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5.1.2 Crossing Guard Guarantees to Host

Crossing Guard ensures that coherence messages to the host protocol on behalf of the

accelerator are consistent with three guarantees, shown in Figure 5.1. We elaborate on

these guarantees and how they are enforced below.

If the accelerator message (or lack of message) to Crossing Guard would violate one of

these guarantees, Crossing Guard does not forward the message to the host (or will send an

appropriate message on a timeout), and reports an error to the OS. The OS can then use an

appropriate policy to handle the error; for example, it can terminate the process running on

the accelerator, disable the accelerator to prevent it from making further accesses, and/or

not schedule further processes on the accelerator and alert the user. In practice, we believe

that the simpler coherence interface associated with Crossing Guard will limit the number

of accelerator protocol errors.

At a high level, Crossing Guard enforces these guarantees as follows:

Guarantee 0: This guarantee ensures that an accelerator cannot read information to

which it does not have read permissions or corrupt data for which it does not have write

permissions. Crossing Guard enforces it by checking page permissions as described in

prior work such as Border Control [66], and blocking incorrect accesses.

Guarantee 1: This guarantee protects the host from receiving unexpected requests from

the accelerator, such as a PutM when the accelerator does not own the block, or a second

GetS request for the same block before the first receives a response.

For 1a, Crossing Guard tracks the state relative to the host of all blocks in the accelerator

cache. If the request type is incorrect given this state (e.g., writing back a block that it does

not have), Crossing Guard will block the request and report an error to the OS.

For 1b, Crossing Guard tracks all pending accelerator coherence requests. If there is

already a pending accelerator request for an address, it will block all subsequent accelerator

requests to the same address and report an error.

Guarantee 2: This guarantee protects the host from receiving unexpected responses
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from the accelerator, such as an InvAck without a corresponding request; it also ensures that

the host always receives an appropriate response within some constraint. Crossing Guard

ensures that the response message type is correct, but cannot ensure correctness of data in

the presence of an accelerator protocol error – the accelerator caches are malfunctioning,

so data they provide is not trustworthy either. Thus, Crossing Guard may thus send stale

or zero data in response to a host request, but will always alert the OS so that it can take

proper action.

For 2a, Crossing Guard again checks the response type against its record of the state

of the block at the accelerator. If the response type is incorrect based on this information,

it corrects the response type and reports an error. For example, if the accelerator owns a

block but responds to an Invalidate with an InvAck, Crossing Guard will send a Writeback of

a zero block instead.

For 2b, Crossing Guard keeps state indicating whether there is a pending request from

the host for the block. If not, it blocks the response and reports an error.

For 2c, Crossing Guard detects whether the accelerator responds to a request within

a timeout interval. If the accelerator does not respond to the request within a timeout,

Crossing Guard will report an error and respond on its behalf with an appropriate message.

To enforce these guarantees, Crossing Guard must assume that an incorrect accelerator

might send any message at any time, and respond accordingly.

Guarantees Not Provided by Crossing Guard

Crossing Guard does not and cannot protect against an accelerator writing incorrect data

to a block for which the accelerator has write permission. This is because Crossing Guard

does not have access to internal accelerator logic. It is the responsibility of the accelerator

designer to ensure that the accelerator operates correctly. The goal of Crossing Guard

is simply to protect the host system from incorrect accelerator coherence messages and

provide host stability.
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5.1.3 Types of Crossing Guard

There are several possible implementations of the Crossing Guard hardware. They provide

the same interface to the accelerator, but have different benefits depending on specifics of

the host protocol and the importance of minimizing the storage needed by Crossing Guard.

We discuss two types of Crossing Guard here, and evaluate their performance and imple-

mentation tradeoffs in Section 5.3. First, the Full State Crossing Guard places few restrictions

on the characteristics of the host protocol, allowing it to be used with no modifications

to the host protocol. However, it needs to store information about every block currently

held by the accelerator. Second, the Transactional Crossing Guard alternative only tracks

open coherence transactions: cases where the host or the accelerator has made a request

but not yet received all responses. It has much lower storage requirements, but requires

that the host coherence protocol have certain properties. We find that existing coherence

protocols (such as an AMD Hammer-like protocol and an inclusive MESI protocol) require

only minor changes to work with Transactional Crossing Guard.

Full State Crossing Guard

Full State Crossing Guard tracks the state of every block present at the accelerator. In effect,

this design adds a trusted inclusive directory between the host protocol and the accelerator.

Because the accelerator sends PutS requests, Crossing Guard can store exactly the blocks

in the accelerator caches.

Because this directory contains a trusted copy of all data and metadata for each block, it

allows Crossing Guard to work with a wide variety of host coherence protocols. Whenever

Crossing Guard enters some stable state for a block, it can forward it on to the accelerator,

no matter the details of how the block was obtained (e.g., via a data message + acks or by

gathering tokens). When Crossing Guard loses access to a block (e.g., due to an invalidation

or forward request or timeout), it can notify the accelerator to invalidate its copy. Thus,

Full State Crossing Guard works with a variety of unchanged host coherence protocols.
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Full State Crossing Guard must store all data and metadata that could lead to a host

coherence error if it were improperly modified. At minimum, it must store tags for all

blocks currently held by the accelerator. For a 256kB accelerator cache with 64B blocks, this

storage is around 16kB. In addition, it would need storage for blocks in MSHRs or buffers.

Crossing Guard may also need to store data for some blocks. For example, if the

accelerator is allowed to own a block to which it does not have Read-Write permission,

Crossing Guard must store a copy of the data to avoid violating Guarantee 0b. This can

happen for host protocols which respond to a GetS request with DataE or DataM if no

other cache has the block. This allows silent upgrades to M state later, and optimizes for a

common case of blocks that are read, then written. However, the accelerator may later be

expected to provide data to other caches for this block – which is prohibited for a read-only

block by Guarantee 0b because it would allow an incorrect accelerator to modify a block

for which it does not have write permission. Furthermore, the performance optimization

is not helpful because the block will not be written by the accelerator. In practice, many

protocols provide a means of making non-upgradable GetS requests for blocks that are

expected to be read-only, such as instructions.

Due to the storage overhead for Full State Crossing Guard, it may be most appropriate

for accelerators with small caches or where the host protocol maintains metadata with all

blocks.

Transactional Crossing Guard

Transactional Crossing Guard only tracks open coherence transactions, which greatly

reduces the storage required. It may also ease time-sharing of the Crossing Guard hardware

between accelerators, because storage will not need to be sized for a specific accelerator.

Most of Crossing Guard’s guarantees to the host can be easily enforced without Crossing

Guard knowing the state of the block at the accelerator. Guarantee 0 requires only knowl-

edge of each coherence request/response type and address, along with the corresponding
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page permissions. Guarantees 1b & 2b require only knowledge about transient states to

determine allowed message type(s), while Guarantee 2c requires only knowing how long

a block has been in a transient state at the Crossing Guard.

However, Guarantees 1a & 2a require Crossing Guard to determine whether a message

is consistent with the state of the block at the accelerator. Full State Crossing Guard handles

them by storing information on the stable state of blocks held by the accelerator.

An alternate approach, which we use for Transactional Crossing Guard, is to instead re-

quire that the host protocol have certain properties that make any message that is consistent

with the transient accelerator state also consistent with stable accelerator state. We require

that the host maintain normal coherence invariants for any accelerator message reflecting

the true state of the block at the accelerator. For all other messages consistent with the

transient accelerator state, we require only that the host protocol tolerate the message. For

example, if the accelerator holds a block in S but sends a PutM request, the host may handle

this by discarding the data or by updating its copy of the block. If it updates the block,

this may result in multiple values of the block in the host coherence system, in violation of

normal coherence invariants. However, as the accelerator is already behaving incorrectly,

the data is not trustworthy even if the message is discarded. We focus instead on ensuring

that the host caches do not experience deadlock or livelock or enter undefined states. We

simply require that the host system eventually converge on a single value for each physical

address in the system.

For Guarantee 1a, we require that the host protocol be able to handle any request from

an accelerator for a block, regardless of “true” stable state of that block at the accelerator,

as long as the request does not violate any other guarantee. For example, the host protocol

must be able to to tolerate a Put message for a block the accelerator does not hold, or a

PutM message for a block in S. In some cases, the directory maintains owner information,

which allows the host to determine if a Put is erroneous and report an error (and recover).

Similarly, a protocol that uses PutS is likely to do exact sharer tracking, allowing it to
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determine if a PutS message is correct.

In some protocols, non-owner PutM requests can occur due to a non-erroneous race

condition [83]. However, if the host protocol generates Nacks or takes other action on the

Put (besides simply sinking it), it is necessary to ensure that these actions do not cause

harm. For example, if an improper accelerator Put can result in a spurious Nack later being

sent to a CPU cache, it is necessary that the CPU cache can detect this case and safely

handle the message.

For Guarantee 2a, we require that the host protocol be able to tolerate any response

from an accelerator that is appropriate to the originating request, regardless of stable state

at the accelerator. As an example, consider a protocol that does not track sharers and

thus broadcasts a Forward message to all caches, whether or not they have the block. The

correct response thus depends on the state of the block at the accelerator: a Data message if

the accelerator is the owner, otherwise an InvAck. If the accelerator responds incorrectly,

Crossing Guard will forward the incorrect response to the host. This can result in problems

in the accelerator host protocol, where a cache might receive zero or multiple copies of

data instead of the exactly one copy it expects.

One way for a host protocol to maintain safety is to ensure that there is a one-to-one

correspondence between requests and responses in the host protocol. The host can exactly

track owner and sharer information for each block, and send different type of Forward

messages based on this state. An alternate approach that requires less storage is to modify

the host protocol to handle the different responses interchangeably; rather than counting

acks, the requestor can count the number of responses received. Then the protocol may

receive zero or multiple copies of data for the block, resulting in corrupted data, but without

disrupting the host protocol.

Finally, Transactional Crossing Guard is inappropriate for protocols that require non-

modifiable metadata to be stored along with accelerator stable states. In general, any data or

metadata given to the accelerator in a stable state must be considered unsafe and potentially
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modified; this means that, for example, a Token protocol where each block is associated

with virtual tokens, would require extensive changes to work with Transactional Crossing

Guard.

In practice, we find that our baseline host protocols require only minor changes to work

correctly (Section 5.2.2). Since both Crossing Guard and the host coherence protocol are

implemented in the host, it may be reasonable to optimize Crossing Guard storage by

making host protocol changes, especially if the changes do not require extensive redesign.

The trade-offs between Full State Crossing Guard and Transactional Crossing Guard may

weigh differently for different host systems. Since both use the same interface with the

accelerator, the decision can be made independently of any accelerator design decisions.

5.1.4 Comparison with Traditional Protocols

There are several differences between our interface and existing host protocols like our

baselines, an AMD Hammer-like exclusive MOESI protocol and Intel-like inclusive MESI.

First, Crossing Guard prevents direct communication between an accelerator cache and

other sibling caches in the system. In contrast, many protocols allow a cache to forward data

to other caches at the same level. Crossing Guard’s interface allows the accelerator cache to

communicate only with a single controller (Crossing Guard), which in turn communicates

with the other caches in the system.

This design choice has benefits and drawbacks. The principle drawbacks of disallowing

cache-to-cache communication are that some transitions will require more hops, and there

will be more traffic through the directory. The main benefit is avoidance of the complexity

associated with sending data or acknowledgements between sibling caches. In the Hammer-

like protocol, a request for a block will frequently result in a response from every other

cache; in the MESI inclusive protocol, the requestor is told by the L2 how many responses it

should receive. In both cases, the requestor must count acks, determine the type (e.g., DataS,

DataE, or DataM) of data received, and determine whether to send an unblock message to
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the parent. This adds complexity and thus implementation, debugging, and verification

difficulty. We shift this complexity to Crossing Guard, which only needs to be designed

once per host protocol. In return, the accelerator protocol can be drastically simplified.

A second difference is Crossing Guard filters out race conditions. In some traditional

protocols, if a cache requests a block in S, it may receive an invalidation before the data, in

which case it must go into a transient state such as ISI [83], since the cache does not know

whether the data or the invalidation was sent first. Handling race conditions correctly is

difficult and adds complexity. Crossing Guard hides these races from the accelerator cache.

The accelerator designer then does not need to consider them; if the block is not in a stable

state, the accelerator cache should always return an InvAck on an Invalidate request and

take no further action.

Third, the protocol does not constrain cache design in terms of inclusivity / non-

inclusivity / exclusivity or number of levels. In the two-level accelerator protocol, the

accelerators can use an entirely different cache organization than the host. Our accelerator

L2 is inclusive and shared between a number of L1s, all running the same application,

which allows data to be transferred between the L1s without going through Crossing

Guard and the host directory. It can be integrated with the host protocol, regardless of host

inclusivity and the number of levels in the host protocol.

5.1.5 Other Benefits of Crossing Guard

Besides the safety guarantees already discussed, Crossing Guard can protect against denial

of service attacks where a misbehaving accelerator sends legitimate messages at a very

high rate, consuming bandwidth, directory entries, or other resources shared with the host.

Unchecked, this could cause significant performance degradation for processes being run

on the host system. To avoid this situation, Crossing Guard can limit the rate at which an

accelerator can send requests (responses should always be sent immediately). This rate

limiting could be controlled by registers set by OS policies. Using a configurable limit
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would also allow correct accelerators to be throttled when they are impacting performance

of other components of the system, while allowing them more resources when available.

Crossing Guard, along with translating between coherence protocols, may also translate

between coherence block sizes. If the accelerator uses a larger block size than the host,

Crossing Guard can merge requests and responses. On an accelerator request, it can

request all needed host blocks, and once they arrive, it can forward the merged block to the

accelerator. On a writeback, it can split the single accelerator block back into component

blocks. (However, if the application developer does not realize that the block sizes are

different, performance could be very bad due to an increase in expensive false sharing.)

If the accelerator uses a smaller block size than the host, Crossing Guard can request

blocks at host granularity and store them, forwarding only pieces of them to the accelerator.

Although this allows for correct operation, it increases necessary storage at the Crossing

Guard. We believe that it is unlikely that an accelerator would use smaller granularity

blocks than the host, since host block size is already relatively small (64kB).

5.2 Crossing Guard Implementation

To better understand how our proposed interface works with various host protocols, we

design Crossing Guard hardware to connect our example one- and two-level accelerator

protocols with two baseline host protocols: an AMD Hammer-like exclusive protocol and

an inclusive MESI protocol. For our baseline protocols, we use the versions implemented

in gem5 as the protocol description. We integrate Crossing Guard with pre-existing pro-

tocol implementations to avoid making design choices in the host protocols that might

inadvertently make it easier for us to integrate Crossing Guard.

Crossing Guard appears to the host protocol as an ordinary cache: for Hammer-like

as a private L2, and for MESI inclusive as a private L1. Because the accelerator caches are

behind Crossing Guard, the host protocol is completely agnostic to their design.
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Figure 5.2: Cache organization options for accelerators.
(a) Accelerator-side cache (unsafe), using the host protocol.
(b) Host-side cache, with no cache at the accelerator.
(c) Accelerator with Crossing Guard, with a single-level accelerator cache using an acceler-
ator protocol.
(d) Multicore accelerator with Crossing Guard, with two-level cache using an accelerator
protocol.

We show some of the design alternatives in Figure 5.2. First, in (a), the accelerator may

implement a cache using the host protocol; this is unsafe and requires the host protocol

to be exposed to the accelerator, but may be suitable if the accelerator is designed by the

same company as the host. Second, in (b), the host provides a host-side cache to which

the accelerator directly makes load and store requests by virtual address. While safe, this

may increase access latency as well as disallowing the accelerator freedom to customize its

cache design. Finally, in (c) and (d), the host exports the Crossing Guard interface, while

the accelerator implements an L1 cache customized to its needs (c) or an L1 and shared L2

using its own protocol (d). In this case, Crossing Guard provides safety and an interface

with the host, while letting the accelerator use customized caches.

In total, we evaluate 8 possible configurations using Crossing Guard: 2 host protocols,

2 Crossing Guard variants, and 2 accelerator protocols. In addition, we evaluate 4 configu-

rations without Crossing Guard: an accelerator-side and a host-side cache for each host
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protocol.

5.2.1 Permission Information

Crossing Guard ensures that page access permissions are respected (Guarantee 0), as in

prior works [66]. For each accelerator or host request where there is not already a pending

transaction, Crossing Guard first obtains the page permissions (Read-Write, Read, or None),

as in Border Control. It then stores the page permission information with any buffer entries

or cache lines for the address. These permissions are used to provide protection; e.g., if a

block has read-only permission, the accelerator should not be able to send any messages

for that block containing data.

5.2.2 Integration with Host Protocols

We integrate Full State and Transactional Crossing Guard with two existing coherence

protocols in gem5-gpu [74], with the general-purpose GPU as a proxy for a general high-

performing accelerator. We discuss our experiences with each and the necessary host

protocol modifications.

Although a different Crossing Guard implementation is needed for each host protocol,

there were significant similarities. We discuss the general operation of Crossing Guard,

then address host protocol-specific considerations.

First, the accelerator may make a Get request. If the request violates its guarantees,

Crossing Guard reports an error and does not forward it to the host. Otherwise, Crossing

Guard forwards the request and then waits for data and/or metadata such as acks from

the host system. When Crossing Guard determines the request has been satisfied (i.e., it

has received a copy of the data and the requisite number of acks), it passes the data along

to the accelerator with the appropriate message (DataS, DataE, DataM). If necessary, it also

sends the appropriate unblock message to the host directory.
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Second, the accelerator may make a Put request. If the request violates the Crossing

Guard guarantees, Crossing Guard again reports an error. Otherwise, Crossing Guard

forwards the request and acks the accelerator, then waits for a writeback ack from the host.

In a two-part writeback as in the Hammer-like protocol, Crossing Guard then sends the

data.

Third, the host may make an Invalidate or Forward request. If Full State Crossing Guard

shows that the accelerator does not have the block in a conflicting state (e.g., block is in

S on a forwarded GetS), or if Transactional Crossing Guard can deduce block state from

open transactions or page permissions, Crossing Guard can simply send an Ack on the

accelerator’s behalf. Otherwise, Crossing Guard forwards an Invalidate to the accelerator,

then waits for its response so it can translate it and send it to the host (i.e., directory, sibling

cache, or both) with appropriate message type and number of acks, etc. Crossing Guard

also enforces a timeout for these transactions, so that if the accelerator takes too long to

reply, Crossing Guard can recover by sending a zero data block or an ack to the requestor

and alerting the OS that an error has occurred.

Even though Transactional Crossing Guard does not store full accelerator cache state

information, it can respond to snoops for blocks where the accelerator has no permissions

without consulting the accelerator. This has two benefits: first, it avoids needless messages

and associated latency. Second, if the accelerator is malicious, coherence traffic could be

a side-channel; preventing the accelerator from observing coherence traffic for blocks it

cannot access closes the channel.

Finally, there may be a race between an accelerator and host request, resulting in a

transaction that is waiting for both the host and the accelerator. For example, the accelerator

may make a Put request at the same time as the host makes an Invalidate request for the

same block. In this case, Crossing Guard must ensure that both the host and accelerator

receive appropriate responses.
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Integration with Hammer-Like Protocol

The MOESI_hammer protocol, as implemented in gem5, combines the private L1I, L1D, and

L2 into a single cache controller, with a directory in a separate controller. We integrate

Crossing Guard to act like a private L1/L2 cache. We discuss some of the nuances of

implementing Crossing Guard for this protocol.

The Hammer-like protocol includes a non-exclusive owned state (O), which gives the

owning cache a shared copy of the block but requires it to respond to requests from other

caches. The Crossing Guard accelerator interface does not have a way of communicating

this state to the accelerator with the messages in its interface. Therefore, Transactional

Crossing Guard ensures that the host never considers the accelerator in this state. The O

state is reached when there are multiple GetS requests from different cores in the Hammer-

like protocol to a block in an exclusive owned state (M). The directory then forwards a

merged GetS request to the owner. The expected response is for the owner to downgrade to

the non-exclusive owned state O and also provide the data to the requestors. We handle

this case by having Crossing Guard request an invalidation from the accelerator cache,

then forward the data in the resulting writeback to the requestors. Crossing Guard also

sends the data to the directory with a Put message, relinquishing ownership.

Three host protocol changes are required to support Transactional Crossing Guard.

First, the Hammer-like protocol we build on does not include a non-upgradable GetS

message; a cache in modified M state always responds with exclusive data. The accelerator

cannot own a block with read-only permission without violating Guarantee 0b, so we

add a non-upgradable GetS_only request. Similarly, we add a Fwd_GetS_only message to

the host L1/L2. We believe that commercially implemented protocols generally already

implement such a request for use by instruction caches.

Second, to ensure that any request from the accelerator is valid regardless of stable

block state (Guarantee 1a), the protocol must be modified to handle unexpected accelerator

Put requests. The baseline directory already handles Put requests when it believes that
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the directory already owns the block, because this can happen in a correctly implemented

protocol if the Put request races with a Get from another cache. The directory then responds

with a Nack. However, if the accelerator sends an incorrect Put, it can lead to a host cache

receiving an unexpected Nack at a later time. We thus modify the host L1/L2 caches to

sink unexpected Nacks and generate an error.

Third, to ensure that any response corresponding to a request from the host is always

valid regardless of accelerator stable state (Guarantee 2a), we must modify the host L1/L2

logic for counting Acks on a Get request. Rather than counting Acks, the L1/L2 instead

counts the number of responses. This allows it to receive zero or multiple copies of the

data without a protocol disruption.

These changes require no additional states; in total, we added one new event to the

directory and one to the L1/L2. In total, for the Hammer-like protocol, the Transactional

Crossing Guard requires 16 states and 23 events. The Crossing Guard interface converts

the 5 request types from the host to the accelerator to a single Invalidate request, and the 8

response types from the host to 4.

Integration with MESI Two-Level

The MESI_Two_Level protocol has a shared L2 that is inclusive of private L1s (where the L1I

and L1D share a controller). Implementing Full State Crossing Guard is straightforward.

The only change to the baseline protocol required for Transactional Crossing Guard is

treating Acks and Data as equivalent responses to a Forward request (Guarantee 2a). This

is mostly simple, except in the case where Crossing Guard receives an invalidation due to

a GetM request from a host L1 and the accelerator is not the owner. If the accelerator is

buggy and responds with a Writeback rather than an InvAck, Crossing Guard will forward

the data to the L2 rather than acking the requesting L1. Therefore, it is necessary for the L2

to respond to this unexpected event by acking the requestor on behalf of the accelerator.

The host protocol can handle requests from the accelerator at any time (Guarantee 1a)
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with no changes. Thus, the MESI inclusive protocol works with Transactional Crossing

Guard without additional states or events in the host controllers.

5.3 Results

To explore the effects of accelerator cache organization and the performance and error

tolerance properties of Crossing Guard, we evaluate a range of cache organizations in

gem5-gpu [74]. We evaluate Crossing Guard for three properties: correctness given a

correct accelerator cache; safety with an incorrect accelerator cache; and performance.

5.3.1 Protocol Stress Test

Protocol Full State XG Transactional XG
Host Accel Visited Possible % Visited Possible %

Hammer-like 1-level 60+148+70+19 60+148+73+19 99% 60+148+67+20 60+148+69+20 99.3%
Hammer-like 2-level 60+148+92+85+18 60+148+92+85+19 99.8% 60+148+68+87+18 60+148+69+87+18 99.5%

MESI 1-level 60+121+45+19 60+121+45+19 100% 60+121+43+20 60+121+43+20 100%
MESI 2-level 60+121+63+85+18 60+121+64+85+19 99.4% 60+121+43+87+18 60+121+43+87+19 99.7%

Table 5.2: Coverage with random tester. Hammer-like totals are for Directory+Host L1/L2
Cache+Crossing Guard+Accelerator L1 (+ Accelerator L2). MESI totals are for Host L2+Host
L1+Crossing Guard+Accelerator L1 (+ Accelerator L2).

We first evaluate the correctness of our implementation of the accelerator protocols and

the interface with the host protocols. We stress-test the protocols by running a random

testing framework which makes rapid loads and stores to random addresses and checks

correctness of the data [98]. To increase contention, only a small number of addresses are

used, and the cache sizes are correspondingly decreased so that replacements are frequent;

message latencies are chosen randomly to model the case where messages are delayed in

the network. We expect that if the tester is run with varying random seeds and cache sizes,

all possible transitions will eventually be seen. We assume for this test that all blocks have

full read-write permission at the accelerator.
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We choose this approach over formal verification (e.g., model checking with Murφ, [34])

because of the practical limitations of existing verification methods. These approaches

typically can verify a protocol for only a single address in the system, and rely on symme-

try between cores that our heterogeneous system lacks. These methods require making

simplifications for tractability and do not model all aspects of the protocol. An industrial

implementation of Crossing Guard would likely include formal verification to complement

stress testing.

We ran the random tester for at least 240 million load/check pairs per configuration,

with up to 82 billion for configurations that did not have complete coverage. Across

configurations, the tests ran for a sum of 22 compute years. To understand the coverage

of the tester, we counted the state/event pairs that the random tester visited at each

cache controller and compared it with the number that we believe are possible, based on

transitions defined by the baseline protocols. In the case of a missing transition or coherence

bug that caused incorrect data, the tester would produce an error; we did not observe any

errors or missing transitions in the final versions of the protocols. We manually inspected

transitions that were never visited and determined that some of them were not actually

reachable (e.g., Replacement event for a block not in the cache); we therefore removed them

from the total. We show the totals in Table 5.2, and refer the reader to Appendix B for a

more thorough discussion of coverage. These coverage totals do not include transitions

that are only reachable due to accelerator misbehavior.

The higher the percentage of transitions visited, the more likely it is that the tester

would have uncovered any latent bugs. Although the percentage of visited transitions

at each controller does not directly indicate the percentage of visited global transitions, it

provides a lower bound on coverage.

We observed that over 99% of transitions were reached for each configuration for both

host protocols. The remaining transitions tended to be reachable only by multiple races

between host invalidations and accelerator replacements, making them very infrequent.
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5.3.2 Accelerator Protocol Fuzz Testing

Host Protocol Full State XG Transactional XG
Visited Possible % Visited Possible %

Hammer-like 148+57+211 148+60+211 99.3% 172+61+154 172+61+153 99.7%
MESI 60+121+148 60+121+149 99.7% 60+127+93 60+127+93 100%

Table 5.3: Coverage with fuzz tester. Hammer-like totals are for Directory+Host L1/L2
Cache+Crossing Guard. MESI totals are for Host L2+Host L1+Crossing Guard.

To test whether the host is protected from the accelerator when the accelerator caches

are incorrect, we employed fuzz testing [63], where we generated random input to Crossing

Guard from the accelerator side. The fuzz tester takes the place of the accelerator cache(s).

It repeatedly randomly selects one message type and an address, and makes a request to

the host (via Crossing Guard), without considering the cache state of the address. This

generates a stream of requests unlike what would be seen in a correctly functioning cache:

for example, multiple GetM messages without receiving or relinquishing data, PutM

messages when not the owner, and unsolicited Writebacks or InvAcks. It also can lead to

missing responses, normally resulting in deadlock. The host side continues to run the

previous random stress tester, but the check for data correctness is removed.

Table 5.3 shows that coverage with the fuzz tester was over 99%. This method quickly

uncovered numerous errors in our initial implementation; however, in the final implemen-

tation we find no invalid transitions or deadlocks. These results suggest that Full State

Crossing Guard fully protects an unmodified host protocol. In addition, Transactional

Crossing Guard can, in concert with a slightly modified host protocol, hide accelerator

misbehavior from the rest of the system.

5.3.3 Performance

Although safety is Crossing Guard’s primary goal, our protection mechanism must not

significantly degrade performance. We therefore evaluate performance on one type of
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accelerator, a general-purpose GPU. GPGPUs are complex, high-performance accelerators

that can benefit from sharing a coherent address space with the host system.

Tables 5.4 and 5.5 give details of our simulator configuration. We evaluate our approach

using shared-memory versions of workloads from the Rodinia benchmark suite [26]. For

obtaining page permissions, we implement Border Control [66], which uses a table updated

on accelerator TLB misses to determine permissions; we assume a 2 cycle latency to access

an 8kB Border Control Cache. We hold the total system cache capacity constant across all

configurations; thus, in the two-level accelerator cache design, the L1s will be smaller than

in the single-level accelerator cache, as shown in Table 5.5.

We compare Crossing Guard with two alternate approaches. First, the accelerator-side

cache gives each accelerator a unified L1 similar to the CPU caches. This cache uses the

host protocol and is unsafe, but may be appropriate when the accelerator is designed by a

trusted party. Second, the host-side cache provides the accelerator with an interface to which

it can make loads and stores by virtual address. However, the cache has long latency on

hits. The host-side cache is similar to CAPI’s approach, but without allowing a trusted

cache on the accelerator side.

We assume that the accelerator is not as closely integrated with the host L2/Directory

as the rest of the caches, but rather has 20x the latency. High latency might result if the

accelerator and host directory are in different clock domains. In addition, the high latency

is consistent with performance results for integrated GPGPUs. Finally, the GPGPU and its

workloads are fairly latency-insensitive and the high latency link emphasizes the difference

in configurations, which might be more apparent for latency-sensitive accelerators. We

place the host-side cache and Crossing Guard on the host side of the connection, and any

accelerator caches at the other side.

We compare six cache configurations for each host protocol: an unsafe accelerator-side

cache, a host-side cache, and the Full State Crossing Guard and Transaction Crossing Guard

each with 1 and 2 level accelerator cache hierarchies. Figure 5.3 shows performance for
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CPU
CPU Cores 1

CPU Frequency 3 GHz
Host Caches

Hammer-like MESI Inclusive
L1I & L1D 32kB each 32kB each

L2 128kB private 512kB shared w/ GPGPU

Table 5.4: CPU simulation configuration details.

GPGPU
Cores 4

GPU Frequency 700 MHz
GPGPU Caches (Hammer-like)

Accel-side Host-side / 1-level 2-level
L1 16kB I and D 160kB 32kB
L2 128kB private - 512kB shared

GPGPU Caches (MESI Inclusive)
Accel-side Host-side / 1-level 2-Level

L1 32kB I and D 64kB 16kB
L2 - - 192kB shared

Cache-to-Cache Latency
Accelerator L1 to L2 10 cycles
Accelerator L2 to XG 200 cycles

XG to Directory/Shared L2 10 cycles
Accelerator to Host-side Cache 210 cycles

Table 5.5: GPGPU simulation configuration details.

the Hammer-like case and Figure 5.4 for the inclusive MESI case, each normalized to the

accelerator running an unchanged host protocol.

For the Hammer-like exclusive host protocol, we find that allowing the accelerator to

have a cache is important for performance. The host-side cache degrades performance by

an average of 27% compared to the unsafe accelerator-side cache, due to the long latency to

access the host-side cache. Interestingly, in some cases the host-side cache performs better

than the accelerator cache; this is because the Hammer-like protocol does not track sharers,

and Forward requests thus must traverse the long-latency hop to the accelerator. This is

particularly harmful when the accelerator does not have the block, and accounts for much of

the slowdown of the Transactional Crossing Guard. The effect is stronger for the single-level
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Figure 5.3: Performance with Hammer-like host protocol, normalized to an unsafe
accelerator-side cache.

accelerator cache, because the two-level cache allows accelerators to share blocks without

traversing the link to the host. The combination of Crossing Guard and an accelerator

cache provides the fast cache access of the accelerator-side cache plus the fast Forwards

of the host-side cache, with performance results compared to the accelerator-side cache

ranging from a 9% average improvement to a 4% overhead depending on configuration.

For the MESI inclusive host protocol, we find that the host-side cache has an average

performance overhead of 36% compared to the unsafe accelerator-side cache. The two-level

accelerator cache with Crossing Guard suffers from a combination of limited capacity

and expensive demand misses. However, the single-level accelerator cache performs

indistinguishably to the unsafe case while providing safety.
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Figure 5.4: Performance with MESI inclusive host protocol, normalized to an unsafe
accelerator-side cache.

Together, these results suggest that Crossing Guard can provide safety to host while

maintaining high performance.

5.4 Summary

Some future hardware accelerators will benefit from hardware cache coherence. However,

accelerator designers face complex and proprietary host protocols, while host designers may

be reluctant to allow potentially buggy accelerator caches to participate in host coherence.

Crossing Guard addresses both challenges by providing a safe and standardized coherence

interface, while maintaining high performance.
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6 summary and future directions
6.1 Summary of Contributions

In this thesis, we made the following contributions:

• Introduced a security taxonomy for accelerators, particularly third-party accelera-

tors (Chapter 2).

• Identified improper accelerator accesses to shared memory as a potential security

threat, and proposed a low-overhead mechanism to preserve host safety (Chapter 4).

• Investigated various cache organizations for shared memory accelerators, and pro-

posed a means for untrusted accelerators to participate in host coherence without

compromising host reliability (Chapter 5).

6.2 Future Work

This dissertation begins to explore how imperfect accelerators can pose a danger to the

host system – and how we can protect against them. However, there are many questions

yet to be answered.

Accelerators are currently designed by trusted parties, and it is unclear whether (and

how quickly) this is likely to change. It was once assumed that only trusted software pro-

grams would be executed on machines, or that only trusted computers would be networked

together. This is obviously no longer true, and adversaries have found a seemingly endless

supply of design flaws to exploit – and keeping systems running reliably in the face of

buggy software is not a solved problem either. To counter some of these problems, we see

that with untrusted software there are operating systems and numerous interfaces and

libraries to ease software development and system security and reliability. With acceler-
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ators, we see the CCIX Consortium as a potential path towards common, interoperable

third-party accelerators. Perhaps other interfaces will be proposed as well.

We hope that this work will inform further research on the intersection of imperfect

accelerators and host security and reliability concerns, and look forward to seeing what

the future will hold.



101

A crossing guard coherence details
Crossing Guard provides an interface that accelerator designers can use to interact with

the host coherence protocol. In this appendix, we include a more detailed specification

of the Crossing Guard interface. We also show our implementations of Crossing Guard

for the Hammer-like and MESI Inclusive protocol, in both the Full State and Transactional

Crossing Guard form. We discuss some of the subtleties of the implementations and our

design choices.

In the protocol transition diagrams below, entries are of the form action / next_state,

and - indicates an impossible transition. We use green text to indicate messages being

sent from a controller towards the memory, and blue text to indicate messages being sent

from a controller towards the core. We use red text to indicate errors, with the assumption

that the Crossing Guard reports an error to the OS when this action is encountered. In

baseline implementations with error transitions, we assume they are only needed when

used with a Transactional Crossing Guard; implementations of Full State Crossing Guard

do not require these transitions because erroneous accelerator behavior is entirely hidden

from the host protocol.

Because of the unwieldiness of showing full transition diagrams in print, we also

include links to an online, HTML version. The online versions also give greater detail

about steps that occur in each transition (such as when cache lines and transient buffer

entries are allocated and deallocated). It is interactive for greater ease of reading. An index

of online diagrams and associated slicc code can be found at: http://research.cs.wisc.

edu/multifacet/theses/lena_olson_phd/.

We made an effort in the Crossing Guard protocols to be explicit about “hidden” state

such as clean/dirty bits – splitting dirty and clean messages and coherence states so as

not to hide complexity. However, this distinction is not observed in the baseline protocols,

and blocks in some states may be either dirty or clean. Further, we also implicitly store

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/
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dirty/clean information in the Crossing Guard implementation of MESI Inclusive, to

simplify the transition table and slicc implementation.

A.1 Baseline Protocols

We integrate Crossing Guard with existing protocols in gem5, to avoid inadvertently making

implementation decisions that would make it easier to make a safe interface. The two

protocols we chose were MOESI_hammer and MESI_Two_Level. These protocols differ in

several important respects: Hammer has exclusive, private two-level caches with a shared

directory, while MESI Two Level has private L1s and an inclusive, shared L2. In addition,

these protocols have been reasonably well-tested and are, in theory, less likely to contain

pre-existing coherence bugs. We discuss these protocols in more detail below.

Note that, to avoid repeating the controllers, we include transitions caused by accelerator

misbehavior with Transactional Crossing Guard in the tables here. These error transitions

will never occur with the host protocol, the Full State Crossing Guard, or a correct accelerator

using Transactional Crossing Guard.

A.1.1 Hammer-like

We use a simplified version of Hammer-like, because we do not need all functionality

the baseline implementation provides. In particular, we do not use the probe filter and

we do not use flushes, so we omit the related states and events. In addition, we omit the

DMA events and states for simplicity, but note that these are used for performance tests on

GPGPU workloads.

Directory Controller

Due to space constraints, we refer the reader to the online HTML version for this controller:

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/Directory_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/Directory_table.html
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Directory_table.html.

The Hammer-like protocol has a highly complex directory. Even after omitting irrelevant

states and events, there are still 14 states and 60 non-error, non-stalling transitions. We

briefly discuss a few of the more interesting features of this protocol below.

First, the directory does not perform sharer tracking. Thus, if the state at the directory

indicates that a block may be present in at least one private cache, all Get requests are

forwarded to every other cache. This can be expensive if a cache is distant from the directory,

e.g., in the accelerator-side cache evaluated in Chapter 5.

Second, the Hammer-like protocol contains a non-exclusive owned state (O) at the

caches, in contrast to the MESI Inclusive protocol. This state allows requests for shared data

to be serviced by sibling caches rather than the directory, which then does not need to store

the data. If there are multiple outstanding GetS requests at the directory, they are merged

and the resulting Fwd GetS Merged request causes a block in M at a private cache to go into

O state. (In contrast, the result of an ordinary Fwd GetS message is to invalidate the copy

at the L1 and send the data in an exclusive state – this optimizes for producer-consumer

sharing patterns).

Finally, the Hammer-like protocol does a two-phase writeback of data to the directo-

ry/memory. The private cache first sends a Put request to the directory. In the normal,

non-race case, the directory responds with a Writeback Ack. The private cache then sends

the data. If a race occurs, the private cache will receive a Fwd request before the response

from the directory. It then goes into OI or II, as appropriate. When the cache is in II, it

means that it sent a Put, but then received a Fwd GetM and has therefore relinquished its

data. It then sends an Unblock on a Writeback Ack, or simply deallocates the buffer entry on

a Writeback Nack.

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/Directory_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/Directory_table.html
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L1/L2 Controller

Due to space constraints, we refer the reader to the online HTML version for this controller:

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/

L1Cache_table.html.

Hammer-like uses a single controller for both the L1 and L2. This greatly simplifies

implementation by allowing the controller to know state at both controllers without com-

munication; there is no possibility of races because there are no messages sent between

levels. Note that this means that the Crossing Guard for Hammer-like host systems should

not be directly compared to the host L1/L2, as the accelerator does need to deal with races

between L1 and L2. In practice, we believe that a “real” implementation of Hammer-like

would also use separate cache controllers here.

Similar to the directory controller, the L1/L2 controller is also extremely complex. It

has 24 states and 148 non-erroneous transitions, even after irrelevant states and events and

stalls are removed.

A.1.2 MESI Inclusive

The MESI Inclusive protocol has private, per-core L1s and a shared, inclusive L2. This L2

acts as a directory and ordering point. The L1 controller is used for both the L1D and the

L1I caches. Again, we remove some states and events that are not relevant to our work

(e.g., DMA and probe filter states). We discuss some important points about the baseline

MESI implementation.

L2 Controller

We split the diagrams for the L2 controller into two pieces. Table A.1 shows events that

are generated by a message arriving from an L1. Table A.2 shows events generated by

messages arriving from memory, as well as local to the L2. Due to space constraints, we

refer the reader to the online version and slicc code for details, and show only high-level

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/L1Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/L1Cache_table.html
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information in the tables. The online version can be found at http://research.cs.wisc.

edu/multifacet/theses/lena_olson_phd/XG1_inc_full/L2Cache_table.html.

This protocol supports three types of requests for blocks: non-upgradable Get Inst for

instruction caches, upgradable GetS, and exclusive GetM. If the request is GetM from a

block that the directory knows is a current sharer, then it is handled as the event L1 Upgrade.

The directory conservatively tracks sharers: when it sends shared data to a cache, it

also sets the sharer bit for that cache, if it is not already set. Then, when the block needs to

be invalidated at the sharers, the request is only sent to caches in the sharer vector. Because

the protocol does not use PutS messages and instead allows silent eviction of shared blocks,

the invalidation or forward request may be sent to caches that do not currently hold the

block. The sharer vector is also used to determine how many Acks a requestor should

receive, information which the directory sends to requestors. This eliminates the need to

broadcast to all caches, which is important for many-core systems.

This protocol sends PutM messages that contain data. This can lead to races when

directory sends an Invalidate or Forward request to a block owner at the same time as the

owner sends a PutM. The L2 handles this by sinking PutM messages and sending a WBAck

without recording the data in every case except when it is in MT and the PutM requestor is

the cache that the directory thinks owns the block.

L1 Controller

Table A.3 gives the transition table for the private L1s; the online version is at http://

research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_inc_full/L1Cache_table.

html. For space reasons, we omit a separate Fwd_Get_Inst column because that message is

treated exactly identical to Fwd_GetS at the L1. As previously mentioned, the GetS Only

message allows the L1’s instruction cache to request a block that is always in S. This is

useful because instruction blocks are not expected to ever be written and do not benefit

from upgrades to E state.

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_inc_full/L2Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_inc_full/L2Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_inc_full/L1Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_inc_full/L1Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_inc_full/L1Cache_table.html
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There are two parts of the L1 controller that are not straight-forward. First, if the block is

in IS and the L1 receives an Invalidate followed by shared data, it is not possible to determine

which was sent first by the directory. Thus, the cache may do a single load, but then must

invalidate the block.

The second difficulty is that there are four types of data that a cache can receive, all

of which have different semantics. This type of complexity would likely be difficult for

third-party or non-expert cache designers that wish to communicate directly with the host

protocol.
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Mem Data Mem Ack All
Acks

L2
Replacement

L2
Replacement

Clean
NP - - - - -
SS - - - send Inv to sharers /

S_I
send Inv to sharers /

I_I
M - - - send Data /

M_I
send Ack /

M_I
MT - - - send Inv to owner /

MT_I
send Inv to owner /

MCT_I
M_I - / NP - - -

MT_I - - send Data /
M_I - -

MCT_I - - send Ack /
M_I - -

I_I - - send Ack /
M_I - -

S_I - - send Data /
M_I - -

ISS send DataM to req /
MT_MB - - recycle recycle

IS send Data All Acks to reqs /
SS - - recycle recycle

IM send Data to req /
MT_MB - - recycle recycle

SS_MB - - - recycle recycle
MT_MB - - - recycle recycle
MT_IIB - - - recycle recycle
MT_IB - - - recycle recycle
MT_SB - - - recycle recycle

Table A.2: Transition Table for MESI Inclusive Protocol L2, Part 2: events generated by
memory messages / at the L2.
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A.2 Accelerator Protocols

We first discuss the expected behavior of the accelerator and the host system on receipt of

each type of accelerator message, then provide two sample implementations of accelerator

coherence protocols: a very simple single-level protocol, and a more complex two-level

hierarchical accelerator protocol.

List of Coherence Message Types

The accelerator communicates with the host (via Crossing Guard) with the following types

of messages. All coherence interactions are initiated with a Request message, and every

Request message must be answered with a corresponding Response message. We define

an S state as one where the accelerator may read the data but not modify it; data in E and

M states is both readable and writable, and these states are differentiated by whether the

block is dirty/modified (M) or clean (E).

• Accelerator to Crossing Guard Requests

– GetS: requests a block in S state. Crossing Guard reports an error if the accelera-

tor does not have read permission; it may report an error if the accelerator already

owns the block or has another request open. If the accelerator has read-only

permission, Crossing Guard responds with DataS. Else, Crossing Guard may

respond with DataS, DataE, or DataM.

– GetM: requests a block in M state. Crossing Guard reports an error if the

accelerator does not have write permission; it may report an error if the accelerator

already owns the block in M or has another request open. Otherwise, Crossing

Guard responds with a DataM or DataE message.

– PutS: relinquishes permission to a block received from a DataS message. This

message does not contain data. If the accelerator does not have read permission,
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Crossing Guard always reports an error; if the accelerator does not own the block

in S, Crossing Guard may report an error.

– PutM: relinquishes permission to a clean (unmodified) block received from

a DataE message. This message does contain data, because some variants of

Crossing Guard require this to support an owned E state. If the accelerator does

not have write permission, Crossing Guard reports an error; if the accelerator

does not own the block in E, Crossing Guard may report an error.

– PutM: relinquishes permission to a dirty (modified) block received from a DataE

or DataM message. This message contains data. If the accelerator does not have

write permission, Crossing Guard reports an error; if the accelerator does not

own the block in E/M, Crossing Guard may report an error.

• Crossing Guard to Accelerator Responses

– DataS: grants access to a block in S state. Contains data.

– DataE: grants access to a block in E/M state. Contains clean data. The accelerator

may write this block at any time, in which case it transitions from E (clean,

writable) to M (modified) state.

– DataM: grants access to a block in M state. Contains dirty data. Regardless of

whether the accelerator modifies the data itself, it must consider the block as

dirty when performing a Put or Writeback.

– Writeback Ack: acknowledges to the accelerator that a writeback message suc-

ceeded. At this point the accelerator may make a new request for the block if

desired.

• Crossing Guard to Accelerator Requests

– Invalidate: revokes permission to a block in the accelerator cache (if present

and in a stable state). If the accelerator currently owns the block (e.g., is in a
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stable, owned state), it must invalidate its copy and send an appropriate message

(InvAck, Clean Writeback, or Dirty Writeback, discussed below). If the block is in a

busy state or not present at the accelerator, the accelerator responds with InvAck.

• Accelerator to Crossing Guard Responses

– InvAck: acknowledges revoked permission for a block in S state, or indicates

that the block was not present at the accelerator or that it was in a busy state.

Crossing Guard reports an error if there was no corresponding Invalidate; it may

report an error if the accelerator owns the block in E/M state. This message

does not contain data.

– Clean Writeback: acknowledges revoked permission for a block in E state and

sends the (clean) data. Crossing Guard reports an error if there was no corre-

sponding Invalidate or if the accelerator does not have write permission; it may

report an error if the accelerator does not own the block in E state. This message

contains data.

– Dirty Writeback: acknowledges revoked permission for a block in M state

and sends the (dirty) data. Crossing Guard reports an error if there was no

corresponding Invalidate or if the accelerator does not have write permission; it

may report an error if the accelerator does not own the block in E/M state. This

message contains data.

A.2.1 Specification of Crossing Guard Interface

We provide the specifications for the Crossing Guard Interface, from the perspective of

an accelerator cache designer. That is, we discuss the expected accelerator behavior that

will ensure that the accelerator reads and writes correct data relative to the host system.

We first discuss it in general terms, then provide two examples of coherence protocols that

implement correct accelerator behavior.
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Actions Upon Accelerator Demand Request

• Store: If the block is in M state, the accelerator cache updates the block. If the block

is in E state, the accelerator updates the block and transitions to M. If the block is in

a transient state, the accelerator must stall the request. Otherwise the block is not

present or is present in S, and the accelerator sends a GetM request to the host and

awaits the response.

• Load / Instruction Fetch: If the accelerator implements an MI protocol, these are

handled like stores, above. Otherwise, if the block is in M, E, or S state, the accelerator

reads the block. If the block is in a transient state, the accelerator stalls. Otherwise,

the accelerator sends a GetS request to the host and awaits the response.

• Replacement: If the accelerator is in a transient state, it must stall. Otherwise, the

accelerator sends an appropriate Put message to the host and awaits the response.

If the block is in S state, the accelerator must send a PutS message. If the block is

in E state, the accelerator must send a PutM message with data. If the block is in

M state, the accelerator must send a PutM message with data. The accelerator may

no longer access the data from the block and also must await the response before

sending additional Get messages for this block.

Actions Upon Request from Crossing Guard to Accelerator

• Invalidate: If the block is not present at the accelerator or is not in a stable state,

the accelerator must send an InvAck in response. If the block is present in S, the

accelerator must send an InvAck and transition to I. If the block is present in E, the

accelerator must send a Clean Writeback with data and transition to I. If the block is

present in M, the accelerator must send a Dirty Writeback with data and transition to I.
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Accelerator Events XG Requests XG Responses
States Load Store Replacement Invalidate DataM DataE DataS WBAck

M hit hit send PutM / B send Dirty WB / I - - - -
E hit hit / M send PutE / B send Clean WB / I - - - -
S hit send GetM / B send PutS / B send InvAck / I - - - -
I send GetS / B send GetM / B - send InvAck - - - -
B stall stall stall send InvAck / M / E / S / I

Table A.4: Sample accelerator L1 cache implementing Crossing Guard’s interface.

Actions Upon Response from Crossing Guard to Accelerator

• DataS: The accelerator transitions to S state.

• DataE: The accelerator transitions to E state (if supported) or M state.

• DataM: The accelerator transitions to M state.

• Writeback Ack: The accelerator transitions from a busy state to I.

A.2.2 Single-Level

To demonstrate the ease of designing an accelerator cache that uses our interface, we

show a very simple single-level accelerator protocol. It has only four stable states (M,

E, S, and I) and a single transient state, B (for Busy). We show the cache controller in

Table A.4, or online at http://research.cs.wisc.edu/multifacet/theses/lena_olson_

phd/XG1_inc_full/AccelL2Cache_table.html.

This controller is sufficient for simple accelerators that have a single compute core, yet

which benefit from performance optimizations such as an S and E state. It is straightforward

to make a simpler controller (with only I, M, and B states). While such a controller may

be appropriate for some accelerators, it would degrade performance for accelerators that

share blocks in read-only state with another accelerator or the host.

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_inc_full/AccelL2Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_inc_full/AccelL2Cache_table.html
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A.2.3 Two-Level

To demonstrate the flexibility of the Crossing Guard coherence interface, we also implement

a more complex, two-level accelerator protocol. In this protocol, each core of the accelerator

has a private L1, and all cores share an L2. The L2 manages communication between the

private L1s and the Crossing Guard. This type of cache organization may be best-suited for

multi-core accelerators such as GPGPUs, or use cases where multiple accelerators cooperate

to execute a single process (similar to FUSION [57]).

We give a sample transition table for the L1 in Table A.5 and for the L2 in Table A.6 (online

at http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc_full/

AccelL1Cache_table.html and http://research.cs.wisc.edu/multifacet/theses/lena_

olson_phd/XG2_inc_full/AccelL2Cache_table.html). We use a subset of the messages

in the interface provided by Crossing Guard, but there is no need to do so; the messages

used by the accelerator protocol are not visible to the host. Thus, if desired, the accelerator

caches could communicate between themselves with a Token protocol. They could also use

a different coherence model; for example, the L1s could be incoherent and require flushes

to become visible at the accelerator L2s. For ease of testing and purposes of demonstration,

we chose a fairly traditional two-level protocol that supports normal coherence semantics.

In this design, the L1s communicate only with the L2 and not with one another (or with

the Crossing Guard); there is thus no need for an O state. The L1 design is fairly standard,

but does not support an E state; any GetS request to the L2 is guaranteed to return DataS.

We assume that the networks between the L1s and L2 are unordered, necessitating the ISI

state when an L1 in IS receives an invalidate – as the L1 cannot tell the order between an

invalidate and DataS message, it goes into ISI and invalidates the block after a single load.

The shared L2 has five stable states: I, S, MO (exclusive at the accelerator, owned by the

L2), M (exclusive at the accelerator, owned by an L1), and MOS (exclusive at the accelerator,

held in S by zero or more L1s). This design allows the block to be passed between accelerator

L1s without involving the host directory. This may be ideal when the accelerator caches

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc_full/AccelL1Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc_full/AccelL1Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc_full/AccelL2Cache_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc_full/AccelL2Cache_table.html
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Accelerator Events L2 Requests L2 Responses
Load Store Replacement Invalidate DataM DataS WBAck

M hit hit send PutM / MI send WB / I - - -
S hit send GetM / IM / I send InvAck / I - - -
I send GetS / IS send GetM / IM - send InvAck - - -

IS stall stall stall send InvAck / ISI - / S -
IM stall stall stall send InvAck / M - -
MI stall stall stall send InvAck - - / I
ISI stall stall stall send InvAck - hit / I -

Table A.5: Sample accelerator L1 for use with two-level accelerator cache.

have a long latency to the directory, as in our test system; it also eases sharing between

accelerators and reduces the number of messages to the host. M state exactly tracks a single

L1 owner, while S and MOS perform inexact (overly conservative) sharer tracking. For

ease of reading, we omit information about owner/sharer tracking from this table in this

dissertation, but it available in the HTML version.

The majority of states and transitions are self-explanatory, but we mention a few less

intuitive cases. First, when a block is in S at the L2 and an accelerator makes a store, the L2

must first invalidate all sharers before passing the GetM message to the Crossing Guard.

This is because the semantics of the Crossing Guard interface guarantee that a Get request

implicitly relinquishes any permissions the accelerator had for that block. While this

prevents concurrently invalidating the L1s while waiting for the DataM from the directory,

it simplifies the Crossing Guard interface, which we consider more desirable.

The other design decision we make is to do single-message Put messages from the L1s

to the L2. This makes Invalidate / Put races between the L1s and L2 tricky, because we

cannot nack a late Put. We resolve this by considering the L1 no longer to own the block as

soon as it sends the Put. Then, if we receive a Put when expecting a WB, we simply go into

an -i state to sink the late InvAck.

Similarly, if an Invalidate from the L2 is answered by an InvAck, a race has clearly occurred.

We know that the Invalidate must have raced with the DataM on the unordered network.

We handle this case by resending the InvAck until a WB response is seen.
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A.3 Full State Crossing Guard

The Full State Crossing Guard keeps state for all blocks held by the accelerator, along with

handling requests from the accelerator and the host. It is able to keep exact state because

accelerators must notify the Crossing Guard whenever they evict a block, even in S state.

The Full State Crossing Guard is in many ways similar to the private caches in the baseline

protocols. In our discussion, we focus on the differences.

One difference between Crossing Guard implementations and more traditional host

protocols is that Crossing Guard state machines must ensure that a transition is imple-

mented for every accelerator message in every Crossing Guard state – even though the

majority of these messages will never occur in a correct protocol. This allows the Crossing

Guard to be fault tolerant, by reporting errors on these transitions. In addition, Crossing

Guard includes a Recover event, which occurs when too long has passed since Crossing

Guard has sent a request to the accelerator. In cases where the accelerator does not respond

within the time limit, the Recover event triggers a transition that takes the action that would

have happened if the accelerator had responded appropriately. This may involve sending a

message to the host, potentially with dummy data such as all zeroes; since there is already

clearly a bug in the accelerator cache, the data should not be trusted in any case. Crossing

Guard notifies the OS, which can take an appropriate action in accordance with OS policy.

Another major difference between both Full State and Transactional Crossing Guard

and the baseline is that the Crossing Guard controllers handle enforcing page permissions.

These permissions are looked up on the initial access to a block, then stored with coherence

entries in the Crossing Guard afterwards, whether in the cache line or buffers such as

MSHRs. In some cases, transitions are determined based on this permission. We therefore

indicate in our tables with _R for read-only addresses and _RW for read-write addresses.

We believe this is a novel factor in cache controller design.
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A.3.1 Interaction with Hammer-like

The Full State Crossing Guard for Hammer-like is shown in Tables A.7 (accelerator mes-

sages), A.8 (host messages), and A.9 (events at Crossing Guard). Alternately, the complete

table is online in interactive HTML format at http://research.cs.wisc.edu/multifacet/

theses/lena_olson_phd/XG1_hammer_full/CrossingGuard_table.html. It resembles the

Hammer private cache controller in many ways, but there are some notable differences.

First, as mentioned, permissions are stored with each block. These permissions some-

times determine action taken on a transition; for example, if a block is in M_R at the

Crossing Guard, it must be in S at the accelerator because blocks in read-only state cannot

be owned by the accelerator. Thus, on an incoming Fwd GetS Merged request, the Crossing

Guard can simply respond with data without having to contact the accelerator.

The second difference is that there are potential race conditions between the accelerator

and the host, and these can lead to states where both the accelerator and host have requests

open. In general, we indicate these with a state ending in i, to indicate that the controller

is waiting to sink an InvAck from the accelerator.

Third, the O state is problematic for Crossing Guard, because the narrow interface to

the accelerator does not provide a means of making downgrade requests. The accelerator

cannot remain in an exclusive state, so Crossing Guard asks it to Invalidate. That means the

accelerator cache no longer has the block at all, so the Crossing Guard should evict it as

well. Therefore, if a block is in M_RW and Crossing Guard receives a Fwd GetS Merged, it

retrieves the block from the accelerator and then logically transitions to O and sends data

to other caches, then immediately transitions to OI and sends a Put to the directory. For

blocks in M_R, this is not an issue: the accelerator must already have the block in S state,

so Crossing Guard can simply transition to OI_R and immediately send the data to the

requestors.

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/CrossingGuard_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG1_hammer_full/CrossingGuard_table.html
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GetS GetM PutS PutE PutM InvAck WB Clean WB
I_None Error Error Error Error Error Error Error Error

I_R send GetS /
IS_R Error Error Error Error Error Error Error

I_RW send GetS /
IS_RW

send GetM /
IM_RW Error Error Error Error Error Error

S_R Error Error send WBAck /
I_R Error Error Error Error Error

S_RW Error send GetM /
IM_RW

send WBAck /
I_RW Error Error Error Error Error

O_R Error Error Error Error
send Put

send WBAck /
OI_R

Error Error Error

M_R Error Error
send Put

send WBAck /
MI_R

Error Error Error Error Error

M_RW Error Error Error
send Put

send WBAck /
MI_RW

send Put
send WBAck /

MI_RW
Error Error Error

IS_R Error Error Error Error Error Error Error Error
IS_RW Error Error Error Error Error Error Error Error
IE_RW Error Error Error Error Error Error Error Error
IM_R Error Error Error Error Error Error Error Error

IM_RW Error Error Error Error Error Error Error Error
II_R recycle Error Error Error Error Error Error Error

II_RW recycle recycle Error Error Error Error Error Error
OI_R recycle Error Error Error Error Error Error Error

OI_RW recycle recycle Error Error Error Error Error Error
MI_R recycle Error Error Error Error Error Error Error

MI_RW recycle recycle Error Error Error Error Error Error

SF_R Error Error
send WBAck
send Ack /

Ii_R
Error Error send Ack /

I_R Error Error

SF_RW Error recycle
send WBAck
send Ack /

Ii_RW
Error Error send Ack /

I_RW Error Error

OF_R Error Error
send WBAck
send Data /

Ii_R
Error Error send Data /

I_R Error Error

MF_R Error
send WBAck

send DataM Dirty /
Ii_R

Error Error send DataM Dirty /
I_R Error Error

MF_RW Error Error Error
send WBAck

send DataM Dirty /
Ii_RW

send WBAck
send DataM Dirty /

Ii_RW
Error send DataM Clean /

I_RW
send DataM Dirty /

I_RW

SR_R Error Error send WBAck /
Ii_R Error Error / I_R Error Error

SR_RW Error recycle send WBAck /
Ii_RW Error Error / I_RW Error Error

OR_R Error Error send Put /
OIi_R Error Error send Put /

OI_R Error Error

MR_R Error Error send WBAck Error Error send Put /
MI_R Error Error

MR_RW Error Error Error
send WBAck
send Put /

MIi_RW

send WBAck
send Put /

MIi_RW
Error send Put /

MI_RW
send Put /

MI_RW

MO_RW Error Error Error
send WBAck
send DataS /

OIi_RW

send WBAck
send DataS /

OIi_RW
Error send DataS /

OI_RW
send DataS /

OI_RW

Ii_R Error Error Error Error Error / I_R Error Error
Ii_RW Error Error Error Error Error / I_RW Error Error
IIi_R Error Error Error Error Error / II_R Error Error

IIi_RW Error Error Error Error Error / II_RW Error Error
OIi_R Error Error Error Error Error / OI_R Error Error

OIi_RW Error Error Error Error Error / OI_RW Error Error
MIi_RW Error Error Error Error Error / MI_RW Error Error

Table A.7: Transition Table for Hammer-like Full State Crossing Guard, Part 1: events
generated by accelerator messages.
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Fwd
GetS Fwd GetS Merged Fwd

GetM
Data
Clean

Data
Dirty

DataS
Clean

DataS
Dirty

DataM
Clean

DataM
Dirty

WB
Ack

WB
Nack

I_None send Ack - send Ack - - - - - - - -
I_R send Ack - send Ack - - - - - - - -

I_RW send Ack - send Ack - - - - - - - -

S_R send Ack - send Inv /
SF_R - - - - - - - -

S_RW send Ack - send Inv /
SF_RW - - - - - - - -

O_R send DataS send DataS + Acks send Inv /
OF_R - - - - - - - -

M_R send Inv /
MF_R

send DataS + Acks /
O_R

send Inv /
MF_R - - - - - - - -

M_RW send Inv /
MF_RW

send Inv /
MO_RW

send Inv /
MF_RW - - - - - - - -

IS_R send Ack - send Ack incAcks - incAcks incAcks /
IM_R

incAcks /
IM_R incAcks - -

IS_RW send Ack - send Ack incAcks - incAcks incAcks /
IE_RW

incAcks /
IM_RW incAcks - -

IE_RW - - - - - - - - incAcks - -
IM_R send Ack - send Ack - - - - - incAcks - -

IM_RW send Ack - send Ack incAcks /
IE_RW incAcks - incAcks /

IE_RW incAcks incAcks - -

II_R send Ack - send Ack - - - - - - send Unblock /
I_R / I_R

II_RW send Ack - send Ack - - - - - - send Unblock /
I_RW / I_RW

OI_R send DataS send DataS + Acks send Data /
II_R - - - - - - send Data to Dir /

I_R -

OI_RW send DataS send DataS + Acks send Data /
II_RW - - - - - - send Data to Dir /

I_RW -

MI_R send DataS /
OI_R

send DataS + Acks /
OI_R

send Data /
II_R - - - - - - send Data to Dir /

I_R -

MI_RW send DataS /
OI_RW

send DataS + Acks /
OI_RW

send Data /
II_RW - - - - - - send Data to Dir /

I_RW -

SF_R - - - - - - - - - - -
SF_RW - - - - - - - - - - -
OF_R - - - - - - - - - - -
MF_R - - - - - - - - - - -

MF_RW - - - - - - - - - - -
SR_R send Ack - / SF_R - - - - - - - -

SR_RW send Ack - / SF_RW - - - - - - - -
OR_R send DataS send DataS + Acks / OF_R - - - - - - - -

MR_R / MF_R send DataS + Acks /
OR_R / MF_R - - - - - - - -

MR_RW / MF_RW / MO_RW / MF_RW - - - - - - - -
MO_RW - - - - - - - - - - -

Ii_R send Ack - send Ack - - - - - - - -
Ii_RW send Ack - send Ack - - - - - - - -

IIi_R send Ack - send Ack - - - - - - send Unblock /
Ii_R / Ii_R

IIi_RW send Ack - send Ack - - - - - - send Unblock /
Ii_RW / Ii_RW

OIi_R send DataS send DataS + Acks send Data /
IIi_R - - - - - - send Data to dir /

Ii_R -

OIi_RW send DataS send DataS + Acks send Data /
IIi_RW - - - - - - send Data to dir /

Ii_RW -

MIi_RW send DataS /
OIi_RW

send DataS + Acks /
OIi_RW

send Data /
IIi_RW - - - - - - send Data to dir /

Ii_RW -

Table A.8: Transition Table for Hammer-like Full State Crossing Guard, Part 2: events
generated by host messages.
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All Acks Replacement Recover
I_None - - -

I_R - - -
I_RW - - -
S_R - send Inv /

SR_R -

S_RW - send Inv /
SR_RW -

O_R - send Inv /
OR_R -

M_R - send Inv /
MR_R -

M_RW - send Inv /
MR_RW -

IS_R
send DataS

send UnblockS /
S_R

-

IS_RW
send DataS

send UnblockS /
S_RW

-

IE_RW
send DataE

send UnblockM /
M_RW

-

IM_R
send DataS

send UnblockM /
M_R

-

IM_RW
send DataM

send UnblockM /
M_RW

-

II_R - - -
II_RW - - -
OI_R - - -

OI_RW - - -
MI_R - - -

MI_RW - - -

SF_R - -
Error

send Ack /
I_R

SF_RW - -
Error

send Ack /
I_RW

OF_R - -
Error

send Data /
I_R

MF_R - -
Error

send DataM Clean /
I_R

MF_RW - -
Error

send DataM Dirty /
I_RW

SR_R - - Error/
I_R

SR_RW - - Error/
I_RW

OR_R - -
Error

send Put /
OI_R

MR_R - -
Error

send Put /
MI_R

MR_RW - -
Error

send Put /
MI_RW

MO_RW - -
Error

send DataS All Acks /
OI_RW

Ii_R - - Error/
I_R

Ii_RW - - Error/
I_RW

IIi_R - - Error/
II_R

IIi_RW - - Error/
II_RW

OIi_R - - Error/
OI_R

OIi_RW - - Error/
OI_RW

MIi_RW - - Error/
MI_RW

Table A.9: Transition Table for Hammer-like Full State Crossing Guard, Part 3: events at
Crossing Guard.
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A.3.2 Interaction with MESI Inclusive

We show the tables for Full State Crossing Guard with the MESI Inclusive in Tables

A.10, A.11, and A.12, or online at http://research.cs.wisc.edu/multifacet/theses/

lena_olson_phd/XG2_inc_full/CrossingGuard_table.html. Full State Crossing Guard

for MESI Inclusive is straightforward. In this table, we use implicit dirty bits; thus, a

Writeback request may be dirty or clean. This dirty bit is faithfully replicated in the message

to the host, but left out of the table for the sake of simplicity. The inclusion of GetInst in

the host protocol means that blocks are never in exclusive states when they have read-only

page permissions. There is also no owned non-exclusive state. Thus, the transition table

for the Full State Crossing Guard is very similar to the one for the private cache, with the

addition of a few race condition states and states for storing the future action needed, since

the accelerator must be contacted before responding to the host in some cases (e.g., when a

Writeback arrives from the accelerator, MF_RW indicates the Crossing Guard had received

in Invalidate, MFS_RW indicates it was a Fwd GetS, and MFM_RW indicates it was a Fwd

GetM).

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc_full/CrossingGuard_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc_full/CrossingGuard_table.html
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GetS GetM PutS PutM InvAck Writeback
I_None Error Error Error Error Error Error

I_R send GetS Only /
IS_R Error Error Error Error Error

I_RW send GetS /
IS_RW

send GetM /
IM_RW Error Error Error Error

S_R Error Error send WBAck /
I_R Error Error Error

S_RW Error send GetM /
IM_RW

send WBAck /
I_RW Error Error Error

M_RW Error Error Error
send WBAck
send Put /

MI_RW
Error Error

IS_R Error Error Error Error Error Error
IS_RW Error Error Error Error Error Error
IM_RW Error Error Error Error Error Error
MI_RW recycle recycle Error Error Error Error

SF_R Error Error
send WBAck
send Ack /

Ii_R
Error send Ack

/ I_R

Error
send Ack /

I_R

SF_RW Error recycle
send WBAck
send Ack /

Ii_RW
Error send Ack /

I_RW

Error
send Ack /

I_RW

MF_RW Error Error Error
send WBAck

send Data to dir /
Ii_RW

Error
send Data to dir /

I_RW

send Data to dir /
I_RW

MFS_RW Error Error Error

send WBAck
send Data to dir

send Data to req /
Ii_RW

Error
send Data to dir

send Data to req /
I_RW

send Data to dir
send Data to req /

I_RW

MFM_RW Error Error Error
send WBAck

send Data to req /
Ii_RW

Error
send Data to req /

I_RW

send Data to req /
I_RW

SR_R Error Error send WBAck /
Ii_R Error / I_R Error/

I_R

SR_RW Error recycle send WBAck /
Ii_RW Error / I_RW Error/

I_RW

MR_RW Error Error Error
send WBAck
send Put /

MIi_RW

Error
send Put /

MI_RW

send Put /
MI_RW

ISI_R Error Error Error Error Error Error
ISI_RW Error Error Error Error Error Error

SINK_RW recycle recycle Error Error Error Error

Ii_R Error Error Error Error / I_R Error/
I_R

Ii_RW Error Error Error Error / I_RW Error/
I_RW

MIi_RW Error Error Error Error / MI_RW Error/
MI_RW

SINKi_RW Error Error Error Error / SINK_RW Error/
SINK_RW

Table A.10: Transition Table for MESI Inclusive Full State Crossing Guard, Part 1: events
generated by accelerator messages.
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Invalidate Fwd
GetS

Fwd
GetM Data DataM

Data
from

L1

Data
All

Acks

Fwd
Ack

WB
Ack

I_None send Ack - - - - - - - -
I_R send Ack - - - - - - - -

I_RW send Ack - - - - - - - -

S_R send Inv /
SF_R - - - - - - - -

S_RW send Inv /
SF_RW - - - - - - - -

M_RW send Inv /
MF_RW

send Inv /
MFS_RW

send Inv /
MFM_RW - - - - - -

IS_R send Ack /
ISI_R - - - -

send DataS
send UnblockS /

S_R

send DataS /
S_R - -

IS_RW send Ack /
ISI_RW - - -

send DataM
send UnblockM /

M_RW

send DataS
send UnblockS /

S_RW

send DataS /
S_RW - -

IM_RW send Ack - - incAcks
send DataM

send UnblockM /
M_RW

send DataM
send UnblockM /

M_RW

send DataM
send UnblockM /

M_RW
incAcks -

MI_RW send Data to dir /
SINK_RW

send Data to dir
send Data to req /

SINK_RW

send Data to req /
SINK_RW - - - - - / I_RW

SF_R - - - - - - - - -
SF_RW - - - - - - - - -
MF_RW - - - - - - - - -

MFS_RW - - - - - - - - -
MFM_RW - - - - - - - - -

SR_R / SF_R - - - - - - - -
SR_RW / SF_RW - - - - - - - -
MR_RW / MF_RW / MFS_RW / MFM_RW - - - - - -

ISI_R send Ack - - - -
send UnblockS

send GetS Only /
IS_R

send GetS Only /
IS_R - -

ISI_RW send Ack - - -
send DataM

send UnblockM /
M_RW

send UnblockS
send GetS /

IS_RW

send GetS /
IS_RW - -

SINK_RW - - - - - - - - / I_RW
Ii_R send Ack - - - - - - - -

Ii_RW send Ack - - - - - - - -

MIi_RW send Data to dir /
SINKi_RW

send Data to dir
send Data to req /

SINKi_RW

send Data to req /
SINKi_RW - - - - - / Ii_RW

SINKi_RW send Ack - - - - - - - / Ii_RW

Table A.11: Transition Table for MESI Inclusive Full State Crossing Guard, Part 2: events
generated by host messages.
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All Acks Replacement Recover
I_None - - -

I_R - - -
I_RW - - -
S_R - send Inv /

SR_R -

S_RW - send Inv /
SR_RW -

M_RW - send Inv /
MR_RW -

IS_R - -
IS_RW - -

IM_RW
send DataM

send UnblockM /
M_RW

-

MI_RW - - -

SF_R - -
Error

send Ack /
I_R

SF_RW - -
Error

send Ack /
I_RW

MF_RW - -
Error

send Data to dir /
I_RW

MFS_RW - -
Error

send Data to dir
send Data to req /

I_RW

MFM_RW - -
Error

send Data to req /
I_RW

SR_R - - Error/
I_R

SR_RW - - Error/
I_RW

MR_RW - -
Error

send Put /
MI_RW

ISI_R - - -
ISI_RW - - -

SINK_RW - - -
Ii_R - - Error/

I_R
Ii_RW - - Error/

I_RW
MIi_RW - - Error/

MI_RW
SINKi_RW - - Error/

SINK_RW

Table A.12: Transition Table for MESI Inclusive Full State Crossing Guard, Part 3: events at
Crossing Guard.
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A.4 Transactional Crossing Guard

Transactional Crossing Guard keeps only information about open transactions – instances

where the host and/or accelerator has made a request, but not yet received all responses.

It thus relies on properties of the host protocol to maintain safety, as discussed in detail in

Chapter 5. In particular, Crossing Guard cannot generally determine which variants of Get,

Put, and InvAck/Clean Writeback/Dirty Writeback are appropriate, since that knowledge

relies on accelerator block stable state. Thus, the host protocol must be able to tolerate a

GetM or GetS request for a block the accelerator should own in M, or a PutM request for a

block it does not own.

Transactional Crossing Guard is able to block some incorrect coherence messages. For

example, if there is an open Get or Put request, it will detect the error on further Put

messages. It is also sometimes able to determine that a response type is incorrect; in the

Hammer-like protocol, a Fwd GetS Merged request can only be sent to an owner, so InvAck

as a reply to the Invalidate is necessarily an error.

The states of Transactional Crossing Guard are not as self-explanatory as for Full State

Crossing Guard, which closely matched the private caches of the baseline protocols. This

is because some of these states might represent multiple transient states in a Full State

version. We explain them further below.

A.4.1 Interaction with Hammer-like

We show the tables for Transactional Crossing Guard with the Hammer-like protocol

in Tables A.13, A.14, and A.15, or online at http://research.cs.wisc.edu/multifacet/

theses/lena_olson_phd/XG2_hammer/CrossingGuard_table.html.

One feature of the Hammer-like protocol is that the directory does not do sharer tracking,

so many messages are broadcast to the accelerator even if there is no chance that it holds the

block. In Transactional Crossing Guard, some of these must be forwarded to the accelerator

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_hammer/CrossingGuard_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_hammer/CrossingGuard_table.html
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to see if it holds the block, even when it never has. We discuss some optimizations to

prevent this.

First, we explain the states of Transactional Crossing Guard, since they are considerably

different than for Full State Crossing Guard or the host private caches.

• I_None, I_R, and I_RW indicate that there is no open transaction for the block, and

no buffers allocated for it. In addition, I_None indicates that the block is not at the

accelerator, I_R indicates that it is in at most a shared state, and I_RW indicates it

might be in a stable owned state. With this information, some host requests (such as

Fwd GetM) can be immediately acked, without consulting the accelerator, because it

could not hold the block in a conflicting state. This is especially important with the

Hammer-like protocol, since it broadcasts Forward requests to all caches. For blocks

associated with processes the accelerator is not running, or blocks associated with

the accelerator process but that which have never been accessed by the accelerator,

the permissions will be I_None, since Border Control will not have populated the

Protection Table for that page. This allows considerable performance optimization.

• IS_R and IS_RW indicate that the accelerator has requested a block in shared state,

but the host has not yet responded. It corresponds directly to the host and Full State

Crossing Guard states of the same name. Because the host directory or other caches

may respond with generic Data, Crossing Guard needs to remember whether the

request was for shared or exclusive data.

• IE_RW indicates that the accelerator has requested the block in exclusive state, and

has received clean data from the host but not yet all acks.

• IM_RW indicates that the accelerator has requested the block in exclusive state, but

has not yet received data and/or all acks.
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• XI_R and XI_RW indicate that the host has sent a Fwd GetS or Fwd GetM request, but

the accelerator has not yet responded to the corresponding Invalidate. Upon receipt of

an InvAck, Crossing Guard will forward an ack to the requesting cache. On receipt of a

Writeback, Crossing Guard forwards the data to the requesting cache in exclusive state.

This occurs even if the request was only for a shared block, because the Hammer-like

protocol optimizes for the common producer-consumer sharing pattern. This state

may time out.

• XIM_RW indicates that the host has sent a Fwd GetS Merged, but the accelerator has

not responded to the corresponding Invalidate. Upon receipt of a Writeback, Crossing

Guard will forward the data in a shared state to the requestor(s). This will leave it

logically in O relative to the directory, which is not an allowed state; therefore, the

Crossing Guard immediately also sends a Put to the directory to relinquish ownership.

This state may time out.

• MI_RW and EI_RW indicate that the accelerator has sent a PutE/PutM to the Crossing

Guard and been acked, and a Put forwarded to the directory, but that the directory

has not yet responded with an ack.

• S_R and S_RW indicate that Crossing Guard was in XI but then received a racing Put

before the expected InvAck or Writeback. Thus, Crossing Guard is idle with respect to

the host, but needs to wait to (S)ink the accelerator InvAck. This state may time out.

• XII_RW indicates that Crossing Guard did a Put to the host directory, but it raced

with a forwarded request. Crossing Guard has thus relinquished ownership of the

data, but still holds a copy until it receives an Ack or Nack from the directory. On an

Ack it must also unblock to the directory.

• SMI_RW indicates that Crossing Guard was in XIM but then received a racing Put

before the expected Writeback. It thus forwards the data to the host, but must wait for
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both an InvAck from the accelerator as well as an Ack or Nack from the directory. This

state may time out.

• SMII_RW indicates that Crossing Guard was in SMI_RW and then got an additional

racing Fwd GetM message and has thus sent its copy of the data to the requestor. It

is now waiting for an Ack or Nack from the directory, as well as an InvAck from the

accelerator.

GetS GetM PutS PutE PutM InvAck WB
Clean WB

I_None Error Error Error Error Error Error Error Error

I_R send GetS_only /
IS_R Error send WBAck Error Error Error Error Error

I_RW send GetS /
IS_RW

send GetM /
IM_RW send WBAck

send WBAck
send Put /

EI_RW

send WBAck
send Put /

MI_RW
Error Error Error

IS_R Error Error Error Error Error Error Error Error
IS_RW Error Error Error Error Error Error Error Error
IE_RW Error Error Error Error Error Error Error Error
IM_RW Error Error Error Error Error Error Error Error

XI_R recycle Error
send WBAck
send Ack /

S_R
Error Error send Ack /

I_R
Error/

I_R
Error/

I_R

XI_RW recycle recycle
send WBAck
send Ack /

S_RW

send WBAck
send DataM Clean /

S_RW

send WBAck
send DataM Dirty /

S_RW

send Ack /
I_RW

send DataM Clean /
I_RW

send DataM Dirty /
I_RW

XIM_RW Error Error Error

send WBAck
send DataS All Acks

send Put/
SMI_RW

send WBAck
send DataS All Acks

send Put /
SMI_RW

Error
send DataS All Acks

send Put /
MI_RW

send DataS All Acks
send Put /

EI_RW

send DataS All Acks
send Put /

MI_RW

EI_RW recycle recycle Error Error Error Error Error Error
MI_RW recycle recycle Error Error Error Error Error Error

S_R Error Error Error Error Error / I_R Error/
I_R

Error/
I_R

S_RW Error Error Error Error Error / I_RW /Error/
I_RW

Error/
I_RW

XII_RW recycle recycle Error Error Error Error Error Error
SMI_RW Error Error Error Error Error / MI_RW / EI_RW / MI_RW
SMII_RW Error Error Error Error Error / XII_RW / XII_RW / XII_RW

Table A.13: Transition Table for Hammer-like Transactional Crossing Guard, Part 1: events
generated by accelerator messages.
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Fwd
GetS
Only

Fwd
GetS

Fwd
GetS

Merged

Fwd
GetM

Data
Clean

Data
Dirty

DataS
Clean

DataM
Clean

DataM
Dirty

Fwd
Ack

WB
Ack

WB
Nack

I_None send Ack send Ack - send Ack - - - - - - - -

I_R send Ack send Ack - send Inv /
XI_R - - - - - - - -

I_RW send Inv /
XIM_RW

send Inv /
XI_RW

send Inv /
XIM_RW

send Inv /
XI_RW - - - - - - - -

IS_R send Ack send Ack - send Ack incAcks - incAcks - - incAcks - -

IS_RW send Ack send Ack Error
send DataS All Acks send Ack incAcks - incAcks incAcks /

IE_RW
incAcks /
IM_RW incAcks - -

IE_RW - - Error
send DataS All Acks - Error

incAcks
Error

incAcks
Error

incAcks
Error

incAcks
Error

incAcks incAcks - -

IM_RW send Ack send Ack Error
send DataS All Acks send Ack incAcks /

IE_RW incAcks Error
incAcks

incAcks /
IE_RW incAcks incAcks - -

XI_R - - - - - - - - - - - -
XI_RW - - - - - - - - - - - -

XIM_RW - - - - - - - - - - - -

EI_RW send DataS send DataS send DataS All Acks send Data Clean /
XII_RW - - - - - - send Data Clean /

I_RW
Error/
I_RW

MI_RW send DataS send DataS send DataS All Acks send Data Dirty /
XII_RW - - - - - - send Data Dirty /

I_RW / I_RW

S_R send Ack send Ack - send Ack - - - - - - - -
S_RW send Ack send Ack - send Ack - - - - - - - -

XII_RW send Ack send Ack - send Ack - - - - - - send Unblock /
I_RW

Error/
I_RW

SMI_RW send DataS send DataS send DataS All Acks send Data Dirty /
SMII_RW - - - - - - send Data Dirty /

S_RW
Error/
S_RW

SMII_RW send Ack send Ack - send Ack - - - - - - send Unblock /
S_RW / I_RW

Table A.14: Transition Table for Hammer-like Transactional Crossing Guard, Part 2: events
generated by host messages.

All Acks Recover
I_None - -

I_R - -
I_RW - -

IS_R
send DataS

send UnblockS /
I_R

-

IS_RW
send DataS

send UnblockS /
I_RW

-

IE_RW
send DataE

send UnblockM /
I_RW

-

IM_RW
send DataM

send UnblockM /
I_RW

-

XI_R -
Error

send Ack /
I_R

XI_RW -
Error

send Ack /
I_RW

XIM_RW -
Error

send Data All Acks
send Put /

MI_RW
EI_RW - -
MI_RW - -

S_R - Error/
I_R

S_RW - Error/
I_RW

XII_RW - -
SMI_RW - Error/

MI_RW
SMII_RW - Error/

XII_RW

Table A.15: Transition Table for Hammer-like Transactional Crossing Guard, Part 3: events
at Crossing Guard.
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A.4.2 Interaction with MESI Inclusive

We show the tables for Transactional Crossing Guard with the MESI Inclusive protocol

in Tables A.16, A.17, and A.18, or online at http://research.cs.wisc.edu/multifacet/

theses/lena_olson_phd/XG2_inc/CrossingGuard_table.html. The Transactional Cross-

ing Guard for MESI Inclusive host protocol is similar to that of the Hammer-like protocol,

but requires somewhat different states because of the different semantics on messages such

as Forward requests. This protocol does conservative sharer tracking, so there are many

fewer Forward requests for blocks the accelerator has never had. Therefore, unlike in the

Hammer-like protocol, there should generally be no Forward requests to blocks with no

permissions. The only exception to this is that if the Border Control state is cleared and

the caches flushed, the directory may not know that read-only blocks no longer reside at

the accelerator, and in this case Crossing Guard should simply ack all requests, as in the

Hammer-like protocol.

One difficulty with MESI Inclusive is that the recipient of the response to an Invalidate

request from the directory depends on the block stable state at the accelerator. If the

accelerator should have been in an idle or shared state, the expected response is to send

an Ack to the requesting sibling cache, because the directory sends Invalidates to potential

sharers. However, if the accelerator should have been in an exclusive state, the Invalidate

occurs because the L2 wants to replace the block in its own cache, and needs the owner

to write back its copy. Thus, the error state in A.1 in SS_MB, which corrects for the case

where the accelerator causes Crossing Guard to send Data to the accelerator by having

the directory then send an extra Ack to the requestor. (The converse case, where Crossing

Guard sends an Ack to the requestor instead of Data to the directory, is not a problem,

because in that case the requestor is the directory; the previously mentioned changes to

treat Data and Acks as equivalent when counting responses eliminates the problem.)

We discuss the states briefly below.

http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc/CrossingGuard_table.html
http://research.cs.wisc.edu/multifacet/theses/lena_olson_phd/XG2_inc/CrossingGuard_table.html
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• I_None, I_R, I_RW indicate that Crossing Guard is storing no information about

the block, as in the Hammer-like case. However, the permissions can be used to

determine whether it is necessary to Invalidate the accelerator on forwarded requests.

• XI_R and XI_RW indicate that Crossing Guard has received an Invalidate request from

the host, which it has forwarded to the accelerator. Upon the accelerator response,

Crossing Guard responds with an Ack to the requestor or by sending Data to the

directory. This state may time out.

• XIS_RW indicates that Crossing Guard has received a forwarded GetS and has sent

an Invalidate to the accelerator. Upon the accelerator response, Crossing Guard sends

the data to both the directory and the requestor, and the requesting cache receives it in

a shared state. Unlike in the Hammer-like equivalent, MESI Inclusive has no O state,

so the accelerator is logically in S before silently invalidating, from the perspective of

the host directory. This state may time out.

• XIM_RW indicates that Crossing Guard has received a forwarded GetM request and

has sent an Invalidate to the accelerator. Upon the accelerator response, Crossing

Guard sends the data to the requestor, which will receive it in an exclusive state. This

state may time out.

• IV_R and IV_RW indicate that the accelerator has made a request for a block in

shared state (IV_R) or exclusive state (IV_RW), and Crossing Guard has sent the

request to the directory, but the directory has not yet responded.

• IVS_RW indicates that the accelerator had RW permissions, but made a GetS request,

which has been forwarded to the directory, and is waiting for a response.

• IVSI_RW indicates that Crossing Guard was expecting data in S, but instead received

an Invalidate request. In this case, as in Full State Crossing Guard and the host L1,

there is no way for the Transactional Crossing Guard to determine the order in which
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the Invalidate and Data were sent by the directory. There is no easy way to allow a

single load if the data is forwarded to the accelerator, so instead Crossing Guard waits

until it receives the data, then silently invalidates it and immediately re-requests it

from the directory.

• MI_RW indicates that the accelerator has made an exclusive Put request, which has

been forwarded to the directory, but the directory has not yet responded. Unlike the

Hammer-like protocol, MESI Inclusive does a single-phase commit and sends data

along with the Put message, so this state simply waits for a Writeback Ack.

• S_R and S_RW are states for sinking InvAck and Writeback Ack responses from the

accelerator, and occur if Crossing Guard sends an Invalidate to the accelerator at the

same time as the accelerator makes a Put request. This state may time out.

• SD_RW is a state for sinking a Writeback Ack from the host, and can occur if a Put

from Crossing Guard races with an Invalidate or forward request from the directory.
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GetS GetM PutS PutM InvAck Writeback
I_None Error Error Error Error Error Error

I_R send GetS Only /
IV_R Error send WBAck Error Error Error

I_RW send GetS /
IVS_RW

send GetM /
IV_RW send WBAck

send WBAck
send Put /

MI_RW
Error Error

XI_R recycle Error
send WBAck
send Ack /

S_R
Error send Ack /

I_R Error

XI_RW recycle recycle
send WBAck
send Ack /

S_RW

send WBAck
send Data to dir /

S_RW

send Ack /
I_RW

send Data to dir/
I_RW

XIS_RW Error Error Error

send WBAck
send Data to dir

send Data to req /
S_RW

Error
send Data to dir

send Data to req /
I_RW

send Data to dir
send Data to req /

I_RW

XIM_RW Error Error Error
send WBAck

send Data to req /
S_RW

Error
send Data to req /

I_RW

send Data to req /
I_RW

IV_R Error Error Error Error Error Error
IV_RW Error Error Error Error Error Error

IVS_RW Error Error Error Error Error Error
IVSI_RW Error Error Error Error Error Error
MI_RW recycle recycle Error Error Error Error

S_R Error Error Error Error / I_R Error
S_RW Error Error Error Error / I_RW / I_RW

SD_RW recycle recycle Error Error Error Error

Table A.16: Transition Table for MESI Inclusive Transactional Crossing Guard, Part 1: events
generated by accelerator messages.

Invalidate Fwd
GetS

Fwd
GetM Data DataM

Data
from

L1

Data
All

Acks

Fwd
Ack

WB
Ack

I_None - - - - - - - - -

I_R send Inv /
XI_R - - - - - - - -

I_RW send Inv /
XI_RW

send Inv /
XIS_RW

send Inv /
XIM_RW - - - - - -

XI_R - - - - - - - - -
XI_RW - - - - - - - - -

XIS_RW - - - - - - - - -
XIM_RW - - - - - - - - -

IV_R send Ack - - - -
send DataS

send UnblockS /
I_R

send DataS /
I_R - -

IV_RW send Ack
Error

send Data to dir
send Data to req

Error
send Data to req incAcks

send DataM
send UnblockM /

I_RW

send DataM
send UnblockM /

I_RW

send DataM
send UnblockM /

I_RW
incAcks -

IVS_RW send Ack /
IVSI_RW

Error
send Data to dir
send Data to req

Error
send Data to req -

send DataM
send UnblockM /

I_RW

send DataS
send UnblockS /

I_RW
- - -

IVSI_RW send Ack - - -
send DataM

send UnblockM /
I_RW

send UnblockS
send GetS /

IVS_RW

send GetS /
IVS_RW - -

MI_RW send Data to dir /
SD_RW

send Data to dir
send Data to req /

SD_RW

send Data to req /
SD_RW - - - - - / I_RW

S_R send Ack - - - - - - - -
S_RW send Ack - - - - - - - -

SD_RW send Ack - - - - - - - / I_RW

Table A.17: Transition Table for MESI Inclusive Transactional Crossing Guard, Part 2: events
generated by host messages.
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All Acks Recover
I_None - -

I_R - -
I_RW - -

XI_R -
Error

send Ack /
I_R

XI_RW -
Error

send Ack /
I_RW

XIS_RW -
Error

send Data to dir
send Data to req /

I_RW

XIM_RW -
Error

send Data to req /
I_RW

IV_R - -

IV_RW -
send DataM

send UnblockM /
I_RW

IVS_RW - -
IVSI_RW - -
MI_RW - -

S_R - Error/
I_R

S_RW - Error/
I_RW

SD_RW - -

Table A.18: Transition Table for MESI Inclusive Transactional Crossing Guard, Part 3: events
at Crossing Guard.
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B coherence protocol testing
It is notoriously difficult to write a correct coherence protocol [32]. Formal methods to

prove correctness, such as model checking, view the coherence protocol as a state machine

and then check each reachable state to ensure it satisfies coherence invariants, such as

single-writer / multiple-reader.

However, there are several major challenges with formal verification. First, the number

of possible global states is large, especially when states contain sharer vectors or otherwise

store extra data. Although it is possible to use symmetry to fight the state space explosion,

checking large protocols is still memory and time intensive. For heterogeneous protocols,

it may not be possible to make use of symmetry to the same extent.

Second, to make verification tractable, models in languages such as Murφ tend to

simplify the protocol [34]. For example, it is common to perform verification for a single

address and single block in the system. While working correctly for a single block is

necessary for a correct protocol, it is not sufficient; two blocks can form a cycle and produce

a deadlock even when the protocol works correctly for a single block. In addition, Murφ

implementations may not be able to model the interconnect between controllers, and

queueing effects and limited resources such as MSHRs can cause deadlocks.

An alternative or additional approach to formal verification is random testing, as

described by Wood et al. [98]. This approach is simulation based; in our case, all simulation

was performed in Ruby using gem5 [20]. The checker instantiates a cache hierarchy with

CPU and accelerator caches, but rather than hooking each cache to a core, it is attached to

the random tester. The tester performs action/check pairs on a small number of lines, to

ensure numerous coherence conflicts. The tester has a canonical view of memory. To check

correctness, the tester chooses a random core and performs a write to a random address,

and updates its own copy of memory. At a later time, it performs a read to that address

from the same or a different core, and compares the result with its expected value. If they
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do not match, the tester fails with an error indicating where the problem occurred. The

tester also checks for deadlock/livelock by tracking how long it has been since each request

is issued. Finally, there is also an error if a cache controller receives an unexpected message

and has no defined transition. With gem5’s ability to produce traces of cache events, it is

possible to debug coherence protocols efficiently.

In contrast to model checking, the random tester is probabilistic; it is expected that

all states will eventually be reached, but this may take a very long time. In practice, it is

not true that every state can be guaranteed to be reachable by the random tester without

careful thought behind cache configuration. For example, if the caches are larger than the

range of addresses checked by the random tester, replacements will never happen and any

errors in replacement logic will not be uncovered. We also found that at least one transition

occurred multiple times in the GPGPU workloads but never with the random tester. In

that case, it was due to messages arriving out of order between two levels of the hierarchy;

this is more likely when there is significant contention on some interconnect links, and the

random tester apparently did not put the same pressure on the accelerator caches as the

GPGPU workload did. This indicates that while the random tester is immensely valuable,

is does not provide guarantees about all transitions being reached.

B.1 Evaluating Coverage

As part of evaluating Crossing Guard, we ran the random tester extensively. In this section,

we discuss some of the more interesting results we found in terms of coverage.

B.1.1 Determining Reachable States

To determine coverage, it is necessary to know which states and transitions are possible.

However, this is very hard to do in practice; in fact, part of the appeal of the random tester

is to indicate whether there are missing transitions. As in prior work, we used knowledge
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of the specific coherence protocols to inform our coverage estimates; however, as such, the

list of reachable states may be incorrect.

For the baseline protocols, we began by assuming that any cache transition that was

implemented was reachable, on the assumption that the original protocol designers would

not have implemented impossible transitions. However, this assumption was not sound.

We hypothesize several reasons. First, it is easy to implement transitions if one is not sure

whether they are possible; this is easier than responding to bug reports later or simulation

crashes. Second, some of the protocols have been modified by many people since their

original implementation. Missing transitions are easily detected because they cause a crash;

however, extra implemented transitions may not be noticed because they do not affect

correctness. Thus, transitions or even entire states that are no longer reachable can persist

for long periods of time. The lack of documentation in the state machine files is a likely

contributor to this problem.

In our case, we found that a number of transitions and one state in MOESI Hammer

were no longer reachable. On inspection, some of these were obvious; e.g., there was no

transition into the unreachable state from any other state. Others were relatively easily

detected because they were easily tracked to a prior bug-fix that made them unnecessary

or where they were logically impossible (e.g., replacement had been implemented for a

number of transient states which did not hold a cache block as a resource). We therefore

removed these transitions.

Other transitions were more difficult. For example, there were several states in the

directory controller that we never reached, even with extensive testing, but where it was

not clear why the transitions into them had been implemented. In these cases, the directory

was waiting for memory to respond to a request for data, but there were also transitions

out of the state if an unblock arrived from a cache. Although we could not construct a case

where this is possible, it seemed dangerous to assume that it could happen, especially since

a prior programmer had included the transition in the controller. We ultimately removed
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it because we had never seen it occur and could not conceive of a case where it might.

B.1.2 Improving Coverage by Modifying Cache Settings

As mentioned above, some cache configurations (such as very large caches) may prevent

the tester from reaching all transitions. In particular, we found that very small or very

large caches resulted in different coverage patterns. Very large caches, or L1 caches that

were too large for their associated inclusive L2s, resulted in few or no replacements. On

the other hand, when any caches were too small, we saw few to no loads or stores (or

GetS/GetM requests from L1s to Crossing Guard / the L2) when the block was in stable

states, because any block that reached a stable state was immediately evicted. This shows

that it is important when running the random tester to ensure that reasonable cache sizes

are being simulated; in addition, it may quickly improve coverage if the cache sizes are

varied.

One surprising setting that improved coverage was to turn off the random message delay

setting for some runs. Intuitively, having a random message delay for each message would

improve coverage by insuring that sometimes messages arrive late. However, in cases where

one message takes a long path with multiple hops (with short latency when randomness is

turned off) and the other takes a single hop with high latency when randomness it turned

off, the ruby tester made it much more likely for the second message to arrive first. Running

at least a few iterations of the random tester with the random delay turned off improved

coverage.

B.1.3 Total Run Time

We ran these tests on a compute cluster to allow us to perform large numbers of load/store

pairs. We show the total run time per configuration in Table B.1. In general, we stopped

running tests for each configuration when we believed that continuing to run would not
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Host Protocol Configuration Run time
Hammer-like Single-Level, Full State XG 5.28 years
Hammer-like Two-level, Full State XG 2.51 years
Hammer-like Fuzz Tester, Full State XG 1.62 years
Hammer-like Single-Level, Transactional XG 3.17 years
Hammer-like Two-level, Transactional XG 1.38 years
Hammer-like Fuzz Tester, Transactional XG 5.30 years
MESI Inclusive Single-Level, Full State XG 133 days
MESI Inclusive Two-level, Full State XG 223 days
MESI Inclusive Fuzz Tester, Full State XG 287 days
MESI Inclusive Single-Level, Transactional XG 90 days
MESI Inclusive Two-level, Transactional XG 103 days
MESI Inclusive Fuzz Tester, Transactional XG 41 days
Total 21.68 years

Table B.1: Random tester total simulation times per configuration.

improve coverage; that is, when coverage reached 100% or where the remaining states were

ones we did not think were possible to reach with the tester.

B.1.4 Likelihood of Transitions

Some transitions are more likely than others. In particular, some transitions can only occur

as the result of a race between multiple caches; these transitions may be uncommon. If

these transitions lead to states that cannot otherwise be reached, the transitions out of

those states will likewise be rare. If further races are possible in these states, the resulting

transitions may be incredibly uncommon.

For each configuration, we plot a histogram of number of times each transition occurred,

summed over all test runs. Due to the large range in number of occurrences (e.g., some

configurations had common transitions that occurred over 100 billion times as well as

uncommon transitions that occurred a single time), we used a log scale on the y-axis.

To distinguish between transitions that occurred a single time and transitions that never

occurred, we mark never-seen transitions with a red x.
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B.1.5 Transition Coverage for Random Tester

Figure B.1: Coverage for Hammer-like host protocol, Full State Crossing Guard, and single-
level (left) and two-level (right) accelerator protocol.

Figure B.2: Coverage for Hammer-like host protocol, Transactional Crossing Guard, and
single-level (left) and two-level (right) accelerator protocol.
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Figure B.3: Coverage for MESI Inclusive host protocol, Full State Crossing Guard, and
single-level (left) and two-level (right) accelerator protocol.

Figure B.4: Coverage for MESI Inclusive host protocol, Transactional Crossing Guard, and
single-level (left) and two-level (right) accelerator protocol.
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B.1.6 Transition Coverage for Fuzz Tester

Figure B.5: Coverage for Hammer-like host protocol, pathological accelerator caches, and
Full State (left) and Transactional (right) Crossing Guard.

Figure B.6: Coverage for MESI Inclusive host protocol, pathological accelerator caches, and
Full State (left) and Transactional (right) Crossing Guard.
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[22] R. Callan, A. Zajić, and M. Prvulovic, “A practical methodology for measuring the side-channel

signal available to the attacker for instruction-level events,” in MICRO 47, Dec. 2014.

[23] M. Cekleov and M. Dubois, “Virtual-address caches part 1: Problems and solutions

in uniprocessors,” IEEE Micro, vol. 17, no. 5, September 1997. [Online]. Available:

http://dx.doi.org/10.1109/40.621215

[24] ——, “Virtual-address caches, part 2: Multiprocessor issues,” IEEE Micro, vol. 17, no. 6,

November 1997. [Online]. Available: http://dx.doi.org/10.1109/40.641599

[25] J. Chapin, M. Rosenblum, S. Devine, T. Lahiri, D. Teodosiu, and A. Gupta, “Hive:

Fault containment for shared-memory multiprocessors,” in Proc. of the 15th ACM

Symp. on Operating Systems Principles, Dec. 1995, pp. 12–25. [Online]. Available:

http://doi.acm.org/10.1145/224056.224059

[26] S. Che, M. Boyer, J. Meng, D. Tarjan, J. W. Sheaffer, S.-H. Lee, and K. Skadron, “Rodinia:

A benchmark suite for heterogeneous computing,” in Proceedings of the International

Symposium on Workload Characterization, October 2009, pp. 44–54. [Online]. Available:

http://dx.doi.org/10.1109/IISWC.2009.5306797

http://eprint.iacr.org/
http://gem5.org
http://www.microarch.org/micro46/files/keynote1.pdf
http://dx.doi.org/10.1109/40.621215
http://dx.doi.org/10.1109/40.641599
http://doi.acm.org/10.1145/224056.224059
http://dx.doi.org/10.1109/IISWC.2009.5306797


148

[27] S. Checkoway, R. Niederhagen, A. Everspaugh, M. Green, T. Lange, T. Ristenpart, D. J. Bern-

stein, J. Maskiewicz, H. Shacham, and M. Fredrikson, “On the practical exploitability of Dual

EC in TLS implementations,” in 23rd USENIX Security Symposium (USENIX Security 14), 2014,

pp. 319–335.

[28] J. Chen and G. Venkataramani, “CC-Hunter: Uncovering covert timing channels on shared

processor hardware,” in Proc. of the 47th Annual IEEE/ACM International Symp. on Microarchi-

tecture, Dec. 2014.

[29] G. Chrysos, “Intel® Xeon Phi coprocessor-the architecture,” Intel Whitepaper, 2014.

[30] R. R. Collins, “The Pentium F00F bug,” Doctor Dobb’s Journal of Software Tools, vol. 23, no. 5,

pp. 62, 64–66, May 1998.

[31] J. Demme, M. Maycock, J. Schmitz, A. Tang, A. Waksman, S. Sethumadhavan, and S. Stolfo,

“On the feasibility of online malware detection with performance counters,” in Proc. of the

40th Annual Intnl. Symp. on Computer Architecture, Jun. 2013.

[32] A. DeOrio, A. Bauserman, and V. Bertacco, “Post-silicon verification for cache coherence,” in

Computer Design, 2008. ICCD 2008. IEEE International Conference on, Oct 2008, pp. 348–355.

[33] R. Di Pietro, F. Lombardi, and A. Villani, “CUDA leaks: Information leakage in GPU architec-

tures,” arXiv:1305.7383v2, 2013.

[34] D. L. Dill, “The mur φ verification system,” in Computer Aided Verification. Springer, 1996,

pp. 390–393.

[35] S. Drzevitzky, U. Kastens, and M. Platzner, “Proof-carrying hardware: Towards runtime

verification of reconfigurable modules,” in ReConFig’09. IEEE.

[36] H. Esmaeilzadeh, A. Sampson, L. Ceze, and D. Burger, “Neural acceleration for general-

purpose approximate programs,” in Proc. of the 45th Annual IEEE/ACM International Symp. on

Microarchitecture, Dec. 2012, pp. 449–460. [Online]. Available: http://dx.doi.org/10.1109/

MICRO.2012.48

http://dx.doi.org/10.1109/MICRO.2012.48
http://dx.doi.org/10.1109/MICRO.2012.48


149

[37] R. Fernandez-Pascual, J. M. Garcia, M. E. Acacio, and J. Duato, “A low overhead fault tolerant

coherence protocol for CMP architectures,” in Proc. of the 13th IEEE Symp. on High-Performance

Computer Architecture, Feb. 2007.

[38] 140-2: Security requirements for cryptographic modules, FIPS, PUB, 2001.

[39] H. Franke, J. Xenidis, C. Basso, B. M. Bass, S. S. Woodward, J. D. Brown, and C. L. Johnson,

“Introduction to the wire-speed processor and architecture,” IBM J. Res. Dev., pp. 27–37,

January 2010. [Online]. Available: http://dx.doi.org/10.1147/JRD.2009.2036980

[40] K. Freund, “AMD, ARM, Huawei, IBM, Mellanox, Qualcomm, Xilinx form CCIX accelerator

consortium,” Forbes, May 2016.

[41] J. Goodacre, “The evolution of the ARM architecture towards big data and the

data-centre,” http://virtical.upv.es/pub/sc13.pdf, Nov. 2013. [Online]. Available: http:

//virtical.upv.es/pub/sc13.pdf

[42] M. Gorman, “Understanding the Linux virtual memory manager,” 2004. [Online]. Available:

https://www.kernel.org/doc/gorman/

[43] J. Greene, “Intel trusted execution technology,” Intel Technology Whitepaper, 2012. [On-

line]. Available: http://www.intel.com/content/dam/www/public/us/en/documents/

white-papers/trusted-execution-technology-security-paper.pdf

[44] E. E. Hagersten, M. D. Hill, and D. A. Wood, “Methods and apparatus for a coherence

transformer for connecting computer system coherence domains,” Jan. 12 1999, US Patent

5,860,109.

[45] P. Hammarlund, “4th generation Intel Core Processor, codenamed Haswell,” in Hot Chips 26,

2014.

[46] M. Hicks, M. Finnicum, S. T. King, M. M. Martin, and J. M. Smith, “Overcoming an untrusted

computing base: Detecting and removing malicious hardware automatically,” in Security and

Privacy (SP), 2010 IEEE Symposium on, May 2010, pp. 159–172.

http://dx.doi.org/10.1147/JRD.2009.2036980
http://virtical.upv.es/pub/sc13.pdf
http://virtical.upv.es/pub/sc13.pdf
https://www.kernel.org/doc/gorman/
http://www.intel.com/content/dam/www/public/us/en/documents/white-papers/trusted-execution-technology-security-paper.pdf
http://www.intel.com/content/dam/www/public/us/en/documents/white-papers/trusted-execution-technology-security-paper.pdf


150

[47] M. Hicks, C. Sturton, S. T. King, and J. M. Smith, “Specs: A lightweight runtime mechanism

for protecting software from security-critical processor bugs,” in Proc. of the 20th Intnl. Conf.

on Architectural Support for Programming Languages and Operating Systems, Mar. 2015, pp.

517–529. [Online]. Available: http://doi.acm.org/10.1145/2694344.2694366

[48] Coherent Accelerator Processor Interface User’s Manual, IBM, 2014. [Online]. Available:

http://www.nallatech.com/wp-content/uploads/IBM_CAPI_Users_Guide.pdf

[49] Intel QuickAssist Technology Accelerator Abstraction Layer,

http://developer.intel.com/technology/platforms/quickassist/index.htm, Intel Cor-

poration.

[50] Enabling Consistent Platform-Level Services for Tightly Coupled Accelerators,

http://www.intel.com/content/dam/doc/white-paper/quickassist-technology-aal-

white-paper.pdf, Intel Corporation, 2008.

[51] Intel Core i7-900 Desktop Processor Extreme Edition Series and Intel Core i7-900 Desktop Processor Se-

ries Specification Update, http://download.intel.com/design/processor/specupdt/320836.pdf,

Intel Corporation, May 2011.

[52] S. Kaxiras and A. Ros, “A new perspective for efficient virtual-cache coherence,” in Proc. of the

40th Annual Intnl. Symp. on Computer Architecture, Jun. 2013, pp. 535–546. [Online]. Available:

http://doi.acm.org/10.1145/2485922.2485968

[53] O. Kocberber, B. Grot, J. Picorel, B. Falsafi, K. Lim, and P. Ranganathan, “Meet the

walkers: Accelerating index traversals for in-memory databases,” in Proc. of the 46th Annual

IEEE/ACM International Symp. on Microarchitecture, Dec. 2013, pp. 468–479. [Online]. Available:

http://doi.acm.org/10.1145/2540708.2540748

[54] P. Kocher, “Timing attacks on implementations of Diffie-Hellman, RSA, DSS, and other

systems,” in CRYPTO ’96. Springer.

[55] P. Kocher, J. Jaffe, and B. Jun, “Differential power analysis,” in CRYPTO ’99. Springer.

http://doi.acm.org/10.1145/2694344.2694366
http://www.nallatech.com/wp-content/uploads/IBM_CAPI_Users_Guide.pdf
http://doi.acm.org/10.1145/2485922.2485968
http://doi.acm.org/10.1145/2540708.2540748


151

[56] E. J. Koldinger, J. S. Chase, and S. J. Eggers, “Architectural support for single

address space operating systems,” in Proc. of the 5th Intnl. Conf. on Architectural

Support for Programming Languages and Operating Systems, Oct. 1992. [Online]. Available:

http://dx.doi.org/10.1145/143365.143508

[57] S. Kumar, A. Shriraman, and N. Vedula, “Fusion : Design tradeoffs in coherent cache hierar-

chies for accelerators,” in Proc. of the 42nd Annual Intnl. Symp. on Computer Architecture, Jun.

2015.

[58] J. Kuskin, D. Ofelt, M. Heinrich, J. Heinlein, R. Simoni, K. Gharachorloo, J. Chapin,

D. Nakahira, J. Baxter, M. Horowitz, A. Gupta, M. Rosenblum, and J. Hennessy, “The Stanford

FLASH multiprocessor,” in Proc. of the 21st Annual Intnl. Symp. on Computer Architecture, Apr.

1994, pp. 302–313. [Online]. Available: http://dx.doi.org/10.1109/ISCA.1994.288140

[59] S. Lee, Y. Kim, J. Kim, and J. Kim, “Stealing webpages rendered on your browser by exploiting

GPU vulnerabilities,” in Security and Privacy (SP), 2014 IEEE Symposium on, May 2014.

[60] H. M. Levy, Capability-Based Computer Systems. Digital Press, 1984.

[61] J. V. Lunteren, T. Engbersen, J. Bostian, B. Carey, and C. Larsson, “XML accelerator engine,” in

In The First International Workshop on High Performance XML Processing. ACM, 2004. [Online].

Available: http://wam.inrialpes.fr/www-workshop2004/ZuXA_final_paper.pdf

[62] M. Malka, N. Amit, M. Ben-Yehuda, and D. Tsafrir, “rIOMMU: Efficient IOMMU for I/O

devices that employ ring buffers,” in Proc. of the 20th Intnl. Conf. on Architectural Support

for Programming Languages and Operating Systems. ACM, Mar. 2015, pp. 355–368. [Online].

Available: http://doi.acm.org/10.1145/2694344.2694355

[63] B. P. Miller, L. Fredriksen, and B. So, “An empirical study of the reliability of UNIX utilities,”

Communications of the ACM, vol. 33, no. 12, pp. 32–44, Dec. 1990. [Online]. Available:

http://doi.acm.org/10.1145/96267.96279

[64] MIPS R4000PC/SC Errata, Processor Revision 2.2 and 3.0, MIPS Technologies Inc, May 1994.

http://dx.doi.org/10.1145/143365.143508
http://dx.doi.org/10.1109/ISCA.1994.288140
http://wam.inrialpes.fr/www-workshop2004/ZuXA_final_paper.pdf
http://doi.acm.org/10.1145/2694344.2694355
http://doi.acm.org/10.1145/96267.96279


152

[65] D. Moloney, B. Barry, R. Richmond, F. Connor, C. Brick, D. Donohoe, A. Lupas, S. Mitchell,

D. Nicholls, and V. Toma, “Myriad 2: Eye of the computational vision storm,” in Hot Chips 26,

2014.

[66] L. E. Olson, J. Power, M. D. Hill, and D. A. Wood, “Border control: Sandboxing accelerators,”

in Proc. of the 48th Annual IEEE/ACM International Symp. on Microarchitecture, Dec. 2015, pp.

470–481. [Online]. Available: http://doi.acm.org/10.1145/2830772.2830819

[67] L. E. Olson, S. Sethumadhavan, and M. D. Hill, “Security implications of third-party accelera-

tors,” Computer Architecture Letters, vol. PP, Jun. 2015.

[68] S. B. Örs, F. Gürkaynak, E. Oswald, and B. Preneel, “Power-analysis attack on an ASIC AES

implementation,” in Information Technology: Coding and Computing, 2004. Proceedings. ITCC

2004. International Conference on, vol. 2, Apr. 2004, pp. 546–552 Vol.2.

[69] M. Ozsoy, C. Donovick, I. Gorelik, N. Abu-Ghazaleh, and D. Ponomarev, “Malware-aware

processors: A framework for efficient online malware detection,” in HPCA 21, Feb. 2015.

[70] W.-C. Park, H.-J. Shin, B. Lee, H. Yoon, and T.-D. Han, “RayChip: Real-time ray-tracing chip

for embedded applications,” in Hot Chips 26, 2014.

[71] N. Perlroth, J. Larson, and S. Shane, “N.S.A. able to foil basic safeguards of privacy on web,”

The New York Times, Sep. 2013. [Online]. Available: http://www.nytimes.com/2013/09/06/

us/nsa-foils-much-internet-encryption.html

[72] S. Phillips, “M7: Next generation SPARC,” in Hot Chips 26, 2014.

[73] J. Power, A. Basu, J. Gu, S. Puthoor, B. M. Beckmann, M. D. Hill, S. K. Reinhardt, and D. A.

Wood, “Heterogeneous system coherence for integrated CPU-GPU systems,” in Proc. of

the 46th Annual IEEE/ACM International Symp. on Microarchitecture, Dec. 2013, pp. 457–467.

[Online]. Available: http://doi.acm.org/10.1145/2540708.2540747

[74] J. Power, J. Hestness, M. S. Orr, M. D. Hill, and D. A. Wood, “gem5-gpu: A heterogeneous

CPU-GPU simulator,” Computer Architecture Letters, vol. 13, no. 1. [Online]. Available:

http://dx.doi.org/10.1109/LCA.2014.2299539

http://doi.acm.org/10.1145/2830772.2830819
http://www.nytimes.com/2013/09/06/us/nsa-foils-much-internet-encryption.html
http://www.nytimes.com/2013/09/06/us/nsa-foils-much-internet-encryption.html
http://doi.acm.org/10.1145/2540708.2540747
http://dx.doi.org/10.1109/LCA.2014.2299539


153

[75] D. Price, “Pentium FDIV flaw-lessons learned,” Micro, IEEE, vol. 15, no. 2, pp. 86–88, Apr.

1995.

[76] V. Rajagopalan, “All programmable devices: Not just an FPGA anymore,” in Proceedings of

the 2012 45th Annual IEEE/ACM International Symposium on Microarchitecture, ser. MICRO-45,

2013, keynote presentation.

[77] P. Rogers, “Heterogeneous system architecture overview,” in Hot Chips 25, 2013.

[78] J. Saltzer and M. Schroeder, “The protection of information in computer systems,” Proc. of the

IEEE, vol. 63, no. 9, Sept 1975.

[79] J. Sell and P. O’Connor, “The Xbox One system on a chip and Kinect sensor,” IEEE Micro,

vol. 34, no. 2, pp. 44–53, Mar. 2014. [Online]. Available: http://dx.doi.org/10.1109/MM.2014.9

[80] Y. S. Shao, S. L. Xi, V. Srinivasan, G.-Y. Wei, and D. Brooks, “Co-designing accelerators and

SoC interfaces using gem5-Aladdin,” in International Symposium on Microarchitecture (MICRO),

2016. [Online]. Available: http://vlsiarch.eecs.harvard.edu/wp-content/uploads/2016/08/

shao_micro2016.pdf

[81] A. L. Shimpi, “AMD’s B3 stepping Phenom previewed, TLB hardware fix tested,”

http://www.anandtech.com/show/2477/2, Mar. 2008.

[82] S. Skorobogatov and C. Woods, “Breakthrough silicon scanning discovers backdoor in military

chip,” in CHES 2012.

[83] D. J. Sorin, M. D. Hill, and D. A. Wood, A Primer on Memory Consistency and Cache Coherence.

Synthesis Lectures in Computer Architecture, 2011.

[84] D. J. Sorin, M. M. Martin, M. D. Hill, and D. A. Wood, “SafetyNet: improving the availability

of shared memory multiprocessors with global checkpoint/recovery,” in Proc. of the 29th

Annual Intnl. Symp. on Computer Architecture. IEEE, May 2002, pp. 123–134.

[85] J. Stuecheli, “Power8,” in Hot Chips 25, 2013.

http://dx.doi.org/10.1109/MM.2014.9
http://vlsiarch.eecs.harvard.edu/wp-content/uploads/2016/08/shao_micro2016.pdf
http://vlsiarch.eecs.harvard.edu/wp-content/uploads/2016/08/shao_micro2016.pdf


154

[86] J. Stuecheli, B. Blaner, C. R. Johns, and M. S. Siegel, “CAPI: A coherent accelerator processor

interface,” IBM Journal of Research and Development, vol. 59, no. 1, pp. 7:1–7:7, Jan. 2015.

[87] C. Sturton, M. Hicks, D. Wagner, and S. T. King, “Defeating UCI: Building stealthy and

malicious hardware,” in 2011 IEEE Symposium on Security and Privacy. IEEE, 2011, pp. 64–77.

[88] P. Sweazey and A. J. Smith, “A class of compatible cache consistency protocols and their

support by the IEEE Futurebus,” in Proc. of the 13th Annual Intnl. Symp. on Computer Architecture,

Jun. 1986, pp. 414–423.

[89] M. Talluri and M. D. Hill, “Surpassing the TLB performance of superpages with

less operating system support,” in Proc. of the 6th Intnl. Conf. on Architectural Support

for Programming Languages and Operating Systems, Oct. 1994. [Online]. Available: http:

//doi.acm.org/10.1145/195473.195531

[90] A. Tang, S. Sethumadhavan, and S. Stolfo, “Unsupervised anomaly-based malware detection

using hardware features,” in International Workshop on Recent Advances in Intrusion Detection.

Springer, 2014, pp. 109–129.

[91] M. Tiwari, J. K. Oberg, X. Li, J. Valamehr, T. Levil, B. Hardekopf, R. Kastner, F. T. Chong, and

T. Sherwood, “Crafting a usable microkernel, processor, and I/O security system with strict

and provable information flow security,” in Proc. of the 38th Annual Intnl. Symp. on Computer

Architecture, Jun. 2011. [Online]. Available: http://doi.acm.org/10.1145/2000064.2000087

[92] R. Wahbe, S. Lucco, T. E. Anderson, and S. L. Graham, “Efficient software-based fault isolation,”

in Proc. of the 14th ACM Symp. on Operating Systems Principles, Dec. 1993, pp. 203–216.

[93] A. Waksman and S. Sethumadhavan, “Silencing hardware backdoors,” in Security

and Privacy (SP), 2011 IEEE Symposium on, May 2011, pp. 49–63. [Online]. Available:

http://dx.doi.org/10.1109/SP.2011.27

[94] G. Wheeler, “Undocumented M6800 instructions,” BYTE Magazine, vol. 2, no. 12, pp. 46–47,

Dec. 1977.

http://doi.acm.org/10.1145/195473.195531
http://doi.acm.org/10.1145/195473.195531
http://doi.acm.org/10.1145/2000064.2000087
http://dx.doi.org/10.1109/SP.2011.27


155

[95] B. Wile, “Coherent Acelerator Processor Interface (CAPI) for POWER8 systems,” Tech.

Rep., Sep. 2014. [Online]. Available: http://www-304.ibm.com/webapp/set2/sas/f/capi/

CAPI_POWER8.pdf

[96] J. Wilkes and B. Sears, “A comparison of protection lookaside buffers and the PA-RISC

protection architecture,” Hewlett Packard Labs, Tech. Rep. HPL-92-55, 1992. [Online].

Available: http://www.hpl.hp.com/techreports/92/HPL-92-55.pdf

[97] E. Witchel, J. Cates, and K. Asanovic, “Mondrian memory protection,” in Proc. of the 10th

Intnl. Conf. on Architectural Support for Programming Languages and Operating Systems, Oct.

2002, pp. 304–316. [Online]. Available: http://dx.doi.org/10.1145/605397.605429

[98] D. A. Wood, G. A. Gibson, and R. H. Katz, “Verifying a multiprocessor cache controller using

random test generation,” IEEE Design and Test of Computers, pp. 13–25, Aug. 1990.

[99] B. Worrall, “Important Juniper security announcement,” http://forums.juniper.net/t5/

Security-Incident-Response/Important-Announcement-about-ScreenOS/ba-p/285554, 2015.

[100] x0r1, “jellyfish,” https://github.com/x0r1/jellyfish, 2015.

[101] A. Young and M. Yung, Malicious Cryptography: Exposing Cryptovirology. John Wiley & Sons,

2004.

http://www-304.ibm.com/webapp/set2/sas/f/capi/CAPI_POWER8.pdf
http://www-304.ibm.com/webapp/set2/sas/f/capi/CAPI_POWER8.pdf
http://www.hpl.hp.com/techreports/92/HPL-92-55.pdf
http://dx.doi.org/10.1145/605397.605429
http://forums.juniper.net/t5/Security-Incident-Response/Important-Announcement-about-ScreenOS/ba-p/285554
http://forums.juniper.net/t5/Security-Incident-Response/Important-Announcement-about-ScreenOS/ba-p/285554
https://github.com/x0r1/jellyfish

	Contents
	List of Tables
	List of Figures
	Abstract
	Introduction
	Third-Party Accelerators
	Accelerator Reliability and Security
	Contributions
	Security and Reliability Implications of Third-Party Accelerators
	Border Control: Sandboxing Accelerators
	Crossing Guard: Mediating Accelerator-Host Coherence Interactions


	Accelerator Security Taxonomy
	Accelerator vs. CPU Security
	Threat Space
	Buggy vs. Malicious Accelerators
	Security vs. Reliability
	Accelerator vs. System Scope

	Taxonomy of Threats
	Security Threat Types
	Risk Categories
	Detailed Threat Descriptions

	Implications

	Shared Memory Accelerators
	Commercial Approaches
	Heterogeneous Trusted Cores
	DMA Approaches
	I/O Memory Management Unit
	Accelerator Memory Interfaces (CAPI, ACP, CCIX)

	Other Related Work
	Protection from Incorrect Memory Addresses
	Protection from Incorrect Coherence Messages

	Summary

	Border Control
	Goals and Current Commercial Approaches
	Threat Model
	Outside of Threat Model
	Existing Commercial Approaches

	Border Control
	Border Control Structures
	Border Control Operation
	Multiprocess Accelerators
	Border Control Design Considerations

	Border Control FAQ
	Evaluation
	Methodology
	Results

	Summary

	Crossing Guard
	Crossing Guard
	Accelerator Coherence Interface
	Crossing Guard Guarantees to Host
	Types of Crossing Guard
	Comparison with Traditional Protocols
	Other Benefits of Crossing Guard

	Crossing Guard Implementation
	Permission Information
	Integration with Host Protocols

	Results
	Protocol Stress Test
	Accelerator Protocol Fuzz Testing
	Performance

	Summary

	Summary and Future Directions
	Summary of Contributions
	Future Work

	Crossing Guard Coherence Details
	Baseline Protocols
	Hammer-like
	MESI Inclusive

	Accelerator Protocols
	Specification of Crossing Guard Interface
	Single-Level
	Two-Level

	Full State Crossing Guard
	Interaction with Hammer-like
	Interaction with MESI Inclusive

	Transactional Crossing Guard
	Interaction with Hammer-like
	Interaction with MESI Inclusive


	Coherence Protocol Testing
	Evaluating Coverage
	Determining Reachable States
	Improving Coverage by Modifying Cache Settings
	Total Run Time
	Likelihood of Transitions
	Transition Coverage for Random Tester
	Transition Coverage for Fuzz Tester


	Bibliography

